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Hydraulic Hose Nomenclature

Low Pressure

SR6 - SAE T00R6/EN 854 R6

HR6 - SAE T00R6/EN 854 R6 (High Temp)

HR4 - SAE T00R4 (High Temp)

SR3 - SAE T00R3/EN 854 R3

|G - Insta-Grip™ 300 Push-On (Rubber Cover)

IGHT - Insta-Grip™ HT 300 Push-On (High Temp)
IGTC - Insta-Grip™ TC Push-On (Textile Cover)

FXG - FLEXA-Grip™ Push-On (Carbryn® Rubber Cover)

Medium Pressure

SRT1SN - SAE TO0RTAT/1SN

SFS - SAE 100R1AT (Fire Suppression)

Desert® DR1SN - SAE T00RTAT/1SN (High Temp)
SR2SN - SAE T00R2AT/2SN

High Pressure

Desert® DR2SN - SAE TOOR2AT-Type S

Arctic® LR2SN - SAE T00R2AT/2SN (Low Temp)
SR16SC - SAE T00R16/EN 857 2SC

Desert® DR16SC - SAE T00R16SC (Constant Pressure)
Extended Life XR16SC - SAE T00R16/EN 857 2SC
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High Pressure (Continued)

ARMORCOAT™ ARC16SC - SAE T00R16/EN V857 25C
(Abrasion Cover)

SCP3 - SAE 100R17 (Constant Pressure)

Extended Life XCP3 - SAE T00R17 (Constant Pressure)

ARMORCOAT™ ACP3 - SAE 1T00R17 (Abrasion Cover)

Very High Pressure

Extended Life XCP4 - SAE 1T00R19/ISO 11237
(Constant Pressure)

SR12 - SAE T00R12/EN 856 R12

ARMORCOAT™ ARC12 - SAE T00R12/EN 856 R12
(Abrasion Cover)

SR13 - SAE T00R13/EN 856 R13

ARMORCOAT™ ARC13 - SAE T00R13/EN 856 R13

SR15 - SAE 1T00R15

ARMORCOAT™ ARC15 - SAE T00R15 (Abrasion Cover)

S4SP - EN 856 4SP/DIN 20023 4SP

S4SH - EN 856 4SH/DIN 20023 4SH

Thermoplastic

SR7 - SAE T00R7/EN 855 R7

TR7 - SAE 100R7 (Twin-Line)

NR7 - SAE T00R7 (Non-Conductive)

BR7 - SAE T00R7 (Twin-Line, Non-Conductive)
SR8 - SAE 100R8/EN 855 R8

TR8 - SAE 100R8 (Twin-Line)

NR8 - SAE 100R8 (Non-Conductive)

SR18 - SAE 100R18 (Low Temp)

Special Application

NSFX - SAFLEX® (Non-Conductive)

Prospector™ SHR - Slim-Hole Rotary Hose

Prospector™ BOP 3000 (Blow Out Preventer)

Prospector™ BOP 5000 - Very High Pressure (Blow
Out Preventer)

Prospector™ Hot Qiler

SGUN - Grease Gun Hose

SHJ - Jack Hose

SR14A - SAE T00R14A (High Temp, Stainless Steel Cover,

Teflon® Tube)

Fleet Application

SR5 - SAE T00R5

Desert® DR5 - SAE T00R5 (High Temp)

SCX5 - SAE 100R5 (Rubber Covered)

Desert® DUT - SAE J1402 (Universal Truck Hose)

Air Conditioning

Galaxy® G4826 - SAE J2064
Galaxy® G4867 - SAE J2064
Galaxy® SLE G4890 - SAE J2064
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Hoses continued on next page
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Product Line Overview

Choose us as your sole supplier for hydraulic assembly
components, including hoses, fittings, adapters and the
assembly equipment. Because, whatever your application -
construction, agriculture, oil and gas, manufacturing,
transportation - our broad selection will connect you with a
high-quality, reliable hydraulic hose assembly system. And you
can trust that our products meet these global performance
standards: SAE, DIN, JIS, USCG, ABS and US MSHA.

Not only are our hydraulic hose products designed to make
a very literal connection - to each other and to your
equipment - our network of distributors is ready to connect
with you and your business needs. And we strive to do it all
in the most friendly and efficient manner possible.

Being easy to work with can really be a differentiator in the
hydraulic hose market. We know this and will always do our
best to make sure your business is treated with the attention
and care it deserves. That is our commitment to you.
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Product Line Overview H

Experienced hydraulic sales specialists Application engineers for technical assistance

Interactive website with important, OneSource Distribution Network Local support on a global basis

up-to-date information

Continental ContiTech is the authority in elastomer compounding
and reinforcement technology. Our history in the business gives us
the expertise to not only make reliable products, but also to know
the industry and its needs. And we are constantly innovating new
ways to better serve our customers.

Under the Continental ContiTech brand, we manufacture a wide
assortment of consumer and commercial products. In fact, we
are one of the few manufacturers in the world that can offer a full
breadth of industrial rubber products including

Industrial Hose » Conveyor Belts

Power Transmission Belts

Hydraulic Hose and Fittings » Air Springs
Rubber Track



Product Line Overview

Whether the application is construction, oil and gas, agriculture,
mining, manufacturing or transportation, designers and
engineers are finding new ways to apply hydraulic power. We
have your eguipment needs covered with Continental ContiTech
hydraulic hoses to meet the demands of the application and the
environment. Plus, our hoses meet all major global standards.

Hydraulic Hose Standards & Specs

Continental ContiTech Hydraulic Hoses
Are produced to ISO 9001 certification
Undergo state-of-the-art manufacturing processes
Meet the applied international standards of SAE J517,
EN 853, EN 854, EN 855, EN 856, EN 857, DIN 20023

Featuring

ContiTech

-67°F (-55°C) low-temperature service
LR2SN (SAE T00R2AT/2SN) high-pressure
hydraulic applications

Super tough cover for high-abrasion applications

Can replace protective sleeves

Mine Safety and Health Administration (MSHA) rated

ARC12 (SAE T00R12/EN 856 R12), ARC13 (SAETO0R13/EN 856 R13),
ARC15 (SAE 100R15), ARC16SC (SAE T00R16/EN 857 2SC) and

ACP3 (SAE T00R17) hydraulic applications

Higher EN/DIN pressures

Arctic® Desert® and Armorcoat™ constructions

SR1SN (SAE T00R1TAT/1SN), Desert® DR1SN (SAE TOOR1TAT/1SN),
SR2SN (SAE T00R2AT/2SN), Arctic® LR2SN (SAE TO0R2AT/2SN),
Desert® DR2SN (SAE TOOR2AT/2SN), SR16SC (SAE T00R16/857 2S0),
Armorcoat™ ARC16SC (SAE 100R16/857 2SC), Desert® DR16SC (SAE
100R16/857 2S0C), Extended Life XR16SC (SAE 100R16/857 2SC).
SCP3 (SAE 100R17), Armorcoat™ ACP3 (SAE T00R17),

Extended Life XCP3 (SAE 100R17), Extended Life XCP4 (SAE 1T00R19)
SFS (Fire Suppression SAE TO0RTAT)



Product Line Overview

275°F (135°C) and 302°F (150°C) high-temperature service
DR1SN (SAE T00R1TAT/1SN), DR2SN (SAE T00R2AT/2SN),

HR6 (SAE T00R6/EN 854 R6) and HR4 (SAE 1T00R4) and DR16SC
(SAE 1T00R16/250)

DR2SN to 302°F (150°C) service, DR5 (SAE 1T00R5/J1942),

DUT (J1402)

SR5 (SAE 100R5)

DR5 (high-temperature service)
DUT (SAE J1402 Type A1)

Air conditioning hose

Military vehicles

4- and 6-spiral hose

Armorcoat™ abrasion cover available

Very-high-pressure and high-pulsating applications up to 6000 psi
MSHA covers

SR12 (SAE T00R12/EN 856 R12), SR13 (SAE T00R13/EN 856 R13),
SR15 (SAE 1T00R15), S4SH (EN 856 4SH/DIN 20023 4SH) and S4SP
(EN 856 4SP/DIN 20023 4SP) hydraulic applications

300-1250 psi

Textile reinforcement

SR3 (SAE T00R3), SR6 (SAE T00R6)

HR6 (SAE T00R6), HR4 (SAE T00R4)

Push-On Hose, Insta-Grip™ 300, Insta-Grip™ HT 300, Insta-Grip™ TC
and FLEXA-Grip™

NSFX (SAFLEX®) medium-pressure hydraulic applications
Thermoplastic Hose including NR7 (SAE T00R7), NR8 (SAE T00R8)
and BR7 (SAE T00R7)

Twin-lines available

500°F (206°C) high-temperature intermittent service
Chemical resistance

Stainless steel braided cover

SR14A (SAE 1T00R14)

ContiTech



Product Line Overview K

Varied pressures, abrasion levels and temperatures are
no match for Continental ContiTech Hydraulic Hoses.

3/16"-2" 1/4"-2" 3/16"-2"

SAE 100R1AT/1SN SAE 100R1AT/1SN SAE 100R2AT/2SN SAE 100R2AT/2SN

Hydraulic applications requiring High-temperature 1-braid hose at Hydraulic applications requiring High-temperature 2-braid hose at
1-braid hose at higher EN/DIN EN/DIN pressures. 2-braid hose at higher EN/DIN EN/DIN pressures.

pressures. pressures.

1/4"-2" 1/4"-1" 1/4" - 4" 3/16"- 115"

SAE 100R2AT/2SN SAE 100R3/EN 854 R3 SAE 100R4 General purpose, medium-
High-pressure, low-temperature Low-pressure, 2 textile braid Low-pressure, high-temperature pressure applications.
hydraulic oil lines. reinforced hose. return line or suction line.

3/16" - 1%" 1/4" - 1%" 3/16"-1%" 3/16"-3/4"
SAE 100R5/SAE J1942 SAE 100R5-type SAE J1402 Type A1 SAE 100R6/854 R6
Medium-pressure, high- Rubber covered, USCG approved. High-temperature, medium- Low-pressure, textile-
temperature blue textile cover pressure fleet applications. reinforced applications.

reinforced with 1-braid steel wire.

ContiTech



Product Line Overview

1/4" - 3/4"

1/8"-1

SAE 100R6/854 R6
Low-pressure, high-temperature
textile-reinforced applications.

SAE 100R7/855 R7
Medium-pressure thermoplastic
hose with a perforated cover.

3/16"-1/2"

SAE 100R7

(Twin-Line, Non-Conductive)
Medium-pressure, twin-line
thermoplastic hose with a
non-perforated cover.

1/4"-1"

SAE 100R8/855 R8
High-pressure thermoplastic hose
with a perforated cover.

3/4"-2"

ie 2

SAE 100R7 (Twin-Line)
Medium-pressure, twin-line
thermoplastic hose with a
perforated cover.

i 1/2"

SAE 100R7 (Non-Conductive)
Medium-pressure thermoplastic
hose with a non-perforated cover.

SAE 100R8 (Twin-Line)
High-pressure, twin-line,
thermoplastic hose with a
perforated cover.

EN 856 4SP/DIN 20023 4SP
A 4-spiral hydraulic hose for very-
high-pressure applications.

3/4"-2"

EN 856 4SH/DIN 20023 4SH

A 4-spiral hydraulic hose for very-
high-pressure, pulsating
applications.

SAE 100R13/856 R13

A 4- and 6-spiral hose for very-
high-pressure applications subject
to surges or flexing.

3/4"-2"

i 3/8"- 2"

SAE 100R8 (Non-Conductive)
High-pressure thermoplastic hose
with a non-perforated cover.

SAE 100R12/856 R12

A 4-spiral hydraulic hose for very-
high-pressure applications subject
to surges or flexing.

3/16"-1"

SAE 100R12/856 R12

For very-high-pressure
applications subject to surges or
flexing and requiring an abrasion-
resistant cover.

1/2"-2"

SAE 100R13/856 R13

A 4-and 6-spiral hose for very-
high-pressure applications subject
to surges or flexing and requiring
maximum abrasion resistance.

SAE 100R14A

PTFE line hose for air compressor
discharge, hot oils and fluids,
used under demanding physical
conditions.

SAE 100R15
A 4- and 6-spiral hose for severe
high-pressure applications.

ContiTech



Product Line Overview

1/2"-1"

1/4" - 1%" 1/4"-1"

SAE 100R15
A 4-spiral hose for severe high-
pressure and abrasive applications.

1/4"-1"

SAE 100R16/857 2SC

For high-pressure service with
tight bends exceeding SAE T00R2
and SAE 100R16 standards.

SAE 100R16

High-pressure 2-braid hose with
excellent impulse performance
and high flexibility.

SAE 100R19/1SO 11237
High-pressure hydraulic applications
requiring extra abrasion resistance.
Excellent impulse performance and
flexibility meeting SAE TOOR19

and ISO -11237 standards.

SAE 100R17

For high-pressure hydraulic
applications replacing SAE
100R17 with greater flexibility
and superior abrasion resistance.

3/16" only

SAE 100R16/857 25C

For high-pressure service with
tight bends requiring maximum
abrasion resistance.

SAE J1942

For high-pressure hydraulic
applications designed to replace
where higher pressures and a more
flexible hose are required.

1/4"-1/2"

SAE 100R16/857 2SC

For high-pressure service with
tight bends requiring ultimate
abrasion resistance.

SAE 100R17

For high-pressure hydraulic
applications requiring greater
flexibility and ultimate
abrasion resistance.

SAE 100R18
Thermoplastic hose, highly
flexible even in cold temperatures.

SAFLEX®

Medium-pressure, non-conductive
applications where shock

hazards exist.

1/4"-1"

Grease Gun Hose
Used as a grease whip hose or
general purpose lubrication line.

ContiTech

Fire Suppression Hose
Medium-pressure fire suppressant
applications for mining, forestry
and firefighting equipment.

1/4"-3/4"

Push-On

For use with push-on fittings, 300
psi and applications requiring
non-conductivity.

Jack Hose
For extreme high-pressure
hydraulic lines for jacking systems.

Push-On
For use with push-on fittings at

working pressures up to 300 psi.
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®
/
3/16"-1" 1/4" - 3/4"

5/16" - 3/4"

Push-On Push-On Air Conditioning Hose

For use with push-on fittings, For low-pressure hydraulic and For AC applications requiring SHR

300 psi and applications requiring ~ pneumatic systems. Cool Clip® or Cool Crimp™ fittings. For high-pressure slim hole,
abrasion-resistant cover. seismograph, work-over or

portable drill rigs.

3/8"-1" é 3/8"-2" 1%"

Blow Out Prevention Blow Out Prevention Static Pressure
For hydraulic connection between  For hydraulic connection between  For initiating the flow of hot Military
the well control equipment and the well control equipment and oil (275°F/135°C continuous; For low-pressure flexible
the control system in oil and gas the control system in oil and 300°F/149°C intermittent) and connections in air brake systems.
exploration. gas exploration. bringing it to the surface.

7/32"-7/8" 3/16" - 3/4" 3/16" - 1%"
Military Military Military
High-pressure hydraulic systems Fuel and oil lines in military For medium-pressure hydraulic oil ~ Military
requiring interoperability and vehicles. and fuel lines. Medium- and high-pressure
compatibility with associated hydraulic systems.

components and equipment.

ContiTech
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Hydraulic Fittings, Adapters

Standards & Specs

Low-, medium- and high-pressure fittings are available for braided, spiral

and thermoplastic hose.

Fittings Thread-Ends End Styles

» Ultra-Crimp™ (1-Piece) » SAE » Straights

» Uni-Crimp® (2-Piece) » NPTF » Swivels

» Dual-Grip® (2-Piece) » JIC » Elbows

» Field-Grip® » British Standard » Flanges
(Re-attachable) » DIN

» Push-On » JIS

» Air Conditioning » AP

Featuring

Bite-to-Wire

These one-piece crimp fittings provide maximum coupling
retention on 1- and 2-braid hoses as well as 4- and 6-spiral
hoses. Serrations penetrate the cover with a powerful bite into
the wire reinforcement, resulting in even hose compression.

No Skive
Assemblies made faster, with fewer
steps and less mess.

Full-Length Crimp

Maximum coupling retention for a safe
and longer lasting assembly; easier to
crimp with a lower profile.

((:)ntine ntal i ContiTech

Zinc Plating

» Offers corrosion resistance for extended
hose assembly and fitting life, easily
surpassing the corrosion resistance
of SAE J516, ASTM B117.

» Silver chromium 6 Free plating
on Ultra-Crimp* Uni-Crimp® and
Dual-Grip® fittings.
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Code 61, Code 62, Cat® Flange and
Komatsu® Flange fittings for

SAE 100R12 and 100R13

Solid one-piece flanged fitting; no
braze or weld joints

Non-skive, re-attachable for
easy installation

Fittings compatible with push-on
hose, including Insta-Grip™ 300,
Insta-Grip™ TC, Insta-Grip™ HT 300
and FLEXA-Grip™ 300

Cool Clip® and Cool Crimp™ fittings

Change existing end styles




Product Line Overview

To complete the total assembly solution, look no further than the Continental ContiTech
Perma-Crimp® line. In addition to crimpers, we also offer crimper dies, cabinets, pumps,
cut-off saws, skivers, hose/fitting pushers and hose assembly test benches.

G

Lightweight for portable field use. Suitable for shop service and bench mounting. Positive stop crimper

Three power options. Attach hand, air or Includes 1-HP electric pump on a common base. Crimps 2-wire braid hose, and 4-wire spiral
electrical pump. Capable of crimping up to 1%" 2-braid and hose up through 1" 1D

Capable of crimping up to 1 %" 2-braid 1%" 4-spiral hose.

and 1%" 4-spiral hose.

ﬁ

Stationary crimper with more power to High-volume, stationary crimper. High-capacity, stationary, “production” crimper.
manufacture hose assemblies. 1-HP power source. 7.5-HP power source.

Includes 2-HP electric pump on a common Capable of crimping up to 1%%" 2-braid and Microprocessor control for fast and accurate
base for bench mounting. 4-spiral hose. adjustments.

Capable of crimping up to 1%" 2-braid and Capable of crimping up to 2" 6-spiral hose.

4-spiral hose.

)

High-capacity, stationary “production” crimper. High-volume, high-capacity “production” crimper. High-volume, high-capacity stationary crimper.

7.5-HP power source. 7.5-HP power source, 350 ton cylinder. Fully automatic ACT3™ microprocessor

Capable of crimping up to 2" 6-spiral hydraulic Fully automated ACT programmable controller. controller.

and 4" industrial hose. Capable of crimping up to 2" braided spiral 1,415 crimps per hour with 450 tons of
hydraulic and up to 6" industrial hose. crimping force.

ContiTech
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Notes

@ntinental® e
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Hydraulic Hose & Fitting Products

Hydraulic Hose & Fitting Products

Proper Assembly of ContiTech Perma-Crimp®

Hose and Fittings.

ContiTech Perma-Crimp® hose, fittings

and crimping equipment work
together to provide an efficient and
reliable hose connection. Hose and
fittings are part of an engineered
system, and are to be assembled in
accordance with ContiTech
specifications. Using non-ContiTech
components may produce an
assembly that does not meet rated
performance. ContiTech does not
warrant, expressly or by implication,
hose assemblies that do not

incorporate ContiTech Perma-Crimp®

hose and fittings, or are not crimped
in accordance with ContiTech
process specifications.

Buyers may elect to attach additional
or non-standard parts or equipment,
or to use different manufacturing

((:)ntine ntal ’IS‘ ContiTech

specifications, as necessary to meet
the requirements of the buyer or
customer’s application. In such cases,
the buyer has sole responsibility to
qualify the hose for these applications
as necessary to ensure performance
capability.

For guidance in the assembly of
ContiTech Perma-Crimp® hose

and couplings, please refer to the
ContiTech Crimp Specifications
Manual. Information in this catalog
is believed to be accurate, but is
not warranted, and is subject to
change without prior notice. For the
most current available product and
crimp specifications information,
please check our website:
www.contitech.us.
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Hoses

Example:

D _R2SN -

12

First character of Part Number

H = High Temp (Desert®), 275°F
L = Low Temp (Arctic®)

A = Abrasion Cover (Armorcoat™)
N = Non-Conductive

T =Twin-Line

Next 2-5 characters of Part Number before hyphen

R1SN
FS
R2SN
R3
R4

B = Both Non-Conductive and Twin-Line R5

S = Standard Specification Hose

D = High Temp (Desert®), 302°F

X = Extended Life Abrasion
Resistance Cover

Note: Push-On Hose (IG, IGHT, IGTC);
Military Hose (MIL, M); and SHR
Hose do not have a one-digit Hose
Attribute character.

Selection of the proper hose for the application is essential to the proper operation and safe use of the hose and related equipment. Inadequate
attention to selection of the hose for your application can result in hose leakage, bursting, or other failure, which can cause serious bodily injury or

CX5
uTt
R6
R7
SFX
R8
4SH
4Sp
R12
R13
R14A
R15
R16SC
CP3
CP4
R18
SHR
BOP
GUN
HJ
4826
4867
4890
IG
IGTC
IGHT
FXG
M or MIL

SAE T00R1AT/1SN

Fire Suppression (SAE TOORTAT/1SN)
SAE T00R2AT/2SN

SAE T00R3/EN 854 R3

SAE 100R4

SAE 100R5

SAET00R5 (Rubber Covered)
Universal Truck Hose (SAE J1402 A1)
SAE 100R6/854 R6

SAE 100R7/855 R7

SAFLEX®

SAE 100R8/855 R8

EN 856 4SH/DIN 20023 4SH
EN 856 4SP/DIN 20023 4SP
SAE 100R12/856 R12

SAE 100R13/856 R13

SAE 100R14A

SAE 100R15

SAE 100R16/857 2SC

SAE 100R17

SAE 100R19/ISO11237

SAE 100R18

Prospector™ Slim Hole Rotary
Prospector™ BOP 3000, 5000
Grease Gun Hose

Jack Hose

Galaxy® 4826 (Air Conditioning)
Galaxy® 4867 (Air Conditioning)
Galaxy® 4890 SLE (Air Conditioning)
Insta-Grip™ 300 (Push-On)
Insta-Grip™ TC (Push-On)
Insta-Grip™ HT 300 (Push-On)
FLEXA-Grip™ (Push-On)

Military Hose

(Hose Inside Diameter) Last
2 characters of Part Number

after hyphen

All hoses except
R5, UT and Galaxy®
02 =1/8"(3.3 mm)
03 =3/16"(4.8 mm)
04 =1/4"(6.4 mm)
05=5/16"(79 mm)
06 =3/8"(9.5 mm)
08=1/2"(12.7 mm)
10 =5/8"(15.9 mm)
12 =3/4"(19 mm)
16 =1"(25.4 mm)
20 =1%4"(31.8 mm)
24 =172"(38.1 mm)
32=2"(50.8 mm)
40 = 212" (63.5 mm)
48 =3"(76.2 mm)
56 = 312" (89 mm)
64 =4"(101.6 mm)

SAE 100R5, UT and Galaxy® Hose

04 =3/16"(4.8 mm)
05 =1/4"(6.4 mm)
06 =5/16"(7.9 mm)

08 =13/32"(10.3 mm)

10=1/2"(12.7 mm)
12 =5/8"(15.9 mm)
14 =3/4" (191 mm)
16 =7/8"(22.2 mm)
20 = 118" (28.6 mm)
24 = 138" (35 mm)

32 =11346" (46 mm)

Note: Military Hose utilize unique

military dash sizes.

property damage from spraying fluids or flying projectiles. Some of the factors involved in the selection of the proper hose include:

Hose Size
Fluid Conveyed
Hose Pressure

Hose Length
Bends
Static Head Pressure

Hose Ends
Temperature
Installation Design

The above factors and information provided in this catalog should be considered in selecting the proper hose for your application.

ContiTech



Hoses

Hydraulic Hose Part Number Designations

Part Number Description Page Number
SR6 SAE T00R6/EN 854 R6 6
HR6 SAE 100R6/EN 854 R6 (High Temp) 6
HR4 SAE 100R4 (High Temp) 7
SR3 SAE 100R3/EN 854 R3 7
IG Insta-Grip™ 300 Push-On (Rubber Cover) 8
IGHT Insta-Grip™ HT 300 Push-On (High Temp) 8
IGTC Insta-Grip™ TC Push-On (Textile Cover) 9
FXG FLEXA-Grip™ Push-On (Carbryn® Rubber Cover) 9
SR1SN SAE T00R1TAT/1SN 10
SFS SAE TO0RTAT/1SN (Fire Suppression) 10
Desert® DR1SN SAE T00R1TAT/1SN (High Temp) 1
SR2SN SAE T00R2AT/2SN 1
Desert® DR2SN SAE T00R2AT/2SN (High Temp) 12
Arctic® LR2SN SAE T00R2AT/2SN (Low Temp) 12
SR16SC SAE 100R16/EN 857 25C 13
Desert® DR16SC SAE 1T00R16SC 13
Extended Life XR16SC SAE T00R16SC/EN 857 25C 14
ARMORCOAT™ ARC16SC SAE 100R16/EN 857 2SC (Abrasion Cover) 14
SCP3 SAE 100R17 (Constant Pressure) 15
Extended Life XCP3 SAE 100R17 (Constant Pressure 3000 psi) 15
ARMORCOAT™ ACP3 SAE 1T00R17 (Abrasion Cover) 16
CP4 SAE 100R19 16
Extended Life XCP4 SAE 100R12/EN 856 R12 17
ARMORCOAT™ ARC12 SAE 100R12/EN 856 R12 (Abrasion Cover) 17
SR13 SAE T00R13/EN 856 R13 18
ARMORCOAT™ ARC13 SAE 100R13/EN 856 R13 (Abrasion Cover) 18
SR15 SAE T00R15 19
ARMORCOAT™ ARC15 SAE 100R15 (Abrasion Cover) 19
S4SP EN 856 4SP/DIN 20023 4SP 20
S4SH EN 856 4SH/DIN 20023 4SH 20
SR7 SAE 100R7/EN 855 R7 21
TR7 SAE 100R7 (Twin-Line) 21
NR7 SAE 100R7 (Non-Conductive) 22
BR7 SAE 100R7 (Twin-Line, Non-Conductive) 22
SR8 SAE 100R8/EN 855 R8 23

Hydraulic Hose Part Number Designations (Continued on next page)

ContiTech

0
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T

Assemblies Equipment & Accessories

Installation & Maintenance

Appendix
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Hoses

Hydraulic Hose Part Number Designations

Continued

Part Number Description Page Number
TR8 SAE 100R8 (Twin-Line) 23
NR8 SAE 100R8 (Non-Conductive) 24
SR18 SAE 100R18 24
NSFX SAFLEX® (Non-Conductive) 25
Prospector™ SHR Slim Hole Rotary Hose 25
Prospector™ BOP 3000 Special Application (Blow Out Preventer) 26
Prospector™ BOP 5000 Very High Pressure (Blow Out Preventer) 26
Prospector™ Hot Oiler Special Application 27
SGUN Grease Gun Hose (Special Application) 27
SHJ Jack Hose (Special Application) 28
SR14A SAE T00R14A (Stainless Steel Cover, Teflon® Tube) 28
SR5 SAE 100R5 (Fleet Application) 29
Desert® DR5 SAE 100R5 (High Temp, Fleet Application) 30
SCX5 SAE 100R5 (Rubber Covered, Fleet Application) 31
Desert® DUT SAE J1402 A1 (Universal Truck Hose, Fleet Application) 32
Galaxy® G4826 SAE J2064 (Air Conditioning) 33
Galaxy® G4867 SAE J2064 (Air Conditioning) 33
Galaxy® G4890 SAE J2064 (Air Conditioning) 34
MIL-DTL-13444H Type | (Military Application) 34
MIL-DTL-13444H Type Ill (Military Application) 35
MIL-DTL-13531 Type I, Class A (Military Application) 35
MIL-DTL-3992 Type |, Class 1 (Military Application) 36
MIL-DTL-8788 Hydraulic Hose (Military Application) 36

ContiTech
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SAE 100R6/EN 854 R6 | Low Pressure

Low-pressure, textile reinforced One textile braid All fittings compatible with the

R

applications including petroleum SR6 hose family are listed in 3
and water-based fluids for use Section 5 (starting on page 187) £
) Black polychloroprene -
Meets or exceeds the as power steering return, lube of the catalog. E
performance requirements lines and air lines. Not for brake
of: SAE T00R6/EN 854 R6. applications. -40°F to 212°F (-40°C to 100°C) _ _
Example: Continental ContiTech
SR6-03 SAE T00R6 R6 3/16"
Nitrile (DNO5) W.P. 500 psi (3.4 MPa)
Descriptive #/ Max. Working Min. Bend Min. Burst
Product # SAP # Hose Size ID Hose OD Pressure Radius Pressure Weight 3
1
in. DIN Dash Size in. mm psi MPa in. mm psi MPa Ibs./ft. §
9]
SR6-03 20240277  3/16 05 0.44 111 500 34 2.0 51 2000 13.8 0.07 S
<
SR6-04 20240278  1/4 06 0.50 12.7 400 2.8 25 64 1600 11.0 0.09 ]
L
c
SR6-05 20240279 5/16 08 0.56 91 400 2.8 3.0 76 1600 11.0 0.09 qE)
SR6-06 20240280  3/8 10 0.63 15.9 400 2.8 3.0 76 1600 11.0 0.11 g-
SR6-08 20240281 1/2 12 0.78 19.8 400 2.8 4.0 102 1600 11.0 0.16 E
SR6-10 20240282 5/8 16 0.91 23.0 350 2.4 5.0 127 1400 9.7 0.18
SR6-12 20254775  3/4 19 1.05 26.6 300 21 6.0 152 1200 8.3 0.25
SAE 100R6/EN 854 R6 | Low Pressure g
)
£
- [7]
@
’_! Low-pressure, textile reinforced One textile braid All fittings compatible with the <
applications including petroleum HR6 hose family are listed in
and water-based fluids for use Section 5 (starting on page 187)
) ) Black CSM (Chlorosulphonated 9 pag
in power steering return, lube R of the catalog.
Meets or exceeds the i dairli Not for b Polyethylene)
performance requirements ines and air lines. Not for brake
X lications.
of: SAE T00RG/EN 854 R6. applications 40°F to 275°F (40°C to 135°C) Example: Continental ContiTech
High Temperature HR6-04 SAE 100R6/EN 854 R6 °
Nitrile (High Temp) 1/4" (DNO6) W.P. 400 g
psi (2.8 MPa) g
[7]
el
Descriptive #/ Max. Working Min. Bend Min. Burst -%
Product # SAP # Hose Size ID Hose OD Pressure Radius Pressure Weight s
<
in. DIN Dash Size in. mm psi MPa in. mm psi MPa Ibs./ft. g
HR6-04 20687451 1/4 06 0.51 12.9 400 2.8 25 64 1600 11.0 0.09 %
HR6-05 20239412 5/16 08 0.57 14.5 400 2.8 3.0 76 1600 11.0 0.09 g
[=
HR6-06 20687409  3/8 10 0.64 16.2 400 2.8 3.0 76 1600 11.0 0.11 -
HR6-08 20743641 1/2 12 0.77 19.6 400 2.8 4.0 102 1600 11.0 0.16
HR6-10 20616767  5/8 16 0.91 23.2 350 2.4 5.0 127 1400 9.7 0.18
HR6-12 20645813  3/4 19 1.06 26.9 300 21 6.0 152 1200 8.3 0.25

Appendix

ContiTech
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Hoses

e

1/2Bend

Meets or exceeds the
performance requirements
of: SAE 100R4

High Temperature
Meets Flame Resistance USMSHA
Designation

SAE J1942/ U.S. Coast Guard =%

SAE 100R4 | Low Pressure

Low-pressure, high temperature
return line or suction line for
petroleum- and water-based
hydraulic fluids. Vacuum rating
25 in Hg. HR4 has half the bend
radius of typical SAE T00R4.

Spiral-plied synthetic fabric with
wire helix

Black polychloroprene

-40°F to 275°F (-40°C to 135°C)

Nitrile

All fittings compatible with the
HR4 hose family are listed in
Section 5 (starting on page 187) of
the catalog. Note: No Continental
ContiTech fitting recommendation
on HR4-48 and HR4-64 hose sizes.

Example: Continental ContiTech
HR4-16 SAE 100R4 1" (25mm)
WP 325 psi (2.24 MPa) MSHA
IC-233/0

Made in Canada

Descriptive #/ Max. Working Min. Bend Min. Burst UsCcG
Product # SAP # Hose Size ID Hose OD Pressure Radius Pressure Weight Approved
in. mm in. mm psi MPa in. mm psi MPa Ibs./ft.
HR4-12 20325410  3/4 19.0 1162 29.5 350 2.41 2.5 64 1400 9.65 041 H
HR4-16 20325411 1 25.4 1.460 371 325 2.2 3.0 76 1300 9.0 0.59 H
HR4-20 20325412 1% 31.8 1712 435 250 1.72 4.0 102 1000 6.89 0.72 H
HR4-24 20325413 1% 381 1963 499 225 1.55 5.0 127 900 6.21 0.85 H
HR4-32 20325414 2 50.8 2464 626 225 1.6 6.0 152 900 6.21 112 H
HR4-40 20325415 2% 63.5 2971 755 140 0.97 7.0 188 560 386 145 H
HR4-48 20325416 3 76.2 3.533 898 135 0.93 9.0 229 540 372 190
HR4-64 20325418 4 1016 4542 1154 100 0.69 12 305 400 276 268

Meets or exceeds the

performance requirements
of: SAE T00R3/EN 854 R3

Meets Flame Resistance USMSHA
Designation

SAE 100R3/EN 854 R3 | Low Pressure

Low-pressure, textile reinforced Two textile braids
hose for petroleum- or water-based

hydraulic fluids or pneumatic

applications. Not to be used for

air brake.

Black polychloroprene

-40°F to 212°F (-40°C to 100°0)

CR (Polychloroprene)

All fittings compatible with the SR3
hose family are listed in Section 5
(starting on page 187) of the catalog.

Example: Continental ContiTech
SR3-04 SAE 1T00R3 R3 1/4"
(DNO6) W.P. 1250 psi (8.6 MPa)
MSHA 2G-IC-14C/30

Descriptive #/ Max. Working Min. Bend Min. Burst
Product # SAP # Hose Size ID Hose OD Pressure Radius Pressure Weight
in. DIN Dash Size in. mm psi MPa in. mm psi MPa Ibs./ft.
SR3-04 20240260  1/4 06 0.56 14.3 1250 8.6 3.0 76 5000 345 012
SR3-05 20239389 5/16 08 0.68 175 1200 83 4.0 102 4800 331 0.16
SR3-06 20240261  3/8 10 0.75 19.0 1125 7.8 4.0 102 4500 31.0 017
SR3-08 20240262  1/2 12 0.94 238 1000 6.9 5.0 127 4000 276 0.25
SR3-10 20553192  5/8 10 1.06 271 884 6.1 5.5 140 3538 24.4 0.31
SR3-12 20240275  3/4 19 1.25 31.8 750 5.2 6.0 152 3000 20.7 0.43
SR3-16 20240276 1 25 150 38.1 565 3.9 8.0 203 2260 15.6 0.51

ContiTech
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INSTA-GRIP™ 300 | Low Pressure Push-On

- For use with push-on fittings at Chemivic® (NBR/PVC) oil and heat -40°F to 190°F (-40°C to 88°C)
maximum working pressures of resistant synthetic rubber (ARPM "
300 psi. For low-pressure hydraulic Class A high oil resistance) o ) ) =]
] All fittings compatible with the £
and pneumatic systems such as - ) -
Meets Flame Resistance USMSHA <hop air systerms, general indusirial Insta-Grip™ 300 hose family are E
Designation .p 4 g ) ' One textile braid listed in Section 7 (starting on
. maintenance and automotive
Non-Conductive page 252) of the catalog.

applications. Non-conductive,
minimum electrical resistance, greater Black, Blue, Red, Green, Grey

than (1) megohm per inch of hose (others, contact marketing): Example: Continental ContiTech
length at 1000 Volts DC. Note: Insta- weather, abrasion and oil resistant Insta-Grip™ 1/4" W.P. 300 psi Flame
Grip™ 300 black cover hose meets Nitrile synthetic rubber. (RMA Class Resistant USMSHA 2G-IC-14C/33 "
USMSHA 2G-1C-14C/33. All other B medium/high oil resistance) Made in US.A. 9
colors meet USMSHA 2G-1C-14C/32. 5
g
Descriptive # Product # SAP # (BLK) Hose Max. Working Min.Bend Min. Burst 8
(***) Insert Color (***)InsertColor exc.16 (RED) SizelID Hose OD Pressure Radius Pressure Weight <
(%]
(SeeLegend) (SeeLegend) in. mm in. mm psi  MPa in. mm psi MPa Ibs./ft. kg/m E
IG 300 1/4*** IG***-04 20022636 174 64 054 137 300 21 25 64 1200 83 0.09 013 E
IG 300 5/16*** IG***-05 20022641 5/16 79 062 157 300 21 30 76 1200 83 012 018 u?j-
IG 300 3/8*** IG***-06 20022644 3/8 95 069 175 300 21 30 76 1200 83 014 0.21
IG 300 1/2*** 1G***-08 20022648 12 127 081 206 300 21 50 127 1200 83 016 0.24
IG 300 5/8*** IG**10 20022651 5/8 159 093 236 300 21 60 152 1200 83 0.20 030
IG 300 3/4*** IG***12 20022653 3/4 190 107 272 300 21 70 178 1200 83 025 0.37
IG 300 1*** IG***16 20136613 1 254 134 340 300 21 80 203 1200 83 034 051

Colors: Black = BLK, Blue = BLU, Red = RED, Green = GRN, Grey = GRY

Assemblies

INSTA-GRIP™ HT 300 | Low Pressure Push-On

For lubricating and fuel oils, air and One synthetic textile braid All fittings compatible with the
water. Not recommended Insta-Grip™ HT 300 hose family
for applications involving impulse are listed in Section 7 (starting on
. o Black CPE rubber, Meets ARPM
movements or air brake applications. ) ) page 252) of the catalog.
High Temperature Class B oil resistance

For use with push-on fittings at

working pressures up to 300 psi.
ap P P _ ) Example: Continental ContiTech
Petroleum-based hydraulic fluids

Insta-Grip™ HT 1/4" 300 psi W.P.
-40°F to 300°F (-40°C to 150°C)

Black CPE Rubber, Meets ARPM ] Made in US.A.
) . Water and Air -40°F to 190°F
Class B Oil Resistance

(-40°Cto 88°C)

Installation & Maintenance

Descriptive #/ Max. Working Min. Bend Min. Burst
Product # SAP # Hose Size ID Hose OD Pressure Radius Pressure Weight
in. mm in. mm psi MPa in. mm psi MPa Ibs./ft.
IGHT-04 20544196 1/4 6.4 0.51 12.8 300 21 25 64 1200 8.3 0.09
IGHT-06 20544197 3/8 9.5 067 170 300 21 30 76 1200 83 0.14
IGHT-08 20544198 1/2 12.7 076 193 300 21 50 127 1200 83 0.16
IGHT-10 20544199 5/8 15.9 093 236 300 21 6.0 152 1200 8.3 0.20
IGHT-12 20571923 3/4 19.0 104 265 300 21 70 178 1200 8.3 0.25

Appendix

ContiTech
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Hoses

For low-pressure hydraulic and
pneumatic systems such

as shop air systems, general
industrial, maintenance and
automotive applications.

Chemivic® (NBR/PVC) oil and heat
resistant synthetic rubber (ARPM
Class A High Oil Resistance)

INSTA-GRIP™ TC | Low Pressure Push-On

One textile braid

Black dyed textile braid, mildew
and oil resistance

-40°F to 200°F (-40°C to 93°C)

All fittings compatible with the
Insta-Grip™ TC hose family are
listed in Section 7 (starting on
page 252) of the catalog.

Example: Continental ContiTech
Insta-Grip™ TC 1/4" W.P. 300 psi
Made in US.A.

Descriptive #/ Max. Working  Min. Bend Min. Burst
Product # SAP # Hose SizeID Hose OD Pressure Radius Pressure Weight
in. mm in. mm psi MPa in. mm psi MPa Ibs./ft. kg/m

IGTC-04 20022593 174 6.4 050 127 300 2.1 2.5 64 1200 83 0.08 012
IGTC-05 20022595 5/16 79 056 142 300 2.1 3.0 76 1200 83 0.09 013
IGTC-06 20022597 3/8 95 064 163 300 2.1 3.0 76 1200 83 0.11 0.16
IGTC-08 20022600 1/2 127 075 191 300 2.1 5.0 127 1200 83 013 0.19
IGTC-10 20022602 58 159 091 231 300 2.1 6.0 152 1200 83 0.19 0.28
IGTC-12 20022604 3/4 190 103 262 300 2.1 7.0 178 1200 83 0.21 0.31

Meets Flame Resistance USMSHA
Designation

Non-Conductive
Abrasion Cover

For use with push-on fittings at
maximum working pressures

of 400 psi. For low-pressure
hydraulic and pneumatic systems

such as robotics, shop air systems,

general industrial, maintenance

and automotive applications. Non-

conductive, minimum electrical
resistance, greater than (1)
megohm per inch of hose length
at 7000 Volts DC.

FLEXA-Grip™ | Low Pressure Push-On

Chemivic®(NBR/PVC) oil and heat
resistant synthetic rubber (ARPM
Class A High QOil Resistance)

One textile braid

Black, Blue, Red, Green, Grey,
White, Brown and Yellow (others,
contact marketing): weather-
abrasion and oil resistant
Carbryn™ rubber. (ARPM

Class A high oil resistance)

-40°F to 200°F (-40°C to 93°C)

All fittings compatible with the
FLEXA-Grip™ hose family are
listed in Section 7 (starting on
page 252) of the catalog.

Example: Continental ContiTech
FLEXA-Grip™ Non-Conductive
3/8" (9.5 mm) W.P. 400 psi (28
bar); Flame Resistant USMSHA
2G-IC-14C/ 27 Made in US.A.

Descriptive # Product # Max. Working Min.Bend Min. Burst

(***) Insert Color (***)InsertColor SAP # Hose SizeID Hose OD Pressure Radius Pressure Weight
(SeeLegend) (SeeLegend) (BLK) in. mm in. mm  psi MPa in. mm  psi MPa Ibs./ft. kg/m
FLEXA-Grip 3/16*** FXG***-03 20022699 3/16 4.8 036 910 400 28 25 64 1600 11.0 0.04 0.06
FLEXA-Grip 1/4*** FXG***-04 20022700 1/4 6.4 051 130 400 28 25 64 1600 11.0 0.08 0.12
FLEXA-Grip 3/8*** FXG***-06 20022703  3/8 9.5 067 170 400 28 3.0 76 1600 110 013 0.19
FLEXA-Grip 1/2*** FXG***-08 20022706  1/2 127 076 193 400 2.8 50 127 1600 110 014 0.21
FLEXA-Grip 5/8*** FXG***-10 20022711 5/8 15.9 093 236 400 28 6.0 152 1600 11.0 019 0.28
FLEXA-Grip 3/4*** FXG***-12 20022714 3/4 19.0 1.06 269 400 28 7.0 178 1600 110 0.24 0.36
FLEXA-Grip 1%** FXG***-16 20141684 1 254 1.34 340 400 28 8.0 203 1600 11.0 0.34 0.51

Colors: Black = BLK, Blue = BLU, Red = RED, Green = GRN, Grey = GRY, White = WHT, Brown = BRN, Yellow = YEL

ContiTech



Hoses

Medium-pressure hydraulic
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SAE 100R1AT/1SN | Medium Pressure

One braid of high-tensile steel wire

All fittings compatible with the

applications including mobile, SR1SN hose family are listed in 3
machine tool and agricultural Section 1 (starting on page 54) £
o . Black polychloroprene =
applications, using petroleum or of the catalog. =
Meets or exceeds the performance . . [N
requirements of: SAE 100R1AT; EN water-based hydraulic fluids.
-40°F to 212°F (-40°C to 100°C)
353 15: Resi USMSHA © ( © Example: Continental ContiTech
eets Flame Resistance Nitrile SR1SN-03 SAE 100R1AT/1SN
Designation K i
Meets Higher EN/DIN Pressures 3/16(DNO5) W.P. 3630 psi (25
SAE J1942/U.S. Coast Guard MPa) MSHA 2G-14C/12
]
Descriptive #/ Max. Working Min. Bend Min. Burst USCG =
Product # SAP # Hose Size ID Hose OD Pressure Radius Pressure Weight Approved 8
(7]
9]
in. mm in. mm psi MPa in. mm psi MPa Ibs./ft. 8
<
SR1SN-03 20239993 3/16 05 0.47 11.9 3630 250 35 89 14520 100.0 0.12 HF-A <
L
c
SR1SN-04 20240216 1/4 06 0.53 13.6 3270 225 40 102 13080 90.2 015 HF-A qE)
SR1SN-05 20240217 5/16 08 0.60 151 3120 215 45 114 12480 860 017 g-
SR1SN-06 20240218 3/8 10 069 175 2615 180 5.0 127 10460 721 0.22 HF-A E
SR1SN-08 20240219 112 12 0.81 20.7 2320 16.0 7.0 178 9280 640 0.28 H
SR1SN-10 20240250 5/8 16 094 238 1890 13.0 8.0 203 7560 521 0.33 HF-A
SR1SN-12 20240251 3/4 19 110 278 1530 105 9.5 241 6120 422 041 HF-A
SR1SN-16 20240252 1 25 1.41 35.8 1280 88 12.0 305 5120 353 062 HF-A
(7]
SR1SN-20 20708462 14 31 1.70 431 920 6.3 16.5 419 3680 254 084 H %
SR1SN-24 20706727 1% 38 198 503 730 5.0 20.0 508 2920 201 1.05 H qE,
wn
SR1SN-32 20706728 2 51 251 63.8 580 4.0 250 635 2320 16.0 148 H 2
SAE 100R1AT Fire Suppression | Medium Pressure
Medium-pressure hydraulic One braid of high-tensile steel wire All fittings compatible with the SFS o
applications including fire hose family are listed in Section 1 g
suppression actuation equipment o (starting on page 54) of the catalog. ]
Red nitrile c
where the red cover allows for 9
Meets Flame Resistance USMSHA easy identification =
Designation v ' Example: Continental ContiTech ©
-40°F to 212°F (-40°C to 100°C) =
SFS -12 FIRE SUPPRESSION HOSE 3
Nitrile 3/4" (19mm) W.P. 1250 psi c
(8.6 MPa) MSHA 2G-1C-14C/31 3
MADE IN U.S.A. 8
]
k7
Descriptive #/ Max. Working Min. Bend Min. Burst £
Product # SAP # Hose Size ID Hose OD Pressure Radius Pressure Weight
in. DIN Dash Size in. mm psi MPa in. mm psi MPa Ibs./ft.
SFS-04 20276330 1/4 6.4 0.53 136 2750 19.0 4 102 11000 75.8 015
SFS-06 20276331 3/8 9.5 0.69 175 2250 15.5 5 127 9000 621 0.22
SFS-08 20276332 1/2 127 0.81 20.7 2000 13.8 7 178 8000 55.2 0.28 E
c
SFS-12 20276333 3/4 19.0 110 278 1250 8.6 9.5 241 5000 345 0.41 g_
[=%
SFS-16 20276334 1 254 1.41 358 1000 6.9 12 305 4000 276 0.62 <

ContiTech
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Hoses 11

SAE 100R1AT/1SN | Medium Pressure

Medium-pressure hydraulic oil
lines used in mobile, machine
tool and agricultural applications
where higher temperature
petroleum- or water-based

One braid of high-tensile steel wire  All fittings compatible with the
DR1SN hose family are listed in
Section 1 (starting on page 54)

of the catalog.

Meets or exceeds the performance
requirements of: SAE 100R1AT; and
the working pressure requirements
of EN 853 1SN.

High Temperature
Meets Higher EN/DIN Pressures
Meets Flame Resistance USMSHA

Blue CPE

hydraulic fluids are a factor. -40°F to 302°F (-40°C to 150°C)

Example: Continental ContiTech
Desert® DR1SN-04 SAE

Designation Black CPE TOORTAT/1SN (High temp) 1/4"

SAE J1942/U.S. Coast Guard (DNO6) W.P. 3270 psi (22.5 MPa)
MSHA 2G-IC-14C/42

Descriptive #/ Hose Max. Working Min. Bend Min. Burst USCG

Product # SAP # Size ID Hose OD Pressure Radius Pressure Weight Approved

in. DIN Dash Size in. mm psi MPa in. mm psi MPa Ibs./ft.

DR1SN-04 20786856  1/4 06 052 131 3270 225 4.0 102 13080 90.2 0.15 H

DR1SN-06 20777151 3/8 10 067 171 2615 18.0 5.0 127 10460 721 0.22 H

DR1SN-08 20752562  1/2 12 080 203 2320 16.0 7.0 178 9280 64.0 0.28 H

DR1SN-10 20777159 5/8 16 092 234 1890 13.0 8.0 203 7560 521 0.33 H

DRTSN-12 20780193  3/4 19 108 274 1530 105 9.5 241 6120 42.2 0.41 H

DR1SN-16 20777155 1 25 139 353 1280 8.8 12.0 305 5120 353 0.62 H

DR1SN-20 20776244 1V 31 170 431 920 6.3 165 419 3680 25.2 0.84

DR1SN-24 20776245 12 38 197 501 730 5.0 20.0 508 2920 20.0 1.09

DR1SN-32 20776246 2 51 250 636 580 4.0 250 635 2320 16.0 1.34

SAE 100R2AT/2SN | High Pressure

eI ERS
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Xipuaddy

High-pressure hydraulic oil lines

Two braids of high-tensile steel wire

All fittings compatible with the

used in construction, machine tool
and agricultural applications using
petroleum- or water-based hydraulic
fluids. Hose sizes 3/16" - 5/8" have
a vacuum rating of 28 in Hg. Hose
sizes 3/4"- 1" have a vacuum rating

Meets or exceeds the performance
requirements of: SAE 100R2AT; EN
853 2SN.

Meets Flame Resistance USMSHA

Designation of 24 in Hg.
Meets Higher EN/DIN Pressures
ABS Type Approved 1/4" through 1"

Nitrile

SAE J1942/U.S. Coast Guard i

SR2SN hose family are listed in

Section 1 (starting on page 54)
Black polychloroprene

of the catalog.

-40°F to 212°F (-40°C to 100°C) ) )
Example: Continental ContiTech

SR2SN-03 SAE T00R2AT/2SN
3/16" (DNO5) W.P. 6000 psi (41.4
MPa) MSHA 2G-14C/12

Descriptive #/ Max. Working Min. Bend Min. Burst USCG
Product # SAP # Hose Size ID Hose OD Pressure Radius Pressure Weight Approved
in. DIN Dash Size in. mm psi MPa in. mm psi MPa Ibs./ft.
SR2SN-03 20240253 3/16 05 048 123 6000 413 35 89 24000 165.2 0.20
SR2SN-04 20240254 1/4 06 059 151 5800 400 4.0 102 23200 160.0 0.24 HF-A
SR2SN-06 20276604 3/8 10 075 191 4800 331 50 127 19200 1324 0.34 H
SR2SN-08 20270619  1/2 12 088 222 4000 276 7.0 178 16000 110.3 0.43 HF-A
SR2SN-10 20240257 5/8 16 1.00 254 3630 250 80 203 14520 100.0 0.50
SR2SN-12 20240258 3/4 19 116 294 3120 215 95 241 12480 86.0 0.61 HF-A
SR2SN-16 20240259 1 25 150 381 2400 16.5 120 305 9600 66.2 0.88 HF-A
SR2SN-20 20239362 14 31 1.86 472 1820 125 16.5 419 7280 50.2 153 H
SR2SN-24 20239363 12 38 211 541 1310 9.0 20.0 508 5240 361 164 H
SR2SN-32 20239364 2 51 262 66.7 1160 8.0 250 635 4640 32.0 2.02 H

ContiTech



Hoses

High-pressure hydraulic oil lines
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SAE 100R2AT | High Pressure

Two braids of high-tensile steel wire

All fittings compatible with the

used in construction, machine DR2SN hose family are listed in 3
tool and agricultural applications Blue CPE Section 1 (starting on page 54) £
)
Meets or exceeds the performance where higher temperature of the catalog. =
requirements of SAE T00R2AT; petroleum- or water-based L.
EN853 2SN-pressures. ] ]
hydraulic fluids are a factor. -40°F to 302°F (-40°C to 150°0C) ) )
High Temperature Example: Continental ContiTech
Meets Higher EN/DIN Pressures Desert® DR25N-08 SAE
Meets Flame Resistance USMSHA Black CPE TOOR2AT 1/2" (DN12) 4000 psi
Designation (27.6 MPa) MSHA 2G-IC-14C/42
SAE J1942/U.S. Coast Guard =F "
d)
5
Descriptive #/ Max. Working Min. Bend Min. Burst USCG &
Product # SAP # Hose Size ID Hose OD Pressure Radius Pressure Weight Approved O
(%]
o
in. DIN Dash Size in. mm psi MPa in. mm psi MPa Ibs./ft. ;
DR2SN-04 20698338 1/4 08 059 151 5800 400 40 102 23200 160.0 0.24 H =
DR2SN-06 20698339 3/8 10 0.75 191 4800 331 50 127 19200 1324 0.34 H “E’
DR2SN-08 20698620 12 12 088 222 4000 276 70 178 16000 110.3 0.43 H o
DR2SN-10 20698621 5/8 16 100 254 3630 250 80 203 14520 100.0 0.50 H g.
DR2SN-12 20698622 3/4 19 116 294 3120 215 95 241 12480 86.0 0.61 H w
DR2SN-16 20698623 1 25 150 381 2400 165 120 305 9600 66.6 0.88 H
DR2SN-20 20732342 % 31 1.88 477 1820 125 165 419 7280 500 1.52
DR2SN-24 20732343 1% 38 213 541 1310 9.0 20.0 508 5240 360 164
DR2SN-32 20732344 2 51 263 667 1160 80 250 635 4640 320 2.02
(7]
9
SAE 100R2AT/2SN | High Pressure E
[}
wn
wn
High-pressure hydraulic oil lines Two braids of high-tensile steel wire All fittings compatible with the <
used in construction, machine LR2SN hose family are listed in
tool and agricultural applications Section 1 (starting on page 54)
Black polychloroprene
where lower temperature of the catalog.
Meets or exceeds the performance petroleum- or water-based
requirements of: SAE 100R2AT; EN hydraulic fluids are a factor. -58°F to 212°F (-50°C to 100°C) _ _
853 except -04. Example: Continental ContiTech
Meets Flame Resistance USMSHA Arctic® LRZSN-08 SAE 8
Designation Nitrile TO0R2AT.2SN (Low Temp) ¥2" g
Meets Higher EN/DIN Pressures (DN12) W.P. 4000 PSI (27.6 MPa) §
Low Temperature MSHA 2G-IC-14C/41 }=
©
=
Descriptive #/ Max. Working Min. Bend Min. Burst <
Product # SAP # Hose Size ID Hose OD Pressure Radius Pressure Weight g
=
in. DIN Dash Size in. mm psi MPa in. mm psi MPa Ibs./ft. ‘=°
]
LR2AT-04* 20239365 174 06 058 147 5000 345 40 102 20000 138.0 0.24 -
LR2SN-06 20728489 3/8 10 0.74 18.7 4800 331 50 127 19200 1324 0.34 £
LR2SN-08 20728510 172 12 086 218 4000 276 7.0 178 16000 1103 0.43
LR2SN-10 20728511 5/8 16 099 250 3630 250 80 203 14520  100.0 0.50
LR2SN-12 20728512 3/4 19 114 29.0 3120 215 95 241 12480 86.0 0.61
LR2SN-16 20728513 1 25 148 376 2400 16.5 120 305 9600 66.2 0.88
LR2SN-20 20757165 1V 31 1.88 477 1820 125 165 419 7280 50.0 152
LR2SN-24 20757167 1% 38 213 541 1310 9.0 200 508 5240 36.0 164
LR2SN-32 20757168 2 51 263 667 1160 80 250 635 4640 320 202

*LR2AT-04 working pressure does not meet SAE TOOR2AT.

ContiTech
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Hoses

Tight Bends & Flexible

Meets or exceeds the performance
requirements of: SAE 100R16;
EN 857 2SC

Meets Flame Resistance USMSHA
Designation

Meets Higher EN/DIN Pressures
SAE J1942/U.S. Coast Guard I

High-pressure service with tight
bends for petroleum- and water-
based hydraulic fluids. Excellent
impulse performance and
flexibility exceeding SAE T00R2
and SAE 100R16 standards.

Nitrile

SAE 100R16/EN 857 2SC | High Pressure

Two braids of high-tensile steel wire

Black polychloroprene

-40°F to 212°F (-40°C to 100°C)

All fittings compatible with the
SR16SC hose family are listed in
Section 1 (starting on page 54)
of the catalog.

Example: Continental ContiTech
SR16SC-04 SAE T00R16/EN 857
25C 1/4" (DNO6) W.P. 5800 psi (40
MPa) MSHA 2G-14C/12

Descriptive #/ Max. Working Min.Bend Min. Burst USCG
Product # SAP # Hose Size ID Hose OD Pressure Radius Pressure Weight Approved
in. DIN Dash Size in. mm psi MPa in. mm psi MPa Ibs./ft.
SR16SC-04 20494340 1/4 06 054 137 5800 400 20 51 23200 1600 018 H
SR16SC-06 20436685 3/8 10 0.70 177 5000 345 25 64 20000 1379 0.27 H
SR16SC-08 20263798 112 12 0.81 206 5000 345 35 89 20000 1379 0.36 H
SR16SC-10 20264959  5/8 16 095 242 4000 276 40 102 16000 110.3 0.41 H
SR16SC-12 20239475 3/4 19 110 280 3500 241 50 127 14000 965 0.55 H
SR16SC-16 20483278 1 25 140 355 3000 186 6.0 152 12000 745 0.83 H
SR165C-20 20666436 1V 31 174 443 1813 125 8.3 210 7252 50.0 112

High-pressure service with tight

Two braids of high-tensile

SAE 100R16 | High Pressure

-40°F to 302°F (-40°C to 150°C)

bends for petroleum- and water- steel wire
based hydraulic fluids. For high o ) .
o All fittings compatible with the
temperature applications. . . .
Blue CPE DR16SC hose family are listed in
Meets or exceeds the performance . .
requirements of: SAE 100R16; Section 1 (starting on page 54)
except -04. CPE of the catalog.
Meets Flame Resistance USMSHA
Designation Example: Continental ContiTech
SAE J1942/U.S. Coast Guard DR16SC-06 SAE 100R16 3/8"
Meets EN 857 2SC working (DN10) WP 5000PSI 34.5MPa
pressures; except -04 345 Bar MSHA 2G-IC-14C/42
Descriptive #/ Max. Working Min.Bend Min. Burst USCG
Product # SAP # Hose Size ID Hose OD Pressure Radius Pressure Weight Approved
in. DIN Dash Size in. mm  psi MPa in. psi MPa Ibs./ft.
DR16-04* 20778355 1/4 6 0.54 18.8 5075 350 20 20300 1400 0.23 H
DR16SC-06 20755831 3/8 10 0.70 178 5000 345 25 20000 1380 0.33 H
DR16SC-08 20755835 1/2 12 0.82 209 4500 345 35 20000 1379 043 H
DR16SC-12 20755850  3/4 19 110 28.0 3500 241 5.0 14000 965 061 H
DR16SC-16 20776987 1 25 1.42 359 3000 186 60 12000 744 094 H

*DR16-04 working pressure does not meet SAE T00R16.

ContiTech



Hoses

Tight Bends & Flexible

Meets or exceeds the performance
requirements of: SAE T00R16;
EN 857 2SC

Meets Flame Resistance USMSHA
Designation

High-pressure service needing
abrasion resistance, tight bends
and flexible. For petroleum- and
water-based hydraulic fluids.
Excellent impulse performance
and flexibility exceeding SAE
100R2 and SAE 100R16
standards.

14

SAE 100R16/EN 857 2SC | High Pressure

Two braids of high-tensile steel wire

Extra abrasion, oil and weather
resistant synthetic rubber

-40°F to 212°F (-40°C to 100°C)

All fittings compatible with the
XR16SC™ hose family are listed in
Section 1 (starting on page 54)
of the catalog.

Example: Continental ContiTech
Extended Life XR16SC-08 SAE
T00R1T6/EN 857 2SC 1/2" (DN12)
W.P. 5000 psi (34.5 MPa) MSHA

Meets Higher EN/DIN Pressures Nitrile 2G 1C-14C/37

SAE J1942/U.S. Coast Guard I
Descriptive #/ Max. Working Min.Bend Min. Burst USCG
Product # SAP # Hose Size ID Hose OD Pressure Radius Pressure Weight Approved

in. DIN Dash Size in. mm psi MPa in. mm  psi MPa  Ibs./ft.

XR16SC-04 20693982 1/4 06 054 1370 5800 400 2.0 51 23200 160.0 0.8 H
XR16SC-06 20693983 3/8 10 0.70 1770 5000 345 2.5 64 20000 1379 0.27 H
XR16SC-08 20693984 1/2 12 0.81 2060 5000 345 35 89 20000 1379 0.36 H
XR16SC-10 20693985 5/8 16 095 2420 4000 276 40 102 16000 110.3 0.41 H
XR16SC-12 20693987 3/4 19 110  28.00 3500 241 5.0 127 14000 965 0.55 H
XR16SC-16 20693988 1 25 140 3550 3000 2068 60 152 12000 8274 0.83 H

Meets or exceeds the performance
requirements of: SAE 100R16;
EN 857 25C

Meets Flame Resistance USMSHA
Designation

Meets Higher EN/DIN Pressures
Abrasion Cover

High-pressure service with
tight bends for petroleum- and
water-based hydraulic fluids
where maximum abrasion
resistance is required. Excellent
impulse performance and
flexibility exceeding SAE 100R2
and SAE 100R16 standards.

Nitrile

SAE 100R16/EN 857 2SC | High Pressure

Two braids of high-tensile steel wi

Black synthetic rubber with
ARMORCOAT™

-40°F to 212°F (-40°C to 100°C)

re All fittings compatible with the
ARC16SC hose family are listed in
Section 1 (starting on page 54)

of the catalog.

Example: Continental ContiTech
ARMORCOAT™ ARC16SC-04
SAE T00R16/EN 857 2SC
(Abrasion cover) 1/4" (DNO6)
W.P. 5800 psi (40 MPa)

MSHA 2G-IC-14C/43

Descriptive #/ Max. Working Min. Bend Min. Burst
Product # SAP # Hose Size ID Hose OD Pressure Radius Pressure Weight
in. DIN Dash Size in. mm psi MPa in. mm psi MPa Ibs./ft.
ARC165C-04 20731686  1/4 06 0.52 13.2 5800 40.0 2.0 51 23200 160.0 017
ARC165C-06 20731831 3/8 10 0.67 17.0 5000 34.5 2.5 64 20000 1379 0.26
ARC165C-08 20730593  1/2 12 0.81 20.6 5000 345 3.5 89 20000 1379 0.35
ARC16SC-10 20733777  5/8 16 0.92 234 4000 276 4.0 102 16000 110.3 040
ARC16SC-12 20733779  3/4 19 1.08 274 3500 241 5.0 127 14000 96.5 0.54
ARC16SC-16 20731835 1 25 1.40 355 3000 18.6 6.0 152 12000 745 083

ContiTech
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Hoses

Meets or exceeds the performance

High-pressure hydraulic
applications designed to replace
SAE T00R1T where higher
pressures and a more flexible

15

SAE 100R17 | Constant Pressure | High Pressure

One braid of high-tensile steel wire.
Sizes 5/8", 3/4" and 1" 2-wire braid

Oil and weather resistant

-40°F to 212°F (-40°C to 100°C)

All fittings compatible with the
SCP3 hose family are listed in

S9110SSs922Yy § Jyuswdinb3j

hose are required.

requirements of: SAE 100R17

synthetic rubber Section 1 (starting on page 54)

Meets Flame Resistance USMSHA of the catalog.
Designation

SAE J1942/U.S. Coast Guard ==

Nitrile

Branding Example: Continental
ContiTech SCP3-04 SAE 1T00R17
" (6.4 mm) W.P. 3000 PSI (20.7
MPa) MSHA 2G-14C/12"

Descriptive #/ Max. Working Min. Bend Min. Burst USCG
Product # SAP # Hose Size ID Hose OD Pressure Radius Pressure Weight Approved
in. mm in. mm psi MPa in. mm psi MPa Ibs./ft.

SCP3-04 20318573 174 6.4 050 127 3045 21 20 51 12180 84 0.11 H
SCP3-06 20317756 3/8 95 065 165 3045 21 25 64 12180 84 017 H
SCP3-08 20618576 12 127 0.78 198 3045 21 35 89 12180 84 0.28 H
SCP3-10 20239486 5/8 159 095 241 3045 21 40 102 12180 84 0.41 H

SCP3-12 20470795 3/4 190 113 287 3045 21 50 127 12180 84 0.55 H

SCP3-12 20329003 1 254 144 366 3045 21 6.0 152 12180 84 0.82 H

SAE 100R17 | Constant Pressure | High Pressure

eI ERS

Meets or exceeds the performance
requirements of: SAE 100R17

Meets Flame Resistance USMSHA
Designation
SAE J1942/U.S. Coast Guard i

Extended Life Abrasion Resistant
Cover

High-pressure hydraulic
applications needing abrasion
resistance designed to replace
SAE 100R1 where higher
pressures and a more flexible
hose are required.

Nitrile

One braid of high-tensile steel wire
Sizes 5/8", %" and 1" 2-wire braid

Extra abrasion, oil & weather
resistant synthetic rubber
(More than 5 times the abrasion
resistance over SCP3)

-40°F to 212°F (-40°C to 100°0)

All fittings compatible with the
XCP3 hose family are listed in
Section 1 (starting on page 54)
of the catalog.

Example: Continental ContiTech
Extended Life XCP3-08
SAETOOR17 Abrasion Cover %"
(DN12) 3045 PSI (21 MPA, 210
BAR) MSHA 2G-IC-14C/37

9JUBUIIUIRIA B UONE|[RISU|

Xipuaddy

Made in US.A.
Descriptive #/ Max. Working Min. Bend Min. Burst USCG
Product # SAP # Hose Size ID Hose OD Pressure Radius Pressure Weight Approved
in. mm in. mm psi MPa in. mm psi MPa Ibs./ft.

XCP3-04 20738196 1/4 6.4 050 127 3045 21 20 b1 12180 84 0 H
XCP3-06 20784065 3/8 95 0.65 165 3045 21 25 64 12180 84 0.17 H
XCP3-08 20774712 12 127 078 198 3045 21 35 89 12180 84 0.28 H
XCP3-10 20777228 5/8 159 095 241 3045 21 40 102 12180 84 0.41 H
XCP3-12 20777501 3/4 19.0 113 287 3045 21 50 127 12180 84 0.55 H
XCP3-16 20774714 1 25.4 1.44 366 3045 21 6.0 152 12180 84 0.82 H

ContiTech



Hoses

High-pressure hydraulic
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SAE 100R17 | High Pressure

One braid of high-tensile steel wire

All fittings compatible with the

applications designed to replace ACP3 hose family are listed in 3
SAE TO0R1T where higher pressures, ) ) Section 1 (starting on page 54) £
increased flexibility and maximum Black Synthetic Rubber with of the catalo =
ed Tiexbilty : ARMORCOAT™ o o
Meets or exceeds the performance abrasion resistance are required.
requirements of: SAE 100R17 ) ]
Meets Flame Resistance USMSHA 40°F 1o 212°F (40°C to 100°C) Example: Continental ContiTech
Designation Nitrile ACP3-04 SAE 100R17 (Abrasion
Abrasion Cover Coven) %" (6.4 mm) W.P. 3045 PSI
(21.0 MPa) MSHA 2G-IC-14C/43
7]
9
Descriptive #/ Max. Working Min. Bend Min. Burst 5
Product # SAP # Hose Size ID Hose OD Pressure Radius Pressure Weight §
(%]
in. mm in. mm psi MPa in. mm psi MPa Ibs./ft. &"
ACP3-04 20706539 1/4 6.6 0.50 12.8 3045 21.0 20 51 12180  84.0 0.11 g
7]
ACP3-06 20706643 3/8 9.7 0.65 16.5 3045 21.0 25 64 12180 84.0 017 £
[~}
ACP3-08 20706648 1/2 12.9 0.79 19.9 3045 21.0 35 89 12180  84.0 0.28 g
wl
ACP3-10 20870407 5/8 15.9 0.95 241 3045 21.0 5.0 127 12180  84.0 0.41
SAE 100R19/ISO 11237 | Constant Pressure | Very High Pressure
Q
Very high pressure hydraulic Two braids of high-tensile steel wire All fittings compatible with the g
applications requiring extra XCP4™ hose family are listed [
abrasion resistance. Excellent . . . in Section 1 (starting on page 54) 3
. Superior abrasion, oil & weather w
impulse performance and ) ) of the catalog. <
o . resistant synthetic rubber
Meets or exceeds the performance flexibility meeting SAE T00R19
requirements of SAE 1T00R19 and 1SO 11237 standards
and IS0 11237 ’ . . . . Example: Continental ContiTech
Meets Flame Resistance of -40°F to 212°F ¢40°C to 100°C) Extended Life XCP4-08
USMSHA Designation Nitrile SAE 100R19 1/2” 150 11237/
SAE J1942/U.S. Coast Guard Pending R19/12.5 4060 PSI (28.0 MPA
ABS Pending 280 BAR) MSHA 2G-IC-14C/37 o
Extended Life Abrasion Resistant Cover
MADE IN USA g
]
c
[
el
£
Descriptive #/ Max. Working Min. Bend Min. Burst ©
Product # SAP # Hose Size ID Hose OD Pressure Radius Pressure Weight E
in. mm in. mm psi MPa in. mm psi MPa Ibs./ft. 5
L
XCP4-04 20827919 1/4 6.4 0.54 13.8 4060 28 20 50.8 16240 112 0.26 r=u
]
XCP4-06 20826087 3/8 9.5 0.69 17.6 4060 28 25 63.5 16240 112 0.30 E
XCP4-08 20828100 1/2 12.7 0.82 20.9 4060 28 35 889 16240 112 0.42
XCP4-10 20828101 5/8 15.9 0.95 242 4060 28 4.0 101.6 16240 112 0.48
XCP4-12 20826123 3/4 19.0 114 29.0 4060 28 5.0 127.0 16240 112 0.66
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Hoses

1/2Bend 3/8"-3/4

Meets or exceeds the performance
requirements of: SAE T00R12;
EN 856 R12

Meets Flame Resistance USMSHA
Designation

SAE J1942/U.S. Coast Guard i
ABS Type Pending

Very high-pressure applications
subject to surges or flexing such
as oil and gas, construction
equipment, mining and the high-
performance industrial market.

Polychloroprene

SAE 100R12/EN 856 R12 | Very High Pressure

Four alternating layers of spiralled
high-tensile steel wire

Black Polychloroprene

-40°F to 250°F (-40°Cto 121°C)

All fittings compatible with the
SR12 hose family are listed in
Section 3 (starting on page 107)
of the catalog.

Example: Continental ContiTech
SR12-06 SAE TO0R12/EN 856
R12 3/8 (DN10) W.P. 4100 PSI
(28.0 MPa) MSHA 2G-IC-14C/44

Descriptive #/ Max. Working  Min. Bend Min. Burst USCG
Product # SAP # Hose Size ID Hose OD Pressure Radius Pressure Weight Approved
in. mm in. mm psi MPa in. mm psi MPa Ibs./ft.

SR12-06 20703115 3/8 10 0.80 20.3 4100 28.0 25 65 16400 112 0.40 H
SR12-08 20703046  1/2 12 094 238 4100 280 35 90 16400 112 0.52 H
SR12-10 20703117 5/8 16 1.08 274 4100 28.0 4.0 100 16400 112 0.70 H
SR12-12 20703048 3/4 19 1.21 30.7 4100 28.0 4.7 120 16400 112 0.81 H
SR12-16 20693294 1 25 1.50 38.0 4100 28.0 11.8 300 16400 112 1.20 H
SR12-20 20703118 Iz 31 1.85 470 3050 21.0 16.5 420 12200 84 1.70 H
SR12-24 20703119 12 38 2.10 53.5 2550 17.5 19.7 500 10200 70 2.05 H
SR12-32 20693298 2 51 2.60 66.7 2550 17.5 25.0 635 10200 70 2.82 H

1/2Bend 3/8"-3/4"

Meets or exceeds the performance
requirements of: SAE 100R12;

EN 856 R12

Meets Flame Resistance USMSHA

Designation

Abrasion Cover

Polychloroprene

Very high-pressure applications
subject to surges or flexing such
as construction equipment,
mining and the high-performance
industrial market where maximum
abrasion resistance is required.

SAE 100R12/EN 856 R12 | Very High Pressure

Four alternating layers of spiralled
high-tensile steel wire

Black Synthetic Rubber with

ARMORCOAT™

-40°F to 250°F (-40°C to 121°0)

All fittings compatible with the
ARC12 hose family are listed in
Section 3 (starting on page 107)
of the catalog.

Example: Continental ContiTech
ARMORCOAT™ ARC12-06 SAE
T00R12/EN 856 R12 (Abrasion
Cover) 3/8” (DN10) W.P. 4100 PSI
(28.0 MPa) MSHA 2G-IC-14C/43

Descriptive #/ Max. Working Min. Bend Min. Burst
Product # SAP # Hose Size ID Hose OD Pressure Radius Pressure Weight
in. mm in. mm psi MPa in. mm psi MPa Ibs./ft.
ARC12-06 20729168 3/8 10 0.80 20.2 4100 28.0 2.5 64 16400 112 0.44
ARC12-08 20715104 1/2 12 0.94 23.8 4100 28.0 35 90 16400 112 0.55
ARC12-10 20729176 5/8 16 111 28.2 4100 28.0 3.9 100 16400 112 0.72
ARC12-12 20715106 3/4 19 1.21 30.7 4100 28.0 4.7 120 16400 112 0.82
ARC12-16 20715107 1 25 1.50 38.0 4100 28.0 11.8 300 16400 112 1.21
ARC12-20 20729173 1% 31 1.85 47.0 3050 21.0 16.5 420 12200 84 1.65
ARC12-24 20729174 Iz 38 210 53.4 2550 176 19.7 500 10200 70 219
ARC12-32 20729175 2 51 263 66.7 2550 17.6 25.0 635 10200 70 3.13

ContiTech



Hoses

Meets or exceeds the performance

requirements of: SAE 1T00R13;

EN 856 R13

Meets Flame Resistance USMSHA

Designation

SAE J1942/U.S. Coast Guard 5

ABS Type Pending

Very high-pressure applications
subject to surges or flexing such
as construction equipment,
mining and the high-performance
industrial market.

Polychloroprene

18

SAE 100R13/EN 856 R13 | Very High Pressure

Four alternating layers of spiralled
high-tensile steel wire (sizes 3/4"
and 1" and six alternating layers
of spiralled high-tensile steel wire
(sizes 1v4", 12" and 2")

Black polychloroprene

-40°F to 250°F (-40°C to 121°0)

All fittings compatible with the
SR13 hose family are listed in
Section 4 (starting on page 148)
of the catalog.

Example: Continental ContiTech
SR13-12 SAE T00R13/EN 856 R13
3/4" (DN19) W.P. 5100 PSI (35.0
MPa) MSHA 2G-IC-14C/44

Descriptive #/ Max. Working Min. Bend Min. Burst USCG
Product # SAP # Hose Size ID Hose OD Pressure Radius Pressure Weight Approved
in. mm in. mm psi MPa in. mm psi MPa Ibs./ft.

SR13-12 20704441 3/4 19 1.26 321 5100 350 9.4 240 20400 140.7 1.09 H
SR13-16 20704442 1 25 1.52 387 5100 35.0 11.8 300 20400 140.7 1.42 H
SR13-20 20704443 11 31 196 498 5100 35.0 16.5 420 20400 140.7  2.69 H

SR13-24 20704449 12 38 225 573 5100 35.0 19.7 500 20400 140.7 3.35 H
SR13-32 20704450 2 51 280 711 5100 350 252 640 20400 140.7 4.93 H

Meets or exceeds the performance

requirements of: SAE 1T00R13;
EN 856 R13 (all sizes)

Meets Flame Resistance USMSHA

Designation

Abrasion Cover

Very high-pressure applications
subject to surges or flexing such
as construction equipment,
mining and the high-performance
industrial market where maximum
abrasion resistance is required.

Polychloroprene

SAE 100R13/EN 856 R13 | Very High Pressure

Four alternating layers of spiralled
high-tensile steel wire (3/4" and
1" and six alternating layers of
spiralled high-tensile steel wire
(size 1v4" 12" and 2"

Black Synthetic Rubber with
ARMORCOAT™

-40°F to 250°F (-40°C to 121°0)

All fittings compatible with the
ARC13 hose family are listed in
Section 4 (starting on page 148) of
the catalog. Note: No Continental
ContiTech fitting recommendation
on ARC13-10 hose size.

Example: Continental ContiTech
ARMORCOAT™ ARC13-12 SAE
T00R13/EN 856 R13 (Abrasion
Cover) 3/4" (DN19) W.P. 5100 PSI
(35.0 MPa) MSHA 2G-IC-14C/43

Descriptive #/ Max. Working Min. Bend Min. Burst
Product # SAP # Hose Size ID Hose OD Pressure Radius Pressure Weight
in. mm in. mm psi MPa in. mm psi MPa Ibs./ft.
ARC13-12 20715111 3/4 19 1.26 321 5100 35.0 9.5 240 20400 140 0.97
ARC13-16 20715112 1 25 1.51 385 5100 35.0 11.8 305 20400 140 1.30
ARC13-20 20715113 1Va 31 1.96 49.8 5100 35.0 16.5 420 20400 140 1.73
ARC13-24 20715114 12 38 2.26 57.3 5100 35.0 19.7 500 20400 140 3.27
ARC13-32 20715115 2 51 2.80 711 5100 35.0 25.2 640 20400 140 4.43

ContiTech

0
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1=

=

=

T

Assemblies Equipment & Accessories

Installation & Maintenance
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Hoses

Meets or exceeds the performance
requirements of: SAE T00R15

Meets Flame Resistance USMSHA
Designation

SAE J1942/U.S. Coast Guard Pending
ABS Type Pending

Designed specifically to handle
severe high-pressure applications
where pressure spikes or constant
hydrostatic loads are present.

Polychloroprene

19

SAE 100R15 | Very High Pressure

Four alternating layers of spiralled
high-tensile steel wire (sizes 1/2",
5/8", 3/4"and 1" and six alternating
layers of spiralled high-tensile steel
wire (sizes 1v4" and 1V2")

Black polychloroprene

-40°F to 250°F (-40°C to 121°C)

All fittings compatible with the
SR15 hose family are listed in
Section 4 (starting on page 148) of
the catalog. Note: No Continental
ContiTech fitting recommendation
on SR15-08 and SR15-10 hose
sizes.

Example: Continental ContiTech
SR15-08 SAE 100R15 1/2"
(12.7mm) W.P. 6100 PSI (42.0
MPa) MSHA 2G-IC-14C/44

Descriptive #/ Max. Working Min. Bend Min. Burst USCG
Product # SAP # Hose Size ID Hose OD Pressure Radius Pressure Weight Pending
in. mm in. mm psi MPa in. mm psi MPa Ibs./ft.

SR15-08 20714800 1/2 12 0.95 24.2 6100 42.0 79 200 24400 168.0 0.59

SR15-12 20714785  3/4 19 1.26 320 6100 42.0 10.4 265 24400 168.0 1.09

SR15-16 20714793 1 25 1.53 38.8 6100 42.0 13.0 330 24400 168.0 1.46

SR15-20 20714794 1Y 32 1.89 48.0 6100 42.0 17.5 445 24400 168.0 2.41

SR15-24 20714795 1% 38 2.23 56.8 6100 42.0 20.9 530 24400 168.0 3.02

Meets or exceeds the performance
requirements of: SAE 100R15

Meets Flame Resistance USMSHA
Designation

Abrasion Cover

Designed specifically to handle
severe high-pressure applications
where pressure spikes or constant
hydrostatic loads are present and
maximum abrasion resistance is
required.

Polychloroprene

SAE 100R15 | Very High Pressure

Four alternating layers of spiralled
high-tensile steel wire

Black Synthetic Rubber
with ARMORCOAT™

-40°F to 250°F (-40°C to 121°0)

All fittings compatible with the
ARC15 hose family are listed in
Section 4 (starting on page 148)
of the catalog. Note: No
Continental ContiTech fitting
recommendation on ARC15-08
hose size.

Example: Continental ContiTech
ARMORCOAT™ ARC15-08 SAE
100R15 (Abrasion Cover) 1/2"
(12.7mm) W.P. 6100 PSI (42.0
MPa) MSHA 2G-IC-14C/43

Descriptive #/ Max. Working Min. Bend Min. Burst

Product # SAP # Hose Size ID Hose OD Pressure Radius Pressure Weight
in. mm in. mm psi MPa in. mm psi MPa Ibs./ft.

ARC15-08 20714906 1/2 12.7 1.06 26.8 6100 42.0 8.0 200 24400 1680 059

ARC15-12 20714907 3/4 19.0 1.27 322 6100 42.0 10.5 265 24400 168.0 1.08

ARC15-16 20714908 1 254 1.53 38.8 6100 42.0 13.0 330 24400 168.0 1.48

ContiTech



Hoses 20

EN 856 4SP/DIN 20023 4SP | Very High Pressure

Very high-pressure applications Four alternating layers of spiralled All fittings compatible with the
used for petroleum-based high-tensile steel wire S4SP hose family are listed in 3
hydraulic fluids. Section 4 (starting on page 148) £
)
of the catalog. =
Meets or exceeds the performance Black polychloroprene S
requirements of: EN 856 4SP; Polychloroprene
DIN 20023 45P R R R R Example: Continental ContiTech
Meets Flame Resistance USMSHA ~40°F to 212°F (40°C 10 100°C) S4SP-06 EN 856 4SP 3/8" (DN10)
Designation W.P. 6455 PS| (45.0 MPa) MSHA
ABS Type Pending 2G-IC-14C/44
7]
9
]
Descriptive #/ Max. Working Min. Bend Min. Burst ]
Product # SAP # Hose Size ID Hose OD Pressure Radius Pressure Weight 8
o
in. mm in. mm psi MPa in. mm psi MPa Ibs./ft. ;
S4SP-06 20714777 3/8 10 0.84 214 6455 45.0 71 180 25820 178 0.51 E
S4SP-08 20714778 1/2 12 0.97 246 6020 41.5 9.0 230 24080 166 0.58 E_
S4SP-10 20714779 5/8 16 1.1 28.2 5075 35.0 9.8 250 20300 140 0.73 u?{
S4SP-12 20714771 3/4 19 1.27 322 5510 38.0 11.8 300 22040 152 0.98
S4SP-16 20714773 1 25 1.56 39.7 4640 320 13.4 340 18560 128 1.30
]
EN 856 4SH/DIN 20023 4SH | Very High Pressure =
£
[7]
@
Very high-pressure, pulsating Four alternating layers of spiralled All fittings compatible with the <
applications used for petroleum- high-tensile steel wire S4SH hose family are listed in
based hydraulic fluids. Section 4 (starting on page 148)
of the catalog.
Meets or exceeds the performance Black polychloroprene
requirements of: EN 856 4SH; Polychloroprene
DIN 20023 4SH R R R R Example: Continental ContiTech
Meets Flame Resistance USMSHA ~40°F fo 212°F (40°C 10 100°C) S4SH-12 EN 856 4SH 3/4" (DN19)

f i (]
Designation W.P. 6090 PSI (42.0 MPa) MSHA Q
ABS Type Pending 2G-IC-14C/44 g

[7]

el

£

©

Descriptive #/ Max. Working Min. Bend Min. Burst E

Product # SAP # Hose Size ID Hose OD Pressure Radius Pressure Weight P

(=]

in. mm in. mm psi MPa in. mm psi MPa Ibs./ft. ®

S4SH-12 20706576 3/4 19 127 322 6090 420 11.0 280 24360 168.0 1.09 g

[=

S4SH-16 20706577 1 25 152 387 5510 38.0 13.4 340 22040 152.0 1.42 -
S4SH-20 20706723 1Va 31 179 455 5080 350 17.9 455 20320 140.0 1.71
S4SH-24 20706724 1V2 38 211 53.5 4205 29.0 220 560 16820 116.0 219
S4SH-32 20706725 2 51 268 681 3650 25.0 280 710 14600 100.7 3.31

Appendix
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Hoses 21

SAE 100R7/EN 855 R7 | Thermoplastic

m Medium-pressure thermoplastic Synthetic fiber All fittings compatible with the
hose with a perforated cover. SR7 hose family are listed in

Compatible with petroleum-, Black urethane. perforated Section 2 (starting on page 91)
Exceeds SAE Min. Bend Radius  \yater- and synthetic-based fluids P of the catalog.
Meets or exceeds the performance for mobile equipment, lube lines,
requirements of: SAE 1T00R7; blowout preventers, hydraulic lifts -40°F to 212°F (-40°C to 100°C) _ _
EN 855 R7 . ) Example: Continental ContiTech
and construction machinery. Note: Max temperature for water- N
) ) o SR7-02 SAE 100R7/EN855 R7 1/8
based and fire-resistant fluids is R
(DNO3) W.P. 2500 psi (17.2 MPa)
150°F (66°C).
Nylon
Descriptive #/ Max. Working Min. Bend Min. Burst
Product # SAP # Hose Size ID Hose OD Pressure Radius Pressure Weight
in. mm in. mm psi MPa in. mm psi MPa Ibs./ft.
SR7-02 20243607 1/8 03 0.34 85 2500 17.2 0.5 13 170000 689 0.03
SR7-03 20243608 3/16 05 0.43 10.8 3000 20.7 0.8 20 12000 827 0.05
SR7-04 20243609 1/4 06 0.51 13.0 3000 20.7 1.3 33 12000 827 0.06
SR7-05 20243650 5/16 08 0.59 151 2500 17.2 1.8 46 10000 689 0.07
SR7-06 20243651 3/8 10 0.67 17.0 2250 15.5 20 51 9000 621 0.10
SR7-08 20243652 1/2 12 0.82 20.7 2000 13.8 3.0 76 8000 55,2 0.14
SR7-12 20243653 3/4 19 1.07 271 1250 8.6 5.0 127 5000 345 0.19
SR7-16 20243654 1 25 1.34 34.0 1000 6.9 8.0 203 4000 276 0.26
SAE 100R7 (Twin-Line) | Thermoplastic
Medium-pressure, twin-line Synthetic fiber All fittings compatible with the
thermoplastic hose with a TR7 hose family are listed in
perforated cover. Compatible Section 2 (starting on page 91)
. Black urethane, perforated
with petroleum-, water- and of the catalog.
synthetic-based fluids for mobile
equipment, lube lines, blowout -40°F to 212°F (-40°C to 100°C) ) )
Meets or exceeds the performance reventers. hvdraulic lifts and Note: Max temperature for Example: Continental ContiTech
reauirements of: SAE 10087 Eonstructk;n Zﬂachiner vvate.r based anpd fire-resistant TR7-03 SAE T00R7 3/16" (4.8mm)
Twin-Line v o W.P. 3000 psi (20.7 MPa)
fluids is 150°F (66°C).
Nylon
Descriptive #/ Max. Working Min. Bend Min. Burst
Product # SAP # Hose Size ID Hose OD Pressure Radius Pressure Weight
in. mm in. mm psi MPa in. mm psi MPa Ibs./ft.
TR7-03 20243663 3/16 4.8 0.43 10.8 3000 207 0.8 20 12000 827 0.09
TR7-04 20243664 1/4 6.4 0.51 13.0 3000 207 1.3 33 12000 827 0.11
TR7-05 20243665 5/16 7.9 0.59 151 2500 17.2 1.8 46 70000 689 0.14
TR7-06 20243666 3/8 95 0.67 17.0 2250 155 20 51 9000 621 0.19
TR7-08 20243667 1/2 12.7 0.82 20.7 2000 138 3.0 76 8000 55.2 0.28

ContiTech



Hoses

Meets or exceeds the performance
requirements of: SAE 100R7;

Non-Conductive

Medium-pressure thermoplastic
hose with a non-perforated cover.
Compatible with petroleums-,
water- and synthetic-based fluids
for mobile equipment, lube lines,
blowout preventers, hydraulic
lifts and construction machinery
requiring SAE T00R7 non-
conductivity standards.

SAE 100R7 (Non-Conductive) | Thermoplastic

Synthetic fiber

Orange urethane

-65°F to 212°F (-54°C to 100°C)
Note: Temperature range is -40°F
to 200°F (-40°C to 93°C) for sizes
1/8", 3/4" and 1". Max. temperature
for water-based and fire-resistant

22

All fittings compatible with the
NR7 hose family are listed in
Section 2 (starting on page 91)
of the catalog.

Example: Continental ContiTech
NR7-02 SAE 1T00R7 (Non-
Conductive) 1/8" (3.3mm) W.P.
2500 psi (17.2 MPa)

0
=)}
1=

=

=

T

fluids is 140°F (60°C).

Polyester 7]

9

]

Descriptive #/ Max. Working Min. Bend Min. Burst ]

Product # SAP # Hose Size ID Hose OD Pressure Radius Pressure Weight 8

o

in. mm in. mm psi MPa in. mm psi MPa Ibs./ft. ;

NR7-02 20243655 1/8 33 0.34 85 2500 17.2 05 13 10000 689 0.03 E

NR7-03 20243656 3/16 4.8 0.43 10.8 3000 20.7 0.8 20 12000 827 0.05 E_

NR7-04 20243657 1/4 6.4 0.49 12.3 2750 19.0 1.3 33 11000 7538 0.06 u?f
NR7-05 20243658 5/16 79 0.58 147 2500 17.2 1.8 46 10000 689 0.08
NR7-06 20243659 3/8 95 064 161 2250 15.5 2.0 51 9000 621 0.10
NR7-08 20243660 1/2 127 0.82 20.7 2250 155 3.0 76 9000 621 014
NR7-12 20243661 3/4 19.0 1.07 271 1250 8.6 5.0 127 5000 345 019

NR7-16 20243662 1 254 134 34.0 1000 69 8.0 203 4000 276 0.26 §

)

£

[

wn

<

SAE 100R7 (Twin-Line, Non-Conductive) | Thermoplastic

Meets or exceeds the performance
requirements of: SAE 100R7

Twin-Line
Non-Conductive

Medium-pressure, twin-line
thermoplastic hose with a
non-perforated cover. Compatible
with petroleum-, water- and
synthetic-based fluids for mobile
equipment, lube lines, blowout
preventers, hydraulic lifts and
construction machinery requiring
SAE T00R7 non-conductivity
standards.

Polyester

Synthetic fiber

Orange urethane

-65°F to 212°F (-54°C to 100°C)
Note: Max temperature for
water-based and fire-resistant
fluids is 150°F (66°C).

All fittings compatible with the
BR7 hose family are listed in
Section 2 (starting on page 91)
of the catalog.

Example: Continental ContiTech
BR7-04 SAE 1T00R7 (Non-
Conductive) 1/4" (6.4mm) W.P.
2750 psi (19 MPa)

Installation & Maintenance

Descriptive #/ Max. Working Min. Bend Min. Burst
Product # SAP # Hose Size ID Hose OD Pressure Radius Pressure Weight

in. mm in. mm psi MPa in. mm psi MPa Ibs./ft.
BR7-04 20243684 1/4 6.4 0.49 12.3 2750 19.0 1.3 33 171000 758 012
BR7-05 20243685 5/16 7.9 0.58 14.7 2500 17.2 1.8 46 10000 689 0.15 X
BR7-06 20243686 3/8 9.5 0.64 16.1 2250 15.5 2.0 51 9000 62.1 0.19 g
BR7-08 20243687 1/2 12.7 0.82 20.7 2250 15.5 3.0 76 9000 62.1 0.29 <&

ContiTech
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Hoses

Exceeds SAE Min. Bend Radius

Meets or exceeds the performance
requirements of: SAE 100R8;
EN 855 R8

High-pressure thermoplastic
hose with a perforated cover

for petroleum-, water- and
synthetic-based fluids for mobile
equipment, lube lines, blowout
preventers, hydraulic lifts and
construction machinery.

23

SAE 100R8/EN 855 R8 | Thermoplastic

Synthetic fiber

Black urethane, perforated

-40°F to 212°F (-40°C to 100°C)
Note: Max temperature for
water-based and fire-resistant
fluids is 150°F (66°C).

All fittings compatible with the
SR8 hose family are listed in
Section 2 (starting on page 91)
of the catalog.

Example: Continental ContiTech
SR8-03 SAE 100R8/EN 855 R8
3/16" (DNO5) W.P. 5000 psi

Nylon (34.5 MPa)

Descriptive #/ Max. Working Min. Bend Min. Burst
Product # SAP # Hose Size ID Hose OD Pressure Radius Pressure Weight

in. mm in. mm psi MPa in. mm psi MPa Ibs./ft.
SR8-03 20243672 3/16 05 0.52 131 5000 34.5 15 38 20000 1379 0.08
SR8-04 20243673 1/4 06 0.63 15.9 5000 34.5 2.0 51 20000 1379 0.12
SR8-06 20243674 3/8 10 0.77 19.4 4000 276 2.5 64 16000 110.3 0.15
SR8-08 20243675 1/2 12 0.89 22.7 3500 241 4.0 102 14000 96.5 0.19

Meets or exceeds the performance
requirements of: SAE 100R8

Twin-Line

High-pressure, twin-line
thermoplastic hose with a
perforated cover. Compatible
with petroleum-, water- and
synthetic-based fluids for mobile
equipment, lube lines, blowout
preventers, hydraulic lifts and
construction machinery.

SAE 100R8 (Twin-Line) | Thermoplastic

Synthetic fiber

Black urethane, perforated

-40°F to 212°F (-40°C to 100°C)
Note: Max temperature for
water-based and fire-resistant
fluids is 150°F (66°C).

All fittings compatible with the
TR8 hose family are listed in
Section 2 (starting on page 91)
of the catalog.

Example: Continental ContiTech
TR8-06 SAE 100R8 3/8"(9.5mm)
W.P. 4000 psi (27.6 MPa)

Nylon
Descriptive #/ Max. Working Min. Bend Min. Burst
Product # SAP # Hose Size ID Hose OD Pressure Radius Pressure Weight
in. mm in. mm psi MPa in. mm psi MPa Ibs./ft.
TR8-06 20243679 3/8 9.5 0.77 19.4 4000 276 2.5 64 16000 110.3 0.30
TR8-08 20416222 1/2 12.7 0.89 22.7 3500 241 4.0 102 14000 96.5 0.38

ContiTech
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Meets or exceeds the performance
requirements of: SAE 1T00R8

Non-Conductive

High-pressure thermoplastic
hose with a non-perforated cover.
Compatible with petroleum-,
water- and synthetic-based fluids
for mobile equipment, lube lines,
blowout preventers, hydraulic
lifts and construction machinery
requiring SAE T00R8
non-conductivity standards.

24

SAE 100R8 (Non-Conductive) | Thermoplastic

Synthetic fiber

Orange urethane

-40°F to 212°F (-40°C to 100°C)
Note: Max temperature for
water-based and fire-resistant
fluids is 150°F (66°C).

All fittings compatible with the
NR8 hose family are listed in
Section 2 (starting on page 91)
of the catalog.

Example: Continental ContiTech
NR8-04 SAE T00R8 (Non-
conductive) 1/4" (6.4mm) W.P.
5000 psi (34.5 MPa)

Nylon
Descriptive #/ Max. Working Min. Bend Min. Burst
Product # SAP # Hose Size ID Hose OD Pressure Radius Pressure Weight
in. mm in. mm psi MPa in. mm psi MPa Ibs./ft.
NR8-04 20243676 1/4 6.4 063 15.9 5000 345 20 51 20000 1379 0.12
NR8-06 20243677 3/8 9.5 0.77 19.4 4000 276 25 64 16000 110.3 0.15
NR8-08 20243678 1/2 127 0.89 227 3500 241 40 102 174000 965 0.19
SAE 100R18 | Thermoplastic
- p Thermoplastic hose, highly Polyester All fittings compatible with the

Flexible at Low Temp

Meets or exceeds the performance
requirements of: SAE 100R18

Low Temperature

flexible even in cold temperatures.
Compact size with a small OD

and lightweight yet rugged
construction. Applications for this
hose include forklifts, construction
equipment, general hydraulic
applications, chemical and gas
transfer, agricultural equipment,
material handling, freezer
applications, machine tools and
robotics, lubrication equipment
and portable hydraulic tools.

Synthetic fiber

Polyester

-40°F to 212°F (-40°C to 100°C)
Note: Max temperature for
water-based and fire-resistant
fluids is 150°F (66°C)

SR18 hose family are listed in
Section 2 (starting on page 91)
of the catalog.

Example: Continental ContiTech
SR18-04 SAE 100R18 1/4"
(6.4mm) W.P. 3000 psi (20.7 MPa)

Descriptive #/ Max. Working Min. Bend Min. Burst

Product # SAP # Hose Size ID Hose OD Pressure Radius Pressure Weight
in. mm in. mm psi MPa in. mm psi MPa Ibs./ft.

SR18-04 20243680 1/4 6.4 0.49 12.3 3000 20.7 1.3 32 12000 827 0.06

SR18-05 20243681 5/16 7.9 0.61 15.5 3000 20.7 1.5 38 12000 827 0.08

SR18-06 20243682 3/8 9.5 0.66 16.8 3000 20.7 20 51 12000 827 012

SR18-08 20243683 1/2 12.7 0.85 216 3000 20.7 35 89 12000 827 0.15
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Hoses

Non-Conductive

Medium-pressure applications
where shock hazards exist and
non-conductivity is required.
Meets max leakage of 100
microamps/ft. at 75 KV for

3 minutes.

Polychloroprene

25

SAFLEX® | Special Application

Two textile braids

Orange nitrile

-40°F to 212°F (-40°C to 100°C)

All fittings compatible with the
NSFX hose family are listed in
Section 7 (starting on page 252)
of the catalog.

Example: Continental ContiTech
NSFX-04 SAFLEX®
(Non-conductive) 1/4" (6.4mm)
W.P. 2750 psi (19 MPa)

Descriptive #/ Max. Working Min. Bend Min. Burst

Product # SAP # Hose Size ID Hose OD Pressure Radius Pressure Weight
in. mm in. mm psi MPa in. mm psi MPa Ibs./ft.

NSFX-04 20240283 1/4 6.4 0.56 14.2 2750 19.0 3.5 89 11000 7538 0.11

NSFX-06 20240284 3/8 9.5 0.75 19.0 2250 15.5 4.0 102 9000 621 0.19

NSFX-08 20240285 1/2 12.7 0.94 237 2000 13.8 6.0 152 8000 55.2 0.27

Meets Flame Resistance USMSHA
Designation

High-pressure, rotary hose for
slim-hole, seismograph, work-
over or portable drilling rigs. For
use with small- to medium-blast,
water-well or shot-hole drilling
applications. Used in hydraulic oil,
mud or air applications or where
pulsating pump is required.

Polychloroprene

Four alternating layers of spiralled
high-tensile steel wire for the

Slim-Hole Rotary Hose | Special Application

SHR5000-16 (1" and SHR3650-
32 (2". Six alternating layers of
spiralled high-tensile steel wire for
the SHR5000-20 (1V4") through
SHR5000-32 (2"

Polychloroprene, Pin Pricked

When conveying air: -40°F to
158°F (-40°C to 70°C). When
conveying fluids: -40°F to 250°F
(-40°C to 121°C). When conveying
fluids for SHR3650-32 : -40°F to
212°F (-40°C to 100°C)

All fittings compatible with the
Prospector™ Slim-Hole Rotary
hose family are listed in Section 7
(starting on page 252) of the
catalog.

Example: Continental ContiTech
Prospector™ Slim-Hole Rotary 1"
5000 psi W.P. Flame Resistant
MSHA 2G-IC-14C/44"

4:1 Safety Factor

Descriptive #/ Max. Working Min. Bend Min. Burst
Product # SAP # Hose Size ID Hose OD Pressure Radius Pressure Weight
in. mm in. mm psi MPa in. mm psi MPa Ibs./ft.
SHR3000-32 20749438 2 50.8 2.69 68.3 3000 20.7 25.0 635 12000 827 1.34
SHR3650-32 20714905 2 50.8 2.74 69.7 3650 25.2 28.0 710 14600  100.7 2.40
SHR5000-16 20714808 1 25.4 1.57 39.8 5000 345 11.8 300 20000 138.0 3.35
SHR5000-20 20714890 1Va 31.8 2.02 51.3 5000 345 16.5 420 20000 138.0 4.38
SHR5000-24 20714903 12 381 2.31 58.8 5000 345 19.7 500 20000 138.0 313
SHR5000-32 20714904 2 50.8 29 72.7 5000 34.5 24.8 630 20000 138.0  4.27

ContiTech
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BOP hose is a hydraulic control
connection that is used in the well
control system.

26

Special Application

Register Fire Tests for Flexible
Hoses on Offshore Installations”
(OD/1000/499-29th June, 1992)
and EUB (Directive 036)

Pink polychloroprene, wrapped
finish

-40°F to 212°F (-40°C to 100°0)

Fire Tested  B|ack nitrile )
Special assembly procedure
) required. Contact Continental
Independently tested per Lloyd's ) )
) . ] ] ] ContiTech for details.
2-Wire braid steel Register Fire Tests for Flexible
Hoses on Offshore Installations.
Descriptive #/ Max. Working Min. Bend Min. Burst
Product # SAP # Hose Size ID Hose OD Pressure Radius Pressure Weight
in. mm in. mm psi MPa in. mm psi MPa Ibs./ft.
BOP-06 20613999 3/8 9.5 1.1 28.2 3000 20.7 6.0 152 12000 827 0.75
BOP-08 20614010 1/2 12.7 1.19 30.2 3000 20.7 8.0 203 12000 827 0.81
BOP-12 20614011 3/4 191 1.49 378 3000 20.7 11.0 279 12000 827 1.22
BOP-16 20614012 1 25.4 1.84 46.7 3000 20.7 15.0 381 12000 827 1.74

==

BOP hose is a hydraulic control
connection that is used in the well
control system.

Very High Pressure

Tested at South West Research
Institute and certified by Lloyd's
Register to API Specification 16D

Pink polychloroprene, wrapped finish

-40°F to 212°F (-:40°C to 100°C)

Fire Tested (Spec 16D, Section 10)
Polychloroprene ) )
Example: Continental ContiTech
BOP 5000 3/8” (9.5mm) W.P. 5000 psi

Four alternating layers of spiral (34.5 MPa)

high-tensile steel wire (size 3/8”,

Y2\ %017, 1% and six alternating i )

) ) ) Special assembly procedure required.
layers of spiraled hightensile _ )
) ) ) ) Contact Continental ContiTech.

steel wire (size 1%2"and 2)
Descriptive #/ Max. Working Min. Bend Min. Burst
Product # SAP # Hose Size ID Hose OD Pressure Radius Pressure Weight

in. mm in. mm psi MPa in. mm psi MPa Ibs./ft.

BOP5000-06 20715121 3/8 10.0 114 29.0 5000 34.5 7.1 180 20000 138.0 0.80
BOP5000-08 20715122 1/2 12.5 1.24 31.6 5000 34.5 9.0 230 20000 138.0 090
BOP5000-12 20715123 3/4 19.0 1.58 401 5000 34.5 11.8 300 20000 138.0 1.60
BOP5000-16 20715124 1 25.0 1.85 469 5000 34.5 13.4 340 20000 138.0 200
BOP5000-20 20715125 1Va 315 210 53.4 5000 345 181 460 20000 138.0 240
BOP5000-24 20715126 12 38.0 2.59 65.9 5000 34.5 19.7 500 20000 138.0 410
BOP5000-32 20715127 2 51.0 314 79.7 5000 34.5 24.8 630 20000 138.0 550
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Static pressure, hot oiler
applications. Designed specifically
to handle the transfer of hot

oil at 275° continuous, 300°F
intermittent to clear the paraffin
around the casing to help start the

Meets Flame Resistance USMSHA
Designation

flow of oil to the surface.

Black, oil resistant, synthetic rubber.

Two braids of high-tensile steel wire

Black, oil and abrasion resistant,
synthetic rubber.

-40°F to 275°F (-40°C to 135°0)

27

Special Application

All fittings compatible with this Hot
Oiler hose are listed in Section 7
(starting on page 252) of the
catalog. Parts include:
S4-NPMAPI-2424 (SAP#20636530)
S4-IHUF1502-2432 (SAP#20815350)
S4-IHUM1502-2432 (SAP#20815351)

Continental ContiTech HOT OILER

Descriptive #/ Max. Working Min. Bend Min. Burst

Product # SAP # Hose Size ID Hose OD Pressure Radius Pressure Weight
in. mm in. mm psi MPa in. mm psi MPa Ibs./ft.

Hot Oiler 20739324 12 38.0 216 54.8 2500 17.2 20.0 508 8750 60.3 1.64

Grease Gun Hose | Special Application

eI ERS

Used as a grease whip hose or
general purpose lubrication line.
To be used with hand grease guns
only. Not for powered units.

One braid of high-tensile steel wire All fittings compatible with the
SGUN hose family are listed in
Section 7 (starting on page 252)

of the catalog.

Black polychloroprene

Meets Flame Resistance USMSHA

Designation -40°F to 212°F (-40°C to 100°C)

Nitrile Example: Continental ContiTech
SGUN-03 Grease Gun Hose 3/16"
(4.8mm) W.P. 3000 psi (20.7 MPa)

MSHA 2G-14C/12

Descriptive #/ Max. Working Min. Bend Min. Burst

Product # SAP # Hose Size ID Hose OD Pressure Radius Pressure Weight
in. mm in. mm psi MPa in. mm psi MPa Ibs./ft.

SGUN-03 20240286 3/16 4.8 0.41 10.4 3000 20.7 NA NA 12000 827 0.09

9JUBUIIUIRIA B UONE|[RISU|
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Hoses

Extreme high-pressure hydraulic

lines for jacking systems.

Meets Flame Resistance USMSHA
Designation

Nitrile

28

Jack Hose | Special Application

Two braids of high-tensile steel wire

Black polychloroprene

-40°F to 212°F (-40°C to 100°C)

All fittings compatible with the
SHJ hose family are listed in
Section 7 (starting on page 252)
of the catalog.

Example: Continental ContiTech
SHJ-04 Jack Hose 1/4" (6.4mm)
W.P. 70000 psi (68.9 MPa) MSHA
2G-14C/12

Descriptive #/ Max. Working Min. Bend Min. Burst

Product # SAP # Hose Size ID Hose OD Pressure Radius Pressure Weight
in. mm in. mm psi MPa in. mm psi MPa Ibs./ft.

SHJ-04 20319601 1/4 6.4 0.58 14.7 10000 689 40 102 20000 1379 0.24

SHJ-06 20319602 3/8 9.5 0.74 18.7 10000 689 50 127 20000 1379 0.30

;
FERAFRE PR B PR AR
o Y L LY e Y
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Medium-pressure hydraulic

applications including truck, bus,

industrial and aerospace.

Meets or exceeds the performance
requirements of: SAE T00R14A;

FDA 21 CFR 177, 1500 Specifications

Compatible with air, fuel,
lubricants, high-temp oil and
some chemical applications.

SAE 100R14A | Fleet & Special Application

304 stainless steel wire braid

-65°F to 450°F (-54°C to 232°C)
continuous -100°F to 500°F
(-73°C to 260°C) intermittent

Hose utilizes UCF9 ferrules with
Continental ContiTech Uni-Crimp®
stems, see Section 5 (starting on
page 187) of the catalog.

N/A

High Temperature

Chemical Resistant Polytetraflouroethylene
Descriptive #/ Max. Working Min. Bend Min. Burst
Product # SAP # Hose Size ID Hose OD Pressure Radius Pressure Weight

in. mm in. mm psi MPa in. mm psi MPa Ibs./ft.

SR14A-03 20303683 3/16 4.8 0.31 7.9 3000 20.7 2.0 51 12000 827 0.06
SR14A-04 20303665 1/4 6.4 0.38 9.5 3000 20.7 3.0 76 12000 827 0.08
SR14A-05 20303667 5/16 7.9 0.45 11.3 2500 17.2 4.0 102 70000 69.0 0.09
SR14A-06 20303669 3/8 9.5 0.50 12.8 2250 15.5 4.5 114 9000 621 011
SR14A-08 20303691 1/2 12.7 0.65 16.5 1500 10.3 6.5 165 6000 41.4 0.15
SR14A-10 20303693 5/8 15.9 0.78 19.8 1200 8.3 77 196 4800 331 019
SR14A-12 20303695 3/4 191 0.89 225 1100 7.6 8.2 208 4400 30.3 0.21
SR14A-16 20303697 1 25.4 114 28.8 900 6.2 10.0 254 3600 24.8 0.32

ContiTech
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Hoses

SR5

» Meets or exceeds the performance
requirements of: SAE 100R5; DOT FM
VSS 106 All and SAE J1402 (sizes
3/16",1/4",5/16",13/32",1/2" and 5/8")

) SAE J1942/U.5. Coast Guard ==

Application

General-purpose, medium-
pressure hose, for use in air
brakes, power steering, turbo

oil lines, tilt cab cylinders,
transmission coolant and filtration
lines. Compatible with petroleum-
based hydraulic fluids, air, water,
gasoline and diesel fuel (GR-04
through -20 only), lubricating oils
and coolants.

Note: Not recommended for
under-the-hood, automotive

and truck fuel line applications.
Only hoses designed and tested
to meet SAE fuel line standards
should be used for these

29

SAE 100R5 | Fleet Application

Note: Sizes 7/8" 18" 13/8" and
113/46" do not meet SAE J1402
Type All & DOT FMVSS 106
Type All because these sizes
are not listed in the referenced
specifications.

Inner Tube
Nitrile
Reinforcement

One braid of high-tensile steel wire

Cover
Black impregnated textile braid

Temperature Range
-40°F to 212°F (-40°C to 100°C)

Fitting Reference

All fittings compatible*** with
the SR5 hose family are listed in
Section 6 (starting on page 217)
of the catalog.

Branding

Example: Continental ContiTech
SR5-04 5 mm (3/16") SAE 100R5
(DOT FMVSS 106 All, J1402 Air
Brake) 20.7 MPa (3000 psi) W.P.
GY Made in US.A.

applications.
Descriptive #/ Max. Working Min. Bend Min. Burst USCG
Product # SAP # Hose Size ID Hose OD Pressure Radius Pressure Weight Approved
in. mm in. mm Psi MPa in. mm Psi MPa Ibs./ft.

SR5-04 20324155  3/16 4.8 052 132 3000 20.7 30 76 12000 82.7 0.15 H
SR5-05 20416026 1/4 6.4 0.58 148 3000 20.7 34 86 12000 82.7 0.18 H
SR5-06 20324042  5/16 7.9 068 171 2250 155 40 102 9000 621 0.22 H
SR5-08 20324041 13/32  10.3 0.77 19.5 2000 13.8 46 117 8000 55.2 0.30 H
SR5-10 20326081  1/2 12.7 092 234 1750 121 55 140 7000 483 0.37 H
SR5-12 20455110 5/8 15.9 1.08 274 1500 10.3 65 165 6000 414 0.45 H
SR5-16 20340597 7/8 22.2 124 314 800 55 74 187 3200 221 0.47 H
SR5-20 20239407 18 28.6 150 381 625 4.3 9.0 229 2500 172 0.58 H

***Note: Assemblies made with Continental ContiTech’s SR5 hose and Continental ContiTech’s Field-Grip® or Uni-Crimp® fittings meet SAE J1402 and DOT FMVSS 571.106
specifications. Assemblies made with Uni-Crimp fittings also meet SAE J517 T00R5 assembly requirements. USCG rating “H" requires GTEX protective sleeving. Federal law
requires registration with the Department of Transportation for anyone producing air brake hose assemblies.

((:)ntine ntal ’IS‘ ContiTech




Hoses 30

SAE 100R5 | Fleet Application

Note: Sizes 7/8" (-16) and 178" (-(20)  General Hot Oil Applications:
do not meet SAE J1402 Type All &  -400F to 302°F (-40°C to 1500C)

High-temperature, medium ) -
DOT FMVSS 106 Type All because  General Air Applications: -40°F to

turbocharger oil lines, tilt cab
cylinder and air brake lines,

pressure hose for use in ) . . o)
o ) ) these sizes are not listed in the 2000°F (-400C to 93°0) =]
applications including o o £
referenced specifications. Water Applications: -40°F to =

[

2120F (-400C to 100°C0)

Meets or exceeds the performance

requirements of: SAE 100RS; SAE transmission coolant and filtration CPE
11402 Type All, DOT FMVSS 106 Type All lines. Compatible with petroleum All fittings compatible*** with the
) oil and phosphate ester-based DR5 hose family are listed in
High Temperature p p i ) One braid textile, one braid steel ) V
SAE J1942/U.S. Coast Guard hydraulic fluids, air, water, diesel Section 6 (starting on page 217)
fuel, petroleum based lubricating of the catalog.
oils and coolants. Blue impregnated textile braid

Note: Not recommended for . .
. Example: Continental ContiTech
under-the-hood, automotive and

_ - SAE 100R5 Hydraulic DR5-06 SAE 8 mm (5/16") SAE
truck fuel line applications. Only L
) Applications: -40°F to 302°F TO0R5 (DOT FMVSS 106 All,
hoses designed and tested to meet . R
SAE fuel line standards should be (-40°C to 150°C) J1402 AIR BRAKE) 15.5 MPa
Air Brake Applications: -400F to (2250 psi) W.P. GY Made in US.A.

d for th lications.
used for these applications 2000F (-409C to 930C)

Equipment & Accessories

Descriptive #/ Max. Working Min. Bend Min. Burst USCG
Product # SAP # Hose Size ID Hose OD Pressure Radius Pressure Weight Approved

in. mm in. mm psi MPa in. mm psi MPa Ibs./ft.
DR5-04 20340705 3/16 48 052 13.2 3000 20.7 30 76 12000 827 015 H
DR5-05 20341023 1/4 6.4 0.58 14.8 3000 20.7 34 86 12000 827 018 H
DR5-06 20340706 5/16 79 068 171 2250 155 40 102 9000 62.1 0.22 H o
DR5-08 20340707 13/32 10.3 0.77 195 2000 13.8 45 117 8000 55.2 0.30 H é
DR5-10 20340708 1/2 12.7 092 234 1750 121 55 140 7000 48.3 0.37 H §
DR5-12 20341025 5/8 15.9 1.08 274 1500 10.3 6.5 165 6000 414 0.45 H <
DR5-16 20340709 7/8 22.2 124 314 800 55 74 187 3200 221 0.47 H
DR5-20 20368015 18 28.6 150 381 625 4.3 9.0 229 2500 17.2 0.58 H

***Note: Assemblies made with Continental ContiTech’s DR5 hose and Continental ContiTech’ Field Grip® or Uni-Crimp® fittings meet SAE J1402 and DOT FMVSS 571.106
specifications. For high-pressure hydraulic applications use the Uni-Crimp® fitting which meets SAE J517 T00R5 assembly requirements. Federal law requires registration with
the Department of Transportation for anyone producing air brake hose assemblies.

Installation & Maintenance
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SCX5

SAE 100R5 | Fleet Application

Fitting Reference

The SCX5 hose family utilizes
the UC Crimp Fittings listed in
Section 6 (starting on page 217)
of the catalog.

Reinforcement
One braid steel wire and one
braid textile

Application

For use with medium-pressure
applications including water,
gasoline, diesel, lubricating
oils and petroleum-based

Cover
Black polychloroprene

» Meets or exceeds the performance hydraulic oils. B di
requirements of: SAE T00R5 Temperature Range randing
Inner Tube Example: Continental ContiTech
» Meets Flame Resistance USMSHA o -40°F to 212°F (-40°C to 100°C) . _
Nitrile SCX5-05 1/4" (6.4 mm) 3000 psi

Designation

L SAE J1942/U.S. Coast Guard # W.P (20.7 MPa) MSHA 2G-14C/12

Made in US.A.
Descriptive #/ Max. Working Min. Bend Min. Burst USsCG
Product # SAP # Hose Size ID Hose OD Pressure Radius Pressure Weight Approved
in. mm in. mm  psi MPa in. mm  psi MPa Ibs./ft.

SCX5-05 20608834  1/4 6.4 0.58 148 3000 207 3.4 86 12000 827 018 H
SCX5-06 20608835 5/16 7.9 0.68 173 2250 155 4.0 102 9000 62.1 0.22 H
SCX5-08 20608836  13/32 10.3 0.78 19.8 2000 13.8 4.6 117 8000 55.2 0.23 H
SCX5-10 20608837  1/2 12.7 0.91 23.0 1750 121 5.5 140 7000 48.3 0.34 H
SCX5-12 20608838  5/8 15.9 1.08 274 1500 10.3 6.5 165 6000 41.4 0.41 H
SCX5-16 20608839  7/8 222 1.23 31.3 800 5.5 7.4 188 3200 221 0.44 H
SCX5-20 20608890 1% 28.6 1.50 381 625 4.3 9.0 229 2500 17.2 0.53 H
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Hoses 32

SAE J1402 | Universal Truck | Fleet Application

Note: Sizes 7/8" (-16) and 1%" (-20) General Air Applications: -40°F to
do not meet SAE J1402 Type Al & 200°F (-40°C to 93°0)

High-temperature, medium- o
DOT FMVSS 106 Type Al because Water Applications: -40°F to 212°F

pressure hose for use in ) ) , 2]
o ) ) these sizes are not listed in the (-40°C to 100°C) =]
applications including e £
o . referenced specifications. -
turbocharger oil lines, tilt cab E
cylinder and air brake lines, All fittings compatible with the
Meets or exceeds the performance o lant and filtrati CPE D t* DUT h famil
requirements of: SAE J1402 Type Al transmission coolant and filtration eser ose family are
DOT FMVSS 106 Type A1 lines. Compatible with petroleum listed in Section 6A (starting on
) oil and phosphate ester-based age 246) of the catalog.
High Temperature prosp One braid textile, one braid steel pag 9

hydraulic fluids, air, water, diesel

fuel, petroleum-based lubricating

oils and coolants. Blue impregnated textile braid
Note: Not recommended for

under-the-hood, automotive

and truck fuel line applications.

Only hoses designed and tested

to meet SAE fuel line standards

should be used for these

Example: Continental ContiTech
Desert® DUT-06 SAE J1402 Type
A1 Air Brake DOT FMVSS 106 A1l
Air Brake Applications: -40°F to 5/16" (7.9mm) W.P. 1500 psi
200°F (-40°C to 93°0) (10.3 MPa)
General Hot Qil Applications:
-40°F to 302°F (-40°C to 150°C)

Equipment & Accessories

applications.

Descriptive #/ Max. Working Min. Bend Min. Burst
Product # SAP # Hose Size ID Hose OD Pressure Radius Pressure Weight

in. mm in. mm psi MPa in. mm psi MPa Ibs./ft.
DUT-04 20367570  3/16 4.8 049 124 2000 138 2.0 51 8000 55.2 012
DUT-05 20367574 1/4 6.4 0.55 14.0 1500  10.3 2.5 64 6000 414 0.14
DUT-06 20367576  5/16 7.9 062 157 1500  10.3 3.0 76 6000 414 017 o
DUT-08 20367577  13/32 103 0.74 188 1250 8.6 35 89 5000 345 0.20 é
DUT-10 20367578  1/2 12.7 0.83 211 1000 6.9 4.0 102 4000 276 0.22 §
DUT-12 20367579  5/8 15.9 096 244 750 5.2 4.5 114 3000 20.7 0.24 <
DUT-16 20424721 7/8 22.2 121 307 400 2.8 5.0 127 1600 110 0.30
DUT-20 20424722 1% 28.6 149 378 300 2.1 55 140 1200 83 0.44

Note: Federal law requires registration with the Department of Transportation for anyone producing air brake hose assemblies.

Installation & Maintenance
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Hoses

Meets or exceeds the performance
requirements of: SAE J2064, Type C
Class I

Recommended for R134a and
R12 refrigerants in automotive,
heavy-duty truck, construction
and agricultural air conditioning
systems.

Chloroprene

33

SAE J2064 | Air Conditioning

Nylon

Two-spiral polyester

Black Chlorobutyl (CIIR)

-22°F to 257°F (:30°C to 125°C)

All fittings compatible with the
G4826 hose family are listed in
Section 8 (starting on page 263)
of the catalog.

Example: Galaxy® by Continental
ContiTech SAE J2064 Type C
Class 11 13/32" ID (10mm)

4826 - Size 8
Descriptive #/ Max. Working Min. Bend Min. Burst
Product # SAP # Hose Size ID Hose OD Pressure Radius Pressure Weight
in. mm in. mm psi MPa in. mm psi MPa Ibs./ft.
G4826-06 20290026 5/16 79 0.75 191 500 3.4 0.6 16 2000 13.8 0.20
G4826-08 20290027 13/32 10.3 0.91 23.0 500 3.4 1.0 25 2000 13.8 0.28
G4826-10 20290028 1/2 12.7 1.00 25.4 500 3.4 1.3 32 2000 13.8 0.33
G4826-12 20290029 5/8 159 113 28.6 350 2.4 20 50 1750 121 0.38
SAE J2064 | Air Conditioning
Recommended for R134a, Nylon All fittings compatible with the

‘ li

Meets or exceeds the performance
requirements of: SAE J2064, Type C
Class |

refrigerant blends and
compressor lubricants as a
suction line in air conditioning
systems for heavy-duty truck.

Chloroprene

Single-braid polyester

Black Chlorobutyl (CIIR)

-22°F to 257°F ((30°C to 125°C)

G4867 hose family are listed in
Section 8 (starting on page 263)
of the catalog.

Example: Galaxy® by Continental
ContiTech SAE J2064 Type C
Class 1 13/32" ID (10mm) 4826 -
Size 8

Descriptive #/ Max. Working Min. Bend Min. Burst

Product # SAP # Hose Size ID Hose OD Pressure Radius Pressure Weight
in mm in mm psi MPa in. mm psi MPa Ibs./ft.

G4867-14 20306586 3/4 19.0 113 28.6 350 24 6.3 160 1750 121 0.26

ContiTech



Hoses

-;‘ ’
Meets or exceeds the performance

requirements of: SAE J2064, Type C
Class 1

Recommended for R134a,
R1234yf and most refrigerant
blends and compressor lubricants
in automotive and heavy-duty
truck air conditioning systems
where significant reduction

in permeation and moisture
ingression is desired.

Nylon

Single-braid polyester

34

SAE J2064 | Air Conditioning

Black Chlorobuty! (CIIR)

-40°F to 275°F (-40°C to 135°C)

All fittings compatible with the
G4890 hose family are listed in
Section 8 (starting on page 276)
of the catalog.

Example: Galaxy® by Continental
ContiTech SAE J2064 Type C
Class | 5/16" ID (8mm) 4890 -

Size 6
Chloroprene

Descriptive #/ Max. Working Min. Bend Min. Burst
Product # SAP # Hose Size ID Hose OD Pressure Radius Pressure Weight

in. mm in. mm psi MPa in. mm psi MPa Ibs./ft.
G4890-06 20306246 5/16 7.9 0.56 14.7 500 3.4 1.0 25 2000 138 0.09
G4890-08 20306247 13/32 10.3 0.69 17.3 500 3.4 1.5 38 2000 13.8 0.12
G4890-10 20306248 1/2 12.7 0.75 19.4 500 3.4 25 63 2000 13.8 0.13
G4890-12 20306249 5/8 15.9 094 236 350 2.4 4.0 104 1750 121 0.20

S

Meets or exceeds the performance
requirements of: MIL-DTL-13444H Type |

Fuel and oil lines in military
vehicles and other military
applications.

Nitrile

Single fabric braid

Polychloroprene

TYPE I | Military Application

-65°F to 250°F (-53.89°C to

QPL-13444 Type | approved
for bulk hose. QPL-13444 Type
| approved for permanent UC
fittings with UCF2 Ferrules on
factory assembilies. Distributor-
made assemblies must seek

121.1°0) DSCC approval.
Descriptive #/ Max. Working Min. Bend Min. Burst
Product # SAP # Hose Size ID Hose OD Pressure Radius Pressure Weight
Military

in. Dash Size in. mm psi MPa in. mm psi MPa Ibs./ft.
MIL-H-13444-1-3 20472785 3/16 3 0.44 111 425 29 200 50.80 1700 117 .070
MIL-H-13444-1-4 20468052 1/4 4 0.50 127 300 20 2.25 5715 1250 86 .090
MIL-H-13444-1-5 20470472 5/16 5 0.56 143 275 1.9 275 69.85 1100 76 100
MIL-H-13444-1-6 20472786 3/8 6 0.63 15.9 250 1.7 3.00 76.20 1000 6.9 110
MIL-H-13444-1-8 20485914 112 8 0.78 19.8 200 1.4 375 9525 750 52 170
MIL-H-13444-1-10 20490906 5/8 10 0.97 256 175 1.2 475 120.65 700 4.8 220
MIL-H-13444-1-12 20493008 3/4 12 1.09 278 125 0.9 5.50 139.70 500 34 .260

ContiTech
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Hoses

Meets or exceeds the performance

Medium-pressure hydraulic oil and
fuel lines. Used in military vehicles
and other support equipment.

35

TYPE lll | Military Application

Textile braid and 1-wire steel
braid

QPL-13444 Type Il approved for
bulk hose. QPL-13444 Type llI

approved for permanent UC
fittings with UCF6 Ferrules on

Black impregnated textile braid

factory assembilies. Distributor-

requirements of: MIL-DTL-13444H Nitrile made assemblies must seek
Typelll -55°F to 300°F (-48.33°C to DSCC approval.
148.89°C)
Descriptive #/ Max. Working Min. Bend Min. Burst
Product # SAP # Hose Size ID Hose OD Pressure Radius Pressure Weight
Military

in. Dash Size in. mm psi MPa in. mm psi MPa  Ibs./ft.
MIL-H-13444-111-4 20474735 3/16 4 0.49 125 1500 10.3 0.75 19.05 6000 414  0.29
MIL-H-13444-111-5 20479489 1/4 5 0.55 141 1500 10.3 1.00 25.40 6000 414 0.28
MIL-H-13444-11-6 20476712 5/16 6 0.62 15.7 1000 6.8 1.25 31.75 4000 275 0.39
MIL-H-13444-111-8 20477294 13/32 8 0.74 18.7 17000 6.8 1.75 44.45 4000 275 0.47
MIL-H-13444-111-10 20488137 1/2 10 0.83 211 875 6.0 2.25 31.75 3500 241 0.47
MIL-H-13444-111-12 20494896 5/8 12 0.96 24.3 750 5.1 275 69.85 3000 207 032
MIL-H-13444-111-16 20524468 7/8 16 1.21 30.6 375 2.6 3.50 88.90 1500 10.3 0.44
MIL-H-13444-111-20 20597709 18 20 1.49 378 300 20 4.50 114.3 1250 86 0.50

Medium- and high-pressure
hydraulic systems.

2 braids of high-tensile steel wire

TYPE II, Class A | Military Application

Black polychloroprene

QPL-13531 approved for bulk

hose. QPL-13531 approved
for permanent UC fittings with
UCF2 Ferrules on factory hose

Meets or exceeds the performance Nitrile blies. Distrib d
requirements of: MIL-DTL-13531 assemblies. Distributormade
Type Il, Class A -65°F to 200°F (:563.89°C t0 93.33°C) assemblies must seek
DSCC approval.

Descriptive #/ Max. Working Min. Bend Min. Burst
Product # SAP # Hose Size ID Hose OD Pressure Radius Pressure Weight

3 Military . ) X )

in. Dash Size in. mm psi MPa in. mm psi MPa Ibs./ft.
M13531-B3A 20441525  3/16 3 0.63 15.9 5000 3447 40 101.6 20000 1379 0.26
M13531-B4A 20441526  1/4 4 0.69 17.5 5000 3447 40 101.6 20000 137.9 0.31
M13531-B5A 20441527 5/16 5 0.75 191 4250 2930 45 114.3 17000 117.2 0.33
M13531-B6A 20441528 3/8 6 0.84 214 4000 2757 5.0 127.0 16000 110.3 0.41
M13531-B8A 20441529 1/2 8 0.97 246 3500 2413 7.0 117.8 14000 96.5 0.50
M13531-B10A 20442170 5/8 10 1.09 27.8 2750 1896 85 2159 11000 75.8 0.59
M13531-B12A 20442171  3/4 12 1.25 318 2250 15.51 9.5 241.3 9000 621 0.72
M13531-B14A 20442172 7/8 14 1.38 34.9 2000 13.78 10.5 266.7 8000 55.2 0.81
M13531-B16A 20442173 1 16 1.56 39.7 2000 13.78 11.0 279.4 8000 55.2 1.01

ContiTech
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TYPE I, Class 1 | Military Application

. ! Low-pressure hose for flexible Nitrile Black polychloroprene
connections in air brake systems

")
[=)]
on automotive vehicles. c
2 textile braids -60°F to 200°F (-51°C to 93°C) =
Meets or exceeds the performance e
requirements of: MIL-DTL-39921
Descriptive #/ Max. Working . . Min. Burst
Product # SAP # Hose Size ID Hose OD Pressure Min. Bend Radius  pressure Weight
in. mm in. mm psi MPa in. mm psi MPa Ibs./ft.
7]
M3992-B0112 20024160 3/8 9.53 0.75 191 200 1.38 35 88.9 900 6.2 018 9
1
M3992-B0116 20568988 1/2 12.7 0.88 22.2 200 1.38 4.0 101.6 900 6.2 0.21 §
]
o
<
(%]
- - R c
Hydraulic Hose | Military Application qE;
2
=
High-pressure hydraulic systems Nitrile Black polychloroprene wl
requiring interoperability and
compatibility with associated
Pty ‘ 2 braids of high-tensile steel wire ~ -65°F to 160°F (54°C to 71°C)
components and equipment.
Meets or exceeds the performance
requirements of: MIL-DTL-8788
]
Descriptive #/ Max. Working Min. Bend Min. Burst =
Product # SAP # Hose Size ID Hose OD Pressure Radius Pressure Weight -g
[}
in. mm in. mm psi MPa in. mm psi MPa Ibs./ft. 3
<
M8788-4 20024593 0.22 5.6 0.625 15.88 3000 20.68 3.00 76.20 12000 82.8 0.27
M8788-5 20024596 0.28 7.1 0.703 17.86 3000 20.68 3.38 85.85 12000 82.8 0.32
M8788-6 20024600 0.34 8.7 0.766 19.46 3000 20.68 5.00 127.00 12000 828 0.37
M8788-8 20024604 0.44 111 0.859 21.82 3000 20.68 5.75 146.05 12000 82.8 0.44
M8788-10 20024613 0.56 14.3 1.031 2619 3000 20.68 6.50 16510 12000 82.8 0.57 8
c
M8788-12 20024616 0.69 17.5 1.219 30.96 3000 20.68 7.75 196.85 12000 82.8 0.76 g
[
M8788-16 20024619 0.88 222 1.500 3810 3000 20.68 9.63 244.60 12000 828 1.32 c
‘©
=
<
[=
L
L
8
©
L o
wn
£
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Hoses 37
This table is to be used as a guide in the selection of hose by maximum working pressure. The recommended maximum
working pressure should not be the only factor in hose selection. Final selection of the hose is further dependent on fluid
and ambient temperatures, concentration of the fluid, and intermittent or continuous exposure.
Dash Size
Pressure Family Hose
Range Part # Description 02 03 04 05 06 08 10 12
HoseID
1/4" 5/8" 3/4"
(6.4mm)  5/16" 3/8" 1/2"(12.7mm)  (15.9mm)  (19mm)
R5,UT: (7.9mm) @©5mm)  R5,UT,AC: R5,UT,AC:  R5,UT,AC:
/8" 3/16” 3/16" R5,UT:1/4" R5:5/16"  13/32" 1/2" 5/8"
GB3mm)  (4.8mm) @.8mm)  (6.4mm) Z9mm)  (10.3mm) (127mm) (159 mm)
Low Pressure SR6 SAE T00R6/EN 854 R6 500 400 400 400 400 350 300
HR6 SAE T00R6/EN 854 R6
(High Temp) 400 400 400 400 350 300
HR4 SAE 100R4 300
SR3 SAE T00R3/EN 854 R3 1250 1200 1125 17000 750
Low Pressure IG Insta-Grip™ 300
Push-On (Non-Conductive) 300 300 300 300 300 300
IGHT Insta-Grip™ HT 300
(High Temp) 300 300 300 300 300
IGTC Insta-Grip™ TC 300 300 300 300 300 300
FXG FLEXA-Grip™ Plus 400 400 400 400 400 400
Medium SRT1SN SAE T00R1TAT/1SN 3625 3260 3120 2615 2320 1890 1530
Pressure
Desert®  SAE 100R1TAT/1SN
DR1SN  (High Temp) 3270 2615 2320 1890 1530
SFS SAE T00R1AT
(Fire Suppression) 2750 2250 2000 1250
High SR2SN  SAE 100R2AT/2SN 6200 5800 4800 4000 3630 3120
Pressure
Desert®  SAE 1T00R2AT/2SN
DR2SN  (High Temp) 5800 4800 4000 3630 3120
XR16SC  SAE T00R16/EN 857 2SC 5800 5000 5000 4000 3500
LR2SN  Arctic® SAE
TO0R2AT/2SN (Low Temp) 5000 4800 4000 3630 3120
DR16SC  SAE T00R16/EN 857 2SC 5075 5000 5000 3500
SR16SC  SAE 100R16/EN 857 2SC 5800 5000 5000 4000 3500
ARC16SC  ARMORCOAT™ SAE
T00R16/EN 857 2SC
(Abrasion Cover) 5800 5000 5000 4000 3500
XCP3 SAE 1T00R17
(Constant Pressure) 3045 3045 3045 3045 3045
SCP3 SAE 100R17
e —— 3045 3045 3045 3045 3045
ACP3 ARMORCOAT™ SAE
100R17 (Abrasion Cover) 3045 3045 3045
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Continued

Dash Size
Pressure Family Hose
Range Part # Description 14 16 20 24 32 40 48 56 64
HoseID
7/8" 19"
@22mm) 1" (31.8mm) 178 2"
UT, AC: (25.4mm)  R5,UT: (38.1 mm) (50.8 mm)
3/4" R5,UT:7/8" 114" R5: 134" R5: 136" 214" 3" 32" 4"
19mm) (222mm) (28.6mm) (35mm) (46mm) (63.5mm) (76.2mm) (89 mm) (101.6mm)
Low SR6 SAE T00R6/EN 854 R6
Pressure
HR6 SAE 100R6/EN 854 R6
(High Temp)
HR4 SAE 100R4 250 200 150 100 62 56 45 35
SR3 SAE T00R3/EN 854 R3 565 377 58
Low IG Insta-Grip™ 300
Pressure (Non-Conductive) 300
Push-On
IGHT Insta-Grip™ HT 300
(High Temp)
IGTC Insta-Grip™ TC
FXG FLEXA-Grip™ 400
Medium SRT1SN  SAE T00R1AT/1SN 1280 920 730 580
Pressure
DR1SN  SAE T00R1AT/1SN
(High Temp) 1280 920 730 580
SFS SAE T00RTAT
(Fire Suppression) 17000
High SR2SN  SAE 100R2AT/2SN 2400 1820 1310 1160
Pressure
Desert®  SAE T00R2AT/2SN
DR2SN  (High Temp) 2400
XR16SC  SAE T00R16/EN 857 2SC 2700
LR2SN  Arctic® SAE
T00R2AT/25N (Low Temp) 2400 1820 1160
DR16SC SAE 100R16/EN 857 2SC 2700
SR16SC  SAE T00R16/EN 857 2SC 2700 1813
ARC165C ARMORCOAT™ SAE
100R16/EN 857 2SC
(Abrasion Cover) 2700
XCP3 SAE 100R17
(Constant Pressure) 3045
SCP3 (Constant Pressure) 3045
ACP3 ARMORCOAT™ SAE

100R17 (Abrasion Cover)
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Hoses 39
Continued
Dash Size
Pressure Family Hose
Range Part # Description 02 03 04 05 06 08 10 12
Hose D
1/4" 1/2" 5/8" 3/4"
(6.4mm) 5/16" 3/8" (12.7 mm) (15.9mm) (19 mm)
R5,UT: (7.9 mm) 95mm)  R5,UT,AC: R5,UT,AC:  R5,UT,AC:
/8" 3/16" 3/16" R5,UT:1/4" R5:5/16"  13/32" 12" 5/8"
G3mm)  (4.8mm) 4.8mm)  (6.4mm) (Z9mm)  (10.3mm) (127mm)  (15.9mm)
Very High XCP4 SAE T00R19/ISO 11237 4000 4000 4000 4000 4000
e SR12  SAE 100R12/EN 856 R12 4100 4100 4100 4100
ARC12  ARMORCOAT™ SAE
T00R12/EN 856 R12
(Abrasion Cover) 4100 4100 4100 4100
SR13 SAE T00R13/EN 856 R13 5100
ARC13  ARMORCOAT™ SAE
T00R13/EN 856 R13
(Abrasion Cover) 5100
SR15 SAE 100R15 6100 6100
ARC15  ARMORCOAT™
SAE 100R15
(Abrasion Cover) 6100 6100
S4SP EN 856 4SP 6455 6020 5075 5510
S4SH EN 856 4SH 6090
Thermoplastic SR7 SAE 100R7/EN 855 R7 2500 3000 3000 2500 2250 2000 1250
TR7 SAE T00R7 (Twin-Line) 3000 3000 2500 2250 2000
NR7 SAE 100R7
(Non-Conductive) 2500 3000 2750 2500 2250 2250 1250
BR7 SAE 100R7 (Twin-Line,
Non-Conductive) 2750 2500 2250 2250
SR8 SAE T00R8/EN 855 R8 5000 5000 4000 3500
TR8 SAE 100R8 (Twin-Line) 4000 3500
NR8 SAE 100R8
(Non-Conductive) 5000 4000 3500
SR18 SAE 100R18 3000 3000 3000 3000
Special NSFX SAFLEX®
Application (Non-conductive) 2750 2250 2000
SHR Prospector™ SHR
(Slim-Hole Rotary)
BOP Prospector™ BOP 3000/ 3000/ 3000/
(Blow Out Preventor) 5000 5000 5000
SGUN Grease Gun Hose 3000
SHJ Jack Hose 10000 10000

Hot Oiler Prospector (Hot Oiler)
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Continued

Dash Size
Pressure Family Hose
Range Part # Description 14 16 20 24 32 40 48 56 64
HoseID
7/8" 14"
@22mm) 1" (31.8mm) 17" 2"
UT, AC: (25.4mm)  R5,UT: (38.1 mm) (50.8 mm)
3/4" R5,UT:7/8" 16" R5: 134" R5:1%4"  2V2" 3" 312" 4"
19mm) (22.2mm) (28.6mm) (35mm) (46mm) (63.5mm) (76.2mm) (89 mm) (101.6mm)
Very High SR12 SAE T00R12/EN 856 R12 4100 3050 2550 2550
Pressure
ARC12  ARMORCOAT™ SAE
100R12/EN 856 R12
(Abrasion Cover) 4100 3050 2550 2550
SR13 SAE T00R13/EN 856 R13 5100 5100 5100 5100
ARC13  ARMORCOAT™ SAE
T700R13/EN 856 R13
(Abrasion Cover) 5100 5100 5100 5100
SR15 SAE 100R15 6100 6100 6100
ARC15  ARMORCOAT™
SAE 100R15
(Abrasion Cover) 6100
S4SP EN 856 4SP 4640
S4SH EN 856 4SH 5510 5080 4205 3650
Thermoplastic SR7 SAE T00R7/EN 855 R7 1000
TR7 SAE T00R7 (Twin-Line)
NR7 SAE 100R7
(Non-Conductive) 17000
BR7 SAE 1T00R7 (Twin-Line,
Non-Conductive)
SR8 SAE T00R8/EN 855 R8
TR8 SAE T00R8 (Twin-Line)
NR8 SAE 100R8
(Non-Conductive)
SR18 SAE 100R18
Special NSFX SAFLEX®
Application (Non-conductive)
5100/
SHR Prospector™ SHR 3650/
(Slim-Hole Rotary) 5100 5100 5100 3000 2400
BOP Prospector™ BOP 3000/
(Blow Out Preventor) 5000 5000 5000 5000
SGUN Grease Gun Hose
SHJ Jack Hose
Hot Oiler Prospector™ (Hot Oiler) 2500
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Hoses 41
Continued
Dash Size
Pressure Family Hose
Range Part # Description 02 03 04 05 06 08 10 12
Hose D
1/4" 1/2" 5/8" 3/4"
(6.4mm)  5/16" 3/8" (12.7 mm) 15.9mm)  (19mm)
R5,UT: (7.9mm) (9.5mm)  R5,UT,AC: R5,UT,AC:  R5,UT,AC:
/8" 3/16" 3/16" R5,UT:1/4" R5:5/16"  13/32" 12" 5/8"
G3mm) @.8mm) 48mm) (6.4mm) Z9mm)  (10.3mm) (127mm)  (15.9mm)
Fleet SRT14A SAE T00RT14A 3000 3000 2500 2250 1500 1200 1100
Application
SR5 SAE T00R5 3000 3000 2250 2000 1750 1500
DR5 Desert® SAE T00R5
(High Temp) 3000 3000 2250 2000 1750 1500
SCX5 SAE 1T00R5
(Rubber Covered) 3000 2250 2000 1750 1500
Desert® DUT  Universal Truck 2000 1500 1500 1250 1000 750
Air G4826 Air Conditioning
Conditioning SAE J2064
Type C Class I 500 500 500 350
G4867 Air Conditioning
SAE J2064
Type C Class Il
G4890 Air Conditioning
SAE J2064
Type C Class | 500 500 500 350
Military MIL-H-13444-1  MIL-DTL-13444H
Application Type | 425 300 275 250 200 175 125
MIL-H-13444 I MIL-DTL-13444H
Type Nl 1500 1500 1000 1000 875 750
M13531-BA MIL-DTL-13531
Type ll, Class A 5000 5000 4250 4000 3500 2750 2250
MIL-3992 MIL-DTL-39921
Type |, Class 1 200 200
M8788 MIL-DTL-8788 3000 3000 3000 3000 3000 3000
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Continued

Dash Size
Pressure Family Hose
Range Part # Description 14 16 20 24 32 40 48 56 64
Hose ID
7/8" 14"
222mm) 1" (31.8mm) 17" 2" .
UT, AC: (25.4mm)  R5,UT: (38.1 mm) (50.8 mm) 4
34" R5,UT: 7/8" 114" R5:134"  R5:1%4" 22" 3" 3" 016
(19mm)  (22.2mm) (286mm) (5mm)  (A6mm) (635mm) (Z6.2mm) (89mm) ™M
Fleet
Application SR14A SAE T00R14A 900
SR5 SAE T00R5 800 625 500 350
DR5 Desert® SAE
T00R5 (High
SCX5 SAE 100R5
(Rubber Covered) 800 625
Desert® DUT  Universal Truck 400 300
Air G4826 Air Conditioning
Conditioning SAE J2064
Type C Class |l
G4867 Air Conditioning
SAE J2064
Type C Class |l 350
G4890 Air Conditioning
SAE J2064
Type C Class |
Military MILH-13444-1  MIL-DTL-13444H
Application Typel
MILH-13444 1 MIL-DTL-13444H
Type NI 375 300
M13531-BA MIL-DTL-13531
Type ll, Class A 2000 2000
MIL-3992 MIL-DTL-39921
Type |, Class 1
M8788 MIL-DTL-8788 3000
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Hoses 43
MeetsFlame Meets
. Resistance  Higher Higher Low  Abrasion Twin- Non- SAE
Family Hose USMSHA ~ DIN/EN ~ USCG ABS Temp Temp Cover  Line Conductive Fire 1402/
Part # Description Designation Pressure Approved Approved Hose Hose Hose Hose Hose Tested DOT
SR1SN SAE T00R1AT/1SN
Desert®
DR1SN SAE T00R1AT/1SN <1 <1
SAE T00R1AT/1SN
SFS (Fire Suppression)
SR2SN SAE T00R2AT/2SN
Arctic®
LR2SN SAE T00R2AT/2SN
SAE 100R16-EN
DR16SC 85725C
Desert®
DR2SN SAE T00R2AT/2SN
SAE T00R3/EN
SR3 854 R3
HR4 SAE 100R4
SR5 SAE T00R5
Desert® DR5  SAE 100R5
SAE 100R5
Working Pressure
SCX5 (Rubber Covered)
Desert® SAE J1402 A1
DUT (Universal Truck)
SAE T00R6/
SR6 EN 854 R6
SAE 100R6/
HR6 EN 854 R6
SAE 1T00R7/
SR7 EN 855 R7
SAE 100R7
NR7 (Non-Conductive)
SAFLEX®
NSFX (Non-Conductive)
SAE 100R7
TR7 (Twin-Line)
SAE 100R7
(Twin-Line,
BR7 Non-Conductive)
SAE T00R8/
SR8 EN 855 R8
SAE 100R8
NR8 (Non-Conductive)
SAE 100R8
TR8 (Twin-Line)
EN 856 4SH/
S4SH DIN 20023 4SH Pending
EN 856 4SP/
S4SpP DIN 20023 4SP Pending
SAE 1T00R19/
XCP4 ISO 11237 Pending Pending
SAE T00R12/
SR12 EN 856 R12 Pending

USCG - Hose and hose assemblies meet requirements of SAE J1492. Hose fittings meet requirements of SAE J1475

ContiTech
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Continued
MeetsFlame Meets
. Resistance  Higher Higher Low  Abrasion Twin- Non- SAE
Family Hose USMSHA DIN/EN  USCG ABS Temp Temp Cover Line Conductive Fire 402/
Part # Description Designation Pressure Approved Approved Hose Hose Hose Hose Hose Tested DOT
ARMORCOAT™  SAE 100R12/
ARC12 EN 856 R12
SAE 100R13/
SR13 EN 856 R13 Pending
ARMORCOAT™  SAE 100R13/
ARC13 EN 856 R13
SR14A SAE T00R14A
SR15 SAE T00R15 Pending
ARMORCOAT™
ARC15 SAE 100R15
SAE 100R16/
SR165C 857 2SC
Desert® SAE 100R16/
XR16SC 857 2SC
ARMORCOAT™  SAE 100R16/
ARC165C 857 2SC
SCP3 SAE 100R17
ARMORCOAT™
ACP3 SAE 100R17
XCP3 SAE 100R17
SR18 SAE 100R18
Prospector™ SHR
SHR (Slim-Hole Rotary)
Prospector™ BOP
(Blow-Out
BOP Preventor)
SGUN Grease Gun Hose
SHJ Jack Hose
Insta-Grip™ 300
IG (Push-On)
Insta-Grip™ HT
300 (Push-On,
IGHT High Temp)
Insta-Grip™ TC
(Push-On, Textile
IGTC Cover)
FLEXA-Grip™
FXG (Push-On)
MILDTL-13444H
MIL-H-13444-1  TypelMilitary)
MILDTL-13444H
MIL-H-13444-111 Type Il (Military)
MILDTL-13531
Type ll, Class A
M13531-BA (Military)
MIL-DTL:39921
Typel, Class 1
MIL-3992 (Military)
MIL-DTL-8788
M8788 (Military)
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“ SR14A (SAE 100R14A)

o

I3 LR2SN (SAE 100R2AT/25N)

Desert® DR5 (SAE 1T00R5 DOT FMVSS 106 All)*+
Desert® DUT (Universal Truck)

IGHT (Insta-Grip™ HT 300)

Desert® DR1SN (SAE 100R1AT/1SN)

Desert® DR2SN (SAE 1T00R2AT/2SN)

Desert® DR16SC (SAE 100R16/EN 857 25C)

HR4 (SAE 100R4)
HR6 (SAE 100R6/EN 854 R6)

SR12 (SAE 100R12/EN 856 R12)

ARC12 (ARMORCOAT™ SAE 100R12/EN 856 R12)
SR13 (SAE 100R13/EN 856 R13)

ARC13 (ARMORCOAT™ SAE 100R13/EN 856 R13)
SR15 (SAE 100R15)

ARC15 (ARMORCOAT™ SAE 100R15)

SHR (Prospector™ Slim-Hole Rotary Hose)
Prospector™ BOP 5000

SFS (SAE 100R1AT Fire Suppression)
SR1SN (SAE 100R1AT/1SN)

SR2SN (SAE 100R2AT/2SN)
SR3 (SAE 100R3/EN 854 R3)

SR5 (SAE 100R5 DOT FMVSS 106 All)
SR6 (SAE 100R6/EN 854 R6)
NSFX (SAFLEX® Non-Conductive)

S4SH (EN 856 4SH/DIN 20023 4SH)
S4SP (EN 856 4SP/DIN 20023 4SP)

SR16SC (SAE 100R16/EN 857 2SC)
XR16SC (SAE/EN857 2SC)

ARC16SC (ARMORCOAT™ SAE 100R16/EN 857 2SC)
SCP3 (SAE 100R17)

XCP3 (SAE 100R17 Constant Pressure)
ACP3 (ARMORCOAT™ SAE 100R17)
XCP4 (SAE 100R19/1S011237)

SGUN (Grease Gun Hose)

SHJ (Jack Hose)

Prospector™ BOP 3000

SCX5

SR7 (SAE 100R7/EN 855 R7)

TR7 (SAE 100R7 Twin-Line)

SR8 (SAE 100R8/EN 858 R8)

TR8 (SAE 100R8 Twin-Line)

NR8 (SAE 100R8 Non-Conductive)
IGTC (Insta-Grip™ TC)

FXG (FLEXA-Grip™)

NR7 (SAE 100R7 Non-Conductive)
BR7 (SAE 100R7 Twin-Line, Non-Conductive)
SR18 (SAE 100R18)

o

1G (Insta-Grip™ 300)

M MIL-13444-|
MiL-8788 N MIL13444-111
MIL-13531
MIL-3992

*Intermittent Service

ContiTech

**Hot Oil/Hydraulic Application
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Temperature
500°F (260°C)

302°F (150°C)

275°F (135°C)

250°F (121°C)

212°F (100°C)

200°F (93°C)
190°F (88°C)

160°F (71°C)

0°F (-18°C)

-40°F (-40°C)

-58°F (-50°C)
-65°F (-54°C)

-100°F (-73°C)



Hoses 46

Protective Sleeving

Extends hose life by protecting Abrasion resistant Polyamide 6 (nylon)
hose covers from abrasion MSHA approved 3
typically found in industries Good resistance to sun, Black £
)
such as agricultural, logging, atmospheric agents and aging E
construction and mining.
Protective sleeving can also Continuous 100" rolls
_ - -40°F to 340°F (-40°Cto 171.1°0)
be useful in bundling hose
assemblies, making it easier to
handle multiple hoses.
Descriptive # Product # SAP # ID Flat Width Weight g
in. in. Ibs./ft. o
n
GTEXS20 60200-0020 20243598 0.79 1.34 .02 8
(%]
GTEXS25 60200-0025 20243599 0.98 1.65 .03 ;
GTEXS27 60200-0027 20243600 1.06 177 .03 E
GTEXS31 60200-0031 20243601 1.22 2.05 .04 E
GTEXS36 60200-0036 20243602 1.42 2.24 .04 u?f
GTEXS40 60200-0040 20243603 1.57 2.60 .05
GTEXS44 60200-0044 20243604 173 2.83 .06
GTEXS55 60200-0055 20243605 217 3.50 .07
(7]
9
)
. £
Protective Wrap &
<
Extends hose life by offering Can be installed without Cellulose acetate (thermoplastic)
resistance to kinking and cover disconnecting hose
abrasion. The protective wrap Can be overlapped for greater Black
may also be used for the bundling protection
of hose lines for easier handling. Lightweight
Continuous 66' rolls 8
c
-30°F to 185°F (:34°Cto 85°C) g
2
Descriptive # Product # SAP # ID Flat Width Weight -%
] . =
in. in. Ibs./ft. <
HWRAP-12 60210-0012 20243592 0.50 .07 .05 5
L
HWRAP-16 60210-0016 20243593 0.63 .07 .06 2
]
HWRAP-19 60210-0019 20243594 0.75 .09 .08 E
HWRAP-25 60210-0025 20243595 1.00 .09 12
HWRAP-35 60210-0035 20243596 1.38 .09 a7
HWRAP-47 60210-0047 20243597 1.85 15 .28

*Extruded spiral will have +/- 4% variation in thickness and weight

Appendix
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Hose Routing Clamps

Used for support for long hose
lengths. Also aids proper hose
routing where abrasion or
heat exists.

Steel with 1/32" thick black vinyl

cushion

Descriptive # Product # SAP # Clamping Diameter Bolt Hole
in. in.

HRC-0413 60300-0413 20539632 3/16 1/4
HRC-0509 60300-0509 20539633 1/4 9/32
HRC-0709 60300-0709 20431807 3/8 9/32
HRC-0809 60300-0809 20431808 7/16 9/32
HRC-0913 60300-0913 20431809 1/2 13/32
HRC-1013 60300-1013 20431810 9/16 13/32
HRC-1113 60300-1113 20431811 5/8 13/32
HRC-1213 60300-1213 20431812 11/16 13/32
HRC-1313 60300-1313 20431813 3/4 13/32
HRC-1413 60300-1413 20431814 13/16 13/32
HRC-1513 60300-1513 20431815 7/8 13/32
HRC-1613 60300-1613 20431816 15/16 13/32
HRC-1713 60300-1713 20431817 1 13/32
HRC-1813 60300-1813 20431818 1% 13/32
HRC-1913 60300-1913 20431819 1% 13/32
HRC-2017 60300-2017 20431820 13/16 17/32
HRC-2117 60300-2117 20431821 14 17/32
HRC-2317 60300-2317 20431822 134 17/32
HRC-2517 60300-2517 20431823 1z 17/32
HRC-2617 60300-2617 20431824 1946 17/32
HRC-2917 60300-2917 20431825 1% 17/32
HRC-3117 60300-3117 20431826 178 17/32
HRC-3217 60300-3217 20431827 1156 17/32
HRC-3317 60300-3317 20431828 2 17/32
HRC-3417 60300-3417 20431829 25/32 17/32
HRC-3817 60300-3817 20431830 221/3 17/32

ContiTech
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Fittings Section 1 49

Example: BIZ - JCFX45 - 06|08
’ ! ’ ¢

First 2 characters Next 2-7 characters Next 2 characters Last 2 characters
All hoses except SAE
B2 Refer to the next page for 02
. ) 100R5, SCX5, DUT
S4 detailed information. 03
) ) e and Galaxy Hose
S6 Ultra-Crimp™ 1-piece fitting . 04
" 02 =1/8"(3.2 mm)
SG For AC and GC fittings, see 05
. ) 03 =3/16"(4.8 mm)
Fittings Section 9. 06 .
17 04 =1/4"(6.4 mm) 08 See “Thread
8 Thermoplastic 1-piece fitting 05 =5/16" (7.9 mm) 10 Reference
06 =3/8"(9.5 mm) 12 Chart" on
08=1/2"(12.7 299-300
FG = Field-Grip™ 1-piece reattachable fitting / . ( mm) 14 pages ]
) . 10 =5/8"(15.9 mm) for crossing
UT = DUT Hose 1-piece reattachable fitting 15 )
12 =3/4"(19 mm) 16 over dash size
o ) o 16 =1"(25.4 mm) to thread sizes.
uc Uni-Crimp™ Stem (2-piece fitting) B 18
20=1%"(31.8 mm) 20
o ) ) 24 =112" (381 mm) 25
DG Dual-Grip Stem (2-}p|}ece internal 32 = 2" (50.8 mm)
and external skive fitting) 24
40 =2V2"(63.5 mm)
26
PB = Push-On Brass (1-piece fitting) 28
) o SAE 100R5, DUT and
SF = SAFLEX® (1-piece fitting) 30
) . Galaxy® Hose
GG = Grease Gun (1-piece fitting) . 32
) - : : . 04 =3/16"(4.8 mm)
AC = Air Conditioning (1-piece crimp fitting) 05 = 1/4" (6.4 mm) 33
GC = Cool Clip® (air conditioning clip fitting) - ) 36
P g clipIing 06 = 5/16" (79 mm) s
08=13/32"(10.3 mm) 4
10=1/2"(12.7 mm) 45
12 =5/8"(159 mm)
52

14 = 3/4" (191 mm)
16 =7/8"(22.2 mm)
20 =1V6"(28.6 mm)
24 = 134" (35 mm)

32 =113%6" (46 mm)

Selection of the proper fittings for the application is essential to the proper operation and safe use of the hose and related equipment. Inadequate

attention to the selection of the hose fitting for the application can result in hose leakage, bursting or other failures, which can cause serious bodily

injury or property damage from spraying fluids or flying projectiles. Some of the factors involved in the selection of the proper hose ends are:
Fluid Compatibility Pressure Temperature Installation Design Hose Size Corrosion Requirements

If there are any questions as to what fitting should be used, Continental ContiTech recommends that you consult the Continental ContiTech

Hydraulics Application Group for assistance.

Continental ContiTech Perma-Crimp™ hose, fittings and crimping equipment work together to provide an efficient and reliable hose connection.
Continental ContiTech hose and fittings are part of an engineered system and are to be assembled in accordance with Continental ContiTech
specifications. Using non-Continental ContiTech components may produce an assembly that does not meet rated performance. Continental
ContiTech DOES NOT WARRANT, EXPRESSLY OR BY IMPLICATION, HOSE ASSEMBLIES THAT DO NOT INCORPORATE Continental ContiTech
PERMA-CRIMP™ HOSE AND FITTINGS, OR ARE NOT CRIMPED in ACCORDANCE WITH Continental ContiTech's PROCESS SPECIFICATIONS.
Buyers may elect to attach additional or non-standard parts or equipment, or to use different manufacturing specifications, as necessary to meet
the requirements of the buyer or customer’s application. In such cases, the buyer has sole responsibility to qualify the hose for these applications
as necessary to ensure performance capability.

For guidance in the assembly of Continental ContiTech Perma-Crimp™ hose and couplings, please refer to the Continental ContiTech Crimp
Specifications Manual. Information in this catalog is believed to be accurate, but is not warranted, and is subject to change without prior notice.
For the most current available product information, check

ContiTech



Fittings Section 1 50
Hydraulic Fitting Nomenclature Hydraulic Fitting Nomenclature
Thread Thread Description Gender Swivel Elbow Thread Thread Description Gender Swivel Elbow
JC  FX Female  Swivel OF FX Female  Swivel
JC FX45 Female  Swivel 45° Elbow OF FX45 Female  Swivel 45° Elbow
JC FX90 Female  Swivel 90° Elbow OF FX90 Female  Swivel 90° Elbow
JIC 37° Flare (SAE J514) 90° Elbow (Long O-Ring Face Seal 90° Elbow (Long
JC FX90L Female  Swivel  Drop-Tube) OF FxgoL CAEJMS3ORSIORFS  pomge  swivel  DropTube)
90° Elbow (Short 90° Elbow (Short
JC  FX90S Female  Swivel Drop-Tube) OF  FX90S Female  Swivel Drop-Tube)
JC M Male OF M Male
SF FX Female  Swivel OB M 0-Ring Boss Straight Male
SF - FX45 Female  Swivel 45° Elbow 0B MX Thread (SAE J514) Male Swivel
SF - FX90 Female  Swivel 90° Elbow OB MX90B Male Swivel 90° Elbow (Black)
SAE 45° J512 Flare 90° Elbow (Long FL
SF FX90L Female  Swivel Drop-Tube) L 225t
90° Elbow (Short - il
SF FX90S Female  Swivel Drop-Tube) FL 30 30° Elbow
SF M Male FL 45 Code 61 Flange 45° Elbow
S F Female FL 60 (SAE J518) 60° Elbow
Sl M Male FL 67 67° Elbow
S MX SAE 45° Inverted Flare Male Swivel FL 90 90° Elbow
S| MX45 Male Swivel 45° Elbow FL 110 110° Elbow
S| MX90 Male Swivel 90° Elbow FL 135 135° Elbow
NP F Female FL 90EOC  Engine Oil Connection 90° Elbow
NP FX Female ~ Swivel FH
NP M Male FH 22 22.5° Elbow
NPTF
NP M90 Male 90° Elbow FH 30 30° Elbow
- Code 62 Flange .
NP MX Male Swivel FH 45 (SAE J518) 45° Elbow
NP MX90B Male Swivel 90° Elbow (Block) FH 60 60° Elbow
NP MAPI NPTF - Oil Field Connection  Male FH 67 67° Elbow
HM Hose Mender FH 90 90° Elbow
NS FX NPSM Female Swivel Hydraulic Fitting Nomenclature (Continued on next page)
SAE J514 Flareless
FT. M Tube Fittings Male
GT F Grease Tap Female
SP
Standpipe
SP 45 45° Elbow

ContiTech
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Hydraulic Fitting Nomenclature (Continued)

Thread Thread Description Gender Swivel Elbow

ER
m CF 22 22.5° Elbow
= [ Example: UCF3 - 08
= CF 30 30° Elbow
% CF 45 Caterpillar® Flange 45° Elbow \|, \l/

CF 60 60° Elbow

CF 67 67° Elbow

e 2l Ul First 4 characters of Last 2 characters of

KF Part Number Part Number
m KF 45 Komatsu® Flange 45° Elbow
.g KF 90 90° Elbow UCF1 03 = 3/153" (4.8 mm)
5 _— - UCF2 04 =1/4" (6.4 mm)
3 — UCF3 05 =5/16" (7.9 mm)
(1] BP FX45 Female Swivel  45° Elbow - "
3 " BSPP(British Standard Pipe Paralle) UCF4 06=3/8"(9.5 mm)
@  BP FX90 Female Swivel ~ 90° Elbow UCF5 08=1/2"(12.7 mm)
E BP M Male UCF6 10 =5/8"(15.9 mm)
g BT M BSPT (British Standard Pipe Tapered)  Male UCr7 12 =3/4"(19 mm)
0 PR AT Geerel ) » UCF8 16 =1"(25.4 mm)
g. BF FX at Seat (British Standard Pipe) ~ Female ~ Swivel UCF9 20=1%"(31.8 mm)
2 DL FX Female  Swivel UCF10 24 =1v2"(38.1 mm)

DL FX45 . Female Swivel  45°Elbow UCF1 32=2"(50.8 mm)

e DN Lignt 40 = 2v2' (635 mm)

DL FX90 Female  Swivel 90° Elbow '

m Vil DGF1 Dual-Grip™ Ferrules,

ae DGF2  to be used only with

DH FX Female  Swivel Dual-Grip™ Stems.

DH FX45 Female  Swivel 45° Elbow

— DIN 24° Heavy

DH FX90 Female  Swivel 90° Elbow

DH M Male

DN FX45 Female  Swivel  45°Elbow

— DING60°

DN FX90 Female  Swivel 90° Elbow

KM FX Female  Swivel

Japanese Komatsu® 30° Flare with - .

KM FX45 Metric Threads Female  Swivel 45° Elbow

KM FX90 Female  Swivel  90° Elbow

JS FX JIS 30° (Parallel Pipe Threads) Female  Swivel

PTT FX PTT 30° (for DUT Hose) Female  Swivel

9JUBUIIUIRIA B UOIIE||EISU|
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Fittings Section 1 52

Continental ContiTech Brand Quick-Find™ hydraulic hose and fitting catalog makes Perma-Crimp™ fitting
selection very easy with a 5-step process.

The first step in choosing the correct fitting is selecting the hose type. The fitting catalog and product line are
broken up into 11 sections. The 11 sections are based on hose type.

Hose Family

Section 1 Section2 Section3 Section4 Section5 Section6 Section6A Section7 Section8 Section9

SR1SN SR7 SR12 SR13 SR3 SR5 DUT NSFX G4826 Ferrules
DR1SN TR7 ARC12 ARC13 HR4 DR5 SHR G4867
SFS NR7 SR15 SR6 SCX5 Hot Oiler G4890
SR2SN BR7 ARC15 HR6 SGUN

DR2SN SR8 S4SP SRT4A SHJ

LR2SN TR8 S4SH IG

SR165C NR8 IGHT

ARC165C SR18 IGTC

DR16SC FXG

XR16S5C

SCP3

ACP3

XCP3

XCP4

Once the hose type has been identified, go to the correct section (Sections 1 to 9) and view the available fittings for that particular hose.
Within the content of each section there is a table for each fitting. There is a Fitting Description at the top of each table which consists of the
following elements:

JIC 37° Flare (SAE J514) Female 45° Elbow Swivel
Thread Description Gender Elbow Swivel or Non-swivel

Reference Thread Descriptions under Fitting Nomenclature at the beginning of this section. The other attributes of the Fitting Description, including
Gender, Elbow and Swivel/Non-swivel, will be found in the fitting table.

Choose the correct fitting selected in Step 2 based on the Hose ID and Thread Size. In some cases, a fitting may be available in several thread sizes.
As an example, a JIC 37° Flare (SAE J514) Female Swivel is available for a Hose ID of 3/8" and thread sizes 9/16-18 and 3/4-16.

With the desired fitting identified by Hose ID and Thread Size in Step 3, confirm the fitting is compatible for a particular Hose Type by reading to the
right of the product table. A “Y" indicates the fitting is an Ultra-Crimp™ 1-piece fitting and compatible with the hose. A part number would indicate the
fitting is a 2-piece fitting, either Uni-Crimp™ or Dual-Grip™ requiring a ferrule. The ferrule part number is required to make an assembly. A blank in the
compatibility chart would indicate a fitting is not compatible with a particular hose.

The fitting part number can now be noted. The part number is found on the left side of the chart. If a ferrule is required, that part number is found
on the right side of the chart under hose compatibility (Step 4).

ContiTech
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The Continental ContiTech Perma-Crimp™ fitting can be described through its functional part number.

Example: B|2 - JCFj(45 - 06|08
v v

-
-
[=4
=]

(=]
[

Ultra-Crimp™ Fitting JC=JIC 37° Flare (SAE J514) 06 = Hose Dash Size
(See Fitting Family F = Female 08 = Fitting Dash Size

a Prefix Below) X =Swivel
= 45 = 45° elbow
3
[
3
~
g
g Fitting Family Prefix 1D
o
8 B2, 54,56, SG Ultra-Crimp™ 1-piece fitting
7))
g, T7. 78 1-piece fitting for thermoplastic hose
o
@ FG Field-Grip™ 1-piece reattachable fitting

uT DUT Hose 1-piece reattachable fitting

uc Uni-Crimp™ Stem (2-piece fitting)

DG Dual-Grip™ Stem (2-piece internal and external skive fitting)
> PB Push-On Brass (1-piece fitting)
(1))
é SF SAFLEX® (1-piece fitting)
g GG Grease Gun (1-piece fitting)
o
« AC Air Conditioning (1-piece crimp fitting)

GC Cool Clip® (air conditioning clip fitting)

For the additional breakdown of part number attributes, see Fitting Nomenclature at the beginning of this section.

Within the product tables, you will find the fitting dimensions or attributes.

Hose ID - The compatible hose ID.

Tube ID - The tube’s outside diameter.

Thread Size - The thread size or sizes available for a particular fitting dash size.

Hex Size - The wrench size for one or both nuts on the fitting.

Drop - The drop or “D” dimension describes the length of the elbow.

Cut-Off - The “C" dimension is the amount of hose to be cut for a correct assembly length.
Length - The “L" dimension is the overall length of the fitting.

9JUBUIIUIRIA B UONE|[RISU|

Tables will also indicate whether the fitting is a skive or non-skive type, or whether the fitting is an Ultra-Crimp™, indicated with a “Y" and
the correct hose compatibility. In some cases, the fitting might be a Ultra-Crimp™, or two-piece fitting, requiring a ferrule. The ferrule will
be denoted for each type of hose applicable.

Continental ContiTech Brand Quick-Find™ catalog is easy to use, with 5 steps in selecting a Perma-Crimp™ fitting. Knowing the hose
type and thread style will lead you to the desired part number.

Xipuaddy
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This section lists ALL fittings that are compatible with the following hoses:

()]
O
Hose Family Hose Description £
=
('
SFS Fire Suppression
SR1SN SAE T00RTAT/1SN
DR1SN SAE T00RTAT/1SN (Desert®)
SCP3 Constant Pressure 3000 SAE 100R17
ACP3 SAE 100R17 (Armorcoat) 3
XCP3 Constant Pressure 3000 SAE 100R17, Extended Life §
"]
XCP4 SAE T00R19 /ISO 11237 (Extended Life) ]
(9]
SR2SN SAE 100R2AT/2SN é
DR2SN SAE 100R2AT/2SN (Desert®) ‘qt':;
LR2SN SAE T00R2AT/2SN (Low Temp) E
SR16SC SAE T00R16/EN 857 2SC u?f
DR16SC SAE 100R16/EN 857 2SC (Desert®)
XR16SC SAE T00R16/EN 857 2SC (Extended Life)
ARC16SC SAE T00R16/EN 857 2SC (Abrasion Cover)
(7]
9
Fitting Type =
£
o
wn
wn
; a = <
-
™ S=Skive
R == NS=Non-Skive
DG=Dual-Grip™
SR16SC, ]
SR1SN,  SR2SN,  XR16SC  SCP3, c
Hose Thread Hex-1 .~ Hex2 Cut-Off Length Skive DRISN, DR2SN, ARC16SC, XCP3, 2
Descriptive#  Product#  SAP# SizelD size(A) WrenchSize ..o Lsize (© w Type SFS LR2SN DR16SC  ACP3 g
o
in. mm in. mm  in. mm in. mm in. mm g
Ultra-Crimp, PN1 36400-0304 20557173 3/16 48 7/1620 9/16 14  1/2 12 071 181 193 490 S UCF1-03  UCF2-03 Y Y <
Ultra-Crimp, PN2 14400-0403 20289599 1/4 64 3/824 9/16 14 12 12 078 198 205 520 NS Y Y Y Y 5
Uni-Crimp ®
Uni-Crimp, PN3 14400-0404 20293262 1/4 64 7/1620 5/8 16 9/16 14 077 196 209 531 NS ,FerrulePN ¥ Q Y =
I l -
L H £
Choose fittings carefully, A Part Number (Ferrule) A “Y” in the hose A blank space in the
considering the working in the hose compatibility compatibility columns hose compatibility
pressure of both hose and columns indicates that indicates that the fitting columns indicates
fitting. The maximum working the fitting is a Uni-Crimp™ is an Ultra-Crimp™ style that the fitting DOES
pressure of the hose assembly style. The fitting, along fitting and that it works NOT work for that
is the lesser of the rated with the ferrule shown, for that particular hose. particular hose. x
working pressure of the hose work together as a unit 'g
and the fitting. See page 327 for that particular hose. 2
for working pressure. <°-

ContiTech
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Female | Swivel

M =1
= : B S=Skive
é' y . NS=Non-Skive
) DG=Dual-Grip™
SR16SC,
Thread Hex-1 Hex-2 SR1SN, SR2SN, XR16SC,  SCP3,
Hose Size Wrench Wrench Cut-Off Length Skive DR1SN, DR2SN, ARC16SC, XCP3,
Descriptive #  Product # SAP # Size ID (A) Size Size © (8] Type SFS LR2SN  DR16SC  ACP3 XCP4
in. mm in. mm in mm in mm in mm
_r.: UCH-JCFX-0304 20530659 3/16 48 7/1620 9/16 14 12 12 107 272 194 494 NS UCF6-03 UCF6-03
g' B2JCFX0403  14400-0403 20293242 1/4 64 3/824 9/16 14 12 12 111 281 209 530 NS Y Y Y Y |
g B2JCFX0404  14400-0404 20242031 1/4 64 71620 58 16 916 14 117 296 215 545 NS Y Y Y Y |
=
3] B2JCFX-0404S 14400-0404S 20286835 1/4 64 7/1620 58 16 9/16 14 117 296 215 545 NS Y Y Y Y Yo
k B2JCFX0405 14400-0405 20242032 1/4 64 1/220 11/16 17 9/16 14 124 314 222 563 NS Y Y Y Y Y|
& B2JCFX0406  14400-0406 20242029 1/4 64 9/1618 3/4 19 9/16 14 123 312 221 561 NS Y Y Y Y Y|
§ B2-JCFX-0406S 14400-0406S 20286836 1/4 64 9/1618 3/4 19 9/16 14 123 312 221 561 NS Y Y Y Y Y
8 B2-JCFX-0505  14400-0505 20242038 S/E i WA Wi L E)/i i ﬁ ﬁ g E NS Y -
B2-JCFX-0506  14400-0506 20242037 5/16 79 9/1618 3/4 19 9/16 14 123 312 221 561 NS Y
B2JCFX0604 144000604 20265707 3/8 95 7/1620 58 16 11/16 17 116 294 221 560 NS Y Y Y Y Y|
B2JCFX0606  14400-0606 20242041 3/8 95 9/1618 3/4 19 11/16 17 122 311 227 577 NS Y Y Y Y Y|
B2JCFX-06065 14400-06065 20286837 3/8 95 9/1618 3/4 19 1116 17 122 311 227 577 NS Y Y Y Y Y o
B2JCFX0608 14400-0608 20242050 3/8 95 3/416 1 25 3/4 19 137 349 242 615 NS Y Y Y Y Y|
"E B2JCFX06085 14400-06085 20286838 3/8 95 3/416 1 25 3/4 19 137 349 242 615 NS Y Y Y Y Y|
g B2JCFX0610  14400-0610 20242043 3/8 95 7/814 1% 27 7/8 22 153 388 258 655 NS Y Y Y Y |
g B2JCFX-0612  14400-0612 20293243 3/8 95 112 14 32 1 25 164 416 269 683 NS Y Y Y Y Y
8 B2JCFX0806  14400-0806 20242034 1/2 127 9/1618 3/4 19 34 19 129 328 254 645 NS Y Y Y Y \
B2JCFX-08065 14400-08065 20424925 1/2 127 9/1618 3/4 19 34 19 129 328 254 645 NS Y Y Y Y Y
B2-JCFX-0808  14400-0808 20242008 K ﬂ Mi W_ i ﬂ l ﬁ 36_7 & 68_4 NS Y Y Y Y Y_
B2-JCFX-0808S 14400-0808S 20286839 E ﬂ ?;/éli W_ £ ﬂ l ﬂ ﬂ @ % NS Y Y Y Y Y_
B2JCFX0810  14400-0810 20242036 12 127 7/814 Ve 27 7/8 22 156 396 281 713 NS Y Y Y Y \
- B2JCFX-0810S 14400-08105 20286840 12 127 7/814 1V 27 7/8 22 156 396 281 713 NS Y Y Y Y Y
z B2-JCFX-0812  14400-0812 20241925 K ﬂ MG_Q k £ 1_ i @ ﬁ ﬁ & NS Y Y Y Y Y_
::J B2JJCFX-0816  14400-0816 20293244 1/2 127 1%4612 1% 38 1 32 183 465 308 782 NS Y Y Y Y Y
g' B2JCFX1008  14400-1008 20242005 5/8 159 3/416 1 25 15116 24 152 387 288 732 NS Y Y Y Y |
; B2JCFX1010  14400-1010 20242004 5/8 159 7/814 1V 27 15116 24 167 424 303 769 NS Y Y Y Y Y|
§ B2JCFX1010S  14400-1010S 20286841 5/8 159 7/814 1V 27 15116 24 167 424 303 769 NS Y Y Y Y |
3 B2JCFX1012  14400-1012 20242026 5/8 159 1412 1% 32 1 25 168 426 304 771 NS Y Y Y Y Y
g B2JCFX1210  14400-1210 20242047 3/4 190 7/814 1% 32 1e 27 163 414 318 808 NS Y Y Y Y \
% B2JCFX1212  14400-1212 20242025 3/4 190 112 T4 32 1e 27 174 442 329 836 NS Y Y Y Y Y
® B2-JCFX-1212S  14400-1212S 20286842 % ﬁ MG_Q k £ % i ﬂ ﬁ ﬁ ﬁ NS Y Y Y Y Y_
B2-JJCFX-1214 144001214 20242049 ﬂ @ w ﬂ ﬂ & i E ﬁ ﬂ % NS Y Y Y Y Y_
B2JCFX1216 144001216 20242046 3/4 190 1%%-12 14 38 14 32 189 481 345 875 NS Y Y Y Y Y

Xipuaddy

S: Stainless Steel

Continued on next page
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Fittings Section 1 56
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I

Female | Swivel Continued

SR16SC,
Thread Hex-1 Hex-2 SR1SN, SR2SN, XR16SC,  SCP3,
Hose Size Wrench Wrench Cut-Off Length Skive DR1SN, DR2SN, ARC16SC, XCP3, P
Descriptive #  Product # SAP # SizeID A Size Size © L) Type SFS LR2SN DR16SC  ACP3 XCP4 g’
in. mm in. mm in. mm in. mm in. mm E
B2-JCFX-1612 144001612 20241921 1_ ﬁ 4612 1 £ I £ 1.88 ﬂ E 928 NS Y Y Y Y
B2-JCFX1616  14400-1616 20241916 1_ E 1%6-12 1% & 1% & 196 @ ﬂ 949 NS Y Y Y Y
B2-JCFX-1616S  14400-1616S 20286843 1 25_4 19%6-12 1% Bi 1% 3L 196 498 Sﬂ 949 NS Y Y Y Y
B2JCFX1620T 144001620 20241919 1 254 1%8-12 2 50 1% 41 207 525 384 976 NS Y Y Y Y
S4-JCFX-2020T 284002020 20241915 % ﬁ 19612 2 & 1% ﬂ 215 % ﬁ 1066 NS Y Y Y
S4-JCFX-2020ST  28400-2020S 20289599 % ﬁ 19612 2 & 1% ﬂ 215 % ﬁ 1066 NS Y Y Y §
1
S4-JCFX-2024T  28400-2024 20293262 % 318 17612 2% 5 2 50 245 621 449 1141 NS Y Y Y 8
S4-JCFX-2424T  28400-2424 20241928 1%~ 381 17812 2% 55 2 50 242 614 475 1206 NS Y Y §
S4-JCFX-2424ST  28400-2424S 20289598 K ﬂ 17612 2% E 2 & 242 ﬂ ﬂ 1206 NS Y Y 2
S4-JCFX-3232T 284003232 20242028 2 508 2012 2% 70 2% 65 288 731 571 1451 NS Y Y g
c
S4-JCFX-3232ST  28400-3232S 20739385 2 508 2012 2% 70 2% 65 288 731 571 1451 NS Y Y Q
T: Thrust-Wire Nut  (see “Fitting Identification” in Appendix for details) E
S: Stainless Steel 5
(=2
1]
Female | 45° Elbow | Swivel
]
d S=Skive =
: ) f=}
oy NS=Non-Skive [
: DG=Dual-Grip™ 9
7]
<
SR16SC,
Thread Hex-1 SR1SN, SR2SN, XR16SC, SCP3,
Hose Size Wrench Drop Cut-Off Length Skive DR1SN, DR2SN, ARC16SC, XCP3,
Descriptive # Product # SAP # SizelD A) Size (D) © (8] Type SFS LR2SN DR16SC  ACP3 XCP4
in. mm in mm in mm in mm in mm
B2-JCFX45-0404 14420-0404 20241948 1/4 64 7/1620 5/8 16 039 10 146 370 244 619 NS Y Y Y Y Y
e S N AN A o
B2-JCFX45-0405 14420-0405 20241962 ﬂ % 1/220 1116 L 047 K ﬁ 370 244 619 NS Y Y Y Y Y g
B2JCFX45-0406  14420-0406 20241949 1/4 64 9/1618 3/4 19 043 11 154 390 252 639 NS Y Y Y Y Y g
[
B2-JCFX45-0606 14420-0606 20241950 ﬁ & 9/16-18 3/4 & 043 n E 460 286 726 NS Y Y Y Y Y k=
B2JCFX45-0608  14420-0608 20241954 3/8 95 3/416 1 25 059 15 185 470 290 736 NS Y Y Y Y Y g
B2JCFX45-0808  14420-0808 20241963 1/2 127 3/416 1 25 059 15 205 520 329 837 NS Y Y Y Y Y (>]
e el 2 e - e 27 2 e ey 2eg 22l 2 L c
B2JCFX45-0810  14420-0810 20241965 1/2 127 7/814 1% 27 063 16 201 510 326 827 NS Y Y Y Y Y o
L
B2-JCFX45-1010  14420-1010 20241980 % @ 71814 1V i 0.75 E ﬂ 620 392 995 NS Y Y Y Y Y ‘=°
©
B2JCFX45-1012  14420-1012 20241967 5/8 159 1V4e-12 14 32 083 21 272 690 407 1035 NS Y Y Y Y Y -
{=
B2-JCFX45-1212  14420-1212 20241951 ﬁ @ 1612 V4 £ 0.83 ﬂ E 670 419 1065 NS Y Y Y Y Y -
B2JCFX45-1216  14420-1216 20241953 3/4 190 1%%-12 12 38 102 26 280 710 435 1104 NS Y Y Y Y Y
B2-JCFX45-1612  14420-1612 20293221 1 25_4 14612 1V & 118 & @ 700 453 1151 NS Y Y Y Y
B2-JCFX45-1616  14420-1616 20241957 1 254 1%6-12 12 38 094 24 311 790 489 1241 NS Y Y Y Y
S4-JCFX45-2020T 284202020 20241961 14 318 19612 2 50 146 37 382 970 587 1490 NS Y Y Y
S4-JCFX45-2424T 284202424 20241960 12 381 17812 2% 55 169 43 445 1130 678 1722 NS Y Y x
T: Thrust-Wire Nut (see “Fitting Identification” in Appendix for details) 'E
[}
Q
Q
<
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Fittings Section 1

Elbow Type:
LT=Long Tube
ST=Short Tube

57

Female | 90° Elbow | Swivel

S=Skive
NS=Non-Skive
DG=Dual-Grip™

SR16SC,
Thread Hex-1 SR1SN, SR2SN, XR16SC, SCP3,
Hose Size  Wrench Elbow Drop Cut-Off Length Skive DR1SN, DR2SN, ARC16SC, XCP3,
Descriptive # Product # SAP # SizeID  (A) Size Type (D) © L) Type SFS LR2SN DR16SC  ACP3 XCP4
in. mm in. mm in. mm in. mm in. mm

B2JCFX90-0404 144250404 20241909 1/4 64 7/1620 58 16 126 320 134 340 232 589 NS Y Y Y Y Y
B2-JCFX90L-0404 14440-0404 20241985 ﬂ & M 5/8_ i LT_ ﬂ @ g ﬂ ﬁ ﬂ NS Y Y Y Y_ Y_
B2JCFX905-0404 14445-0404 20241929 1/4 64 7/1620 58 16 ST 083 210 106 270 204 519 NS Y Y Y Y vy
B2JCFX905-0404S 14445-0404S 20797255 1/4 64 7/1620 58 16 ST 083 210 106 270 204 519 NS Y Y Y Y Y
B2JCFX90-0405  14425-0405 20241913 1/4 64 1220 1116 17 118 300 102 260 200 509 NS Y Y Y Y Y
B2-JCFX90L-0405 14440-0405 20241988 ﬂ & Wi w L LT_ ﬂ @ ﬂ & ﬂ % NS Y Y Y Y_ Y_
B2JCFX905-0405 14445-0405 20241938 1/4 64 1/220 1116 17 ST 093 235 102 260 200 509 NS Y Y Y Y vy
B2JCFX90-0406 144250406 20241896 1/4 64 9/1618 34 19 150 380 110 280 208 529 NS Y Y Y Y Y
B2JCFX90L0406 14440-0406 20241970 1/4 64 9/1618 3/4 19 LT 213 540 134 340 232 589 NS Y Y Y Y Y
B2:JCFX90S-0406 14445-0406 20241939 1/4 64 9/1618 3/4 19 ST 091 230 122 310 220 559 NS Y Y Y Y Y

B2JCFX90-0604  14425-0604 20293223 3/8 95 7/1620 58 16 126 320 138 350 243 616 NS Y Y Y Y vy
B2JCFX90L0604 14440-0604 20293222 3/8 95 7/1620 58 16 LT 181 460 122 310 227 576 NS Y Y Y Y vy
B2JCFX905-0604 14445-0604 20265709 3/8 95 7/1620 58 16 ST 083 210 110 280 215 546 NS Y Y Y Y Y
B2-JCFX90-0606  14425-0606 20241902 ﬁ i M 3/4_ i . @ ﬂ g ﬂ £ & NS Y Y Y Y_ Y_
B2JCFX90L0606 14440-0606 20241974 3/8 95 9/1618 3/4 19 LT 213 540 169 430 274 696 NS Y Y Y Y vy
B2JCFX905-0606 14445-0606 20241944 3/8 95 9/1618 3/4 19 ST 091 230 165 420 270 687 NS Y Y Y Y Y
B2JCFX90-0608  14425-0608 20241895 3/8 95 3/416 1 25 161 410 154 390 258 656 NS Y Y Y Y Y
B2-JCFX90L:0608 14440-0608 20241973 ﬁ & 3/4i 1_ & LT_ 2 ﬂ ﬂ ﬂ @ ﬁ NS Y Y Y Y_ Y_
B2-JCFX90S-0608 14445-0608 20241943 3/8 95 3/416 1 25 ST 114 290 193 490 298 756 NS Y Y Y Y Y

B2JCFX90-0808 144250808 20241914 1/2 127 3/416 1 25 158 400 146 370 270 687 NS Y Y Y Y Y
B2JCFX90L0808 14440-0808 20241978 1/2 127 3/416 1 25 LT 252 640 197 500 322 817 NS Y Y Y Y Y
B2-JCFX90S-0808 14445-0808 20241936 E ﬂ 3/4i W_ i ST_ ﬁ m ﬂ @ ﬁ E NS Y Y Y Y_ Y_
B2JCFX90-08085 1442508085 20424924 1/2 127 3/416 1 25 158 400 146 370 270 687 NS Y Y Y Y vy
B2JCFX90-0810 144250810 20241911 1/2 127 7/814 1V 27 185 470 169 430 294 747 NS Y Y Y Y Y
B2JCFX90L0810  14440-0810 20241987 1/2 127 7/814 1V, 27 LT 256 650 146 370 270 687 NS Y Y Y Y Y
B2-JCFX90S-0810 14445-0810 20241946 E ﬂ 7/8i & i ST_ ﬁ ﬂ ﬂ ﬂ ﬁ E NS Y Y Y Y_ Y_
B2-JCFX90-0812  14425-0812 20241908 1/2 127 112 1% 32 181 460 146 370 270 687 NS Y Y Y Y \

B2JCFX901010 144251010 20241932 5/8 159 7/814 1% 27 189 480 193 490 329 835 NS Y Y Y Y Y
B2JCFX90L1010  14440-1010 20241976 5/8 159 7/814 1%, 27 LT 256 650 197 500 332 844 NS Y Y Y Y Y
B2-JCFX90S-1010  14445-1010 20241923 % ﬂ M & i ST_ E ﬂ ﬂ ﬂ ﬁ & NS Y Y Y Y_ Y_
B2JCFX901012 144251012 20241930 5/8 159 1412 1% 32 228 580 189 480 325 825 NS Y Y Y Y vy
B2JCFX90S1012  14445-1012 20241945 5/8 159 1V4-12 1% 32 ST 189 480 189 480 325 825 NS Y Y Y Y Y

B2JCFX905-1208 144451208 20265741 3/4 190 3/416 1 25 ST 114 290 165 420 321 815 NS Y Y Y Y Y
B2-JCFX90-1210 144251210 20293224 ﬁ @ 7/8i & i - @ ﬁ ﬁ ﬁ ﬂ % NS Y Y Y Y_ Y_
B2JCFX901212 144251212 20241897 3/4 190 W12 1% 32 213 540 205 520 360 914 NS Y Y Y Y vy
B2JCFX90L1212  14440-1212 20241971 3/4 190 V412 1% 32 LT 374 950 213 540 368 934 NS Y Y Y Y Y

T: Thrust-Wire Nut
S: Stainless Steel

(see “Fitting Identification”
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in Appendix for details)
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Fittings Section 1 58
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[<}
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Female 90° | EIbow | Swivel Continued

SR16SC,
Thread Hex-1 SR1SN, SR2SN, XR16SC, SCP3,
Hose Size Wrench Elbow Drop Cut-Off Length Skive DR1SN, DR2SN, ARC16SC, XCP3, P
Descriptive # Product # SAP # SizeID  (A) Size Type (D) © (8] Type SFS LR2SN DR16SC  ACP3 XCP4 g’
in. mm in. mm in. mm in. mm in. mm E
B2JCFX90S-1212 144451212 20241940 3/4 190 1412 1% 32 ST 181 460 228 580 384 974 NS Y Y Y Y Y
B2-JCFX90S-1212S 14445-1212S 20797257 ﬁ 190 1612 T 32 ST 181 460 228 580 384 974 NS Y Y Y Y Y
B2-JCFX90S-1214 144451214 20241942 ﬁ 190 1%46-12 1746 36 ST 207 526 193 490 348 885 NS Y Y Y Y Y
B2JCFX90-1216  14425-1216 20241900 3/4 190 1%%-12 172 38 284 720 209 530 364 925 NS Y Y Y Y Y
B2JJCFX90S-1216 144451216 20662000 3/4 190 1%4-12 12 38 ST 228 578 199 505 354 900 NS
B2JCFX90-1616 144251616 20241977 1 254 1%%12 172 38 281 714 289 734 467 1185 NS Y Y Y Y 3
B2JCFX90L1616 144401616 20241983 1 254 1%4-12 172 38 LT 449 1140 311 790 489 1241 NS Y Y Y Y §
B2JCFX905-1616 144451616 20241934 1 254 1%12 1% 38 ST 221 560 291 740 469 1191 NS Y Y Y Y §
B2-JCFX90S-1616S 14445-1616S 20797550 1 254 1%4-12 12 38 ST 221 560 291 740 469 1191 NS Y Y Y Y 2
S4JCFX90-2020T 284252020 20241906 1% 31.8 19412 2 50 307 780 323 820 528 1340 NS Y Y Y S
S4-JCFX90-2024T 284252024 20432492 1% 318 17812 2% 55 NS Y Y Y 5
S4-JCFX90-2424T 284252424 20241904 1% 381 17812 2% 55 362 919 394 1000 6.27 1591 NS Y Y E
S4-JCFX90-3232T  28425-3232 20657096 2 508 212 2% 70 NS Y Y 3-
T: Thrust-Wire Nut  (see “Fitting Identification” in Appendix for details) w
S: Stainless Steel
Male
)
‘ 2
)
£
[}
S=Skive 0
NS=Non-Skive <
DG=Dual-Grip™
SR16SC,
Thread  Hex-1 SR1SN,  SR2SN, XR16SC,  SCP3,
Hose Size Wrench Skive DR1SN, DR2SN, ARC16SC, XCP3,
Descriptive # Product # SAP # SizeID (A) Size Cut-Off (C)  Length (L) Type SFS LR2SN DR16SC  ACP3 XCP4
()]
in mm in mm in. mm in mm g
B2JCM-0404  14450-0404 20241990 1/4 64 7/1620 1/2 12 099 252 197 501 NS Y Y Y Y Y 2
o 2s  Aeer e 2 g e2s e 2 2 S
B2JCM-0405  14450-0405 20241991 1/4 64  1/220 916 14 103 262 201 511 NS Y Y Y Y Y k=
B2JCM-0406  14450-0406 20241995 1/4 64 911618 1116 17 104 264 202 513 NS Y Y Y Y g
B2:JJCM-0506  14450-0506 20242012 5/16 79 91618 11/16 17 104 265 202 514 NS Y <
c
B2JCM-0606  14450-0606 20242014 3/8 95 9/1618 11/16 17 105 266 210 532 NS Y Y Y Y Y o
20 2 ZPve 7P 2 22 2y 22e P =
B2JCM-0608  14450-0608 20242007 3/8 95  3/416 3/4 19 114289 219 555 NS Y Y Y Y Y '=°
1]
B2JCM-0610  14450-0610 20242024 3/8 95 7/8-14 15116 24 133 338 238 605 NS Y Y Y Y Y -
{=
B2:JCM-0808  14450-0808 20241994 Vi 127 3/4-16 3/4 19 117 298 242 614 NS Y Y Y Y Y -
B2JCM-08085S 14450-0808S 20424921 1/2 127 3/416 117298 242 614 NS Y Y Y Y Y
B2JCM-0810  14450-0810 20241993 1/2 127 7/814 15/16 24 135 344 260 660 NS Y Y Y Y Y
B2:JCM-0812  14450-0812 20241997 1/2 127 1V4e-12 e 27 146 371 271 687 NS Y Y Y Y Y
B2JCM-1008  14450-1008 20441227 % 159 3/4-16 15116 24 121 308 257 653 NS Y Y Y Y Y
B2JCM-1010 144501010 20242010 5/8 159 7/814 1516 24 138 350 273 694 NS Y Y Y Y Y x
B2JCM-1012  14450-1012 20242011 5/8 159 1412 e 27 146 371 282 715 NS Y Y Y Y Y 'g
S: Stainless Steel A g_
Continued on next page s
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Male Continued

SR16SC,
Thread  Hex-1 SR1SN,  SR2SN, XR16SC,  SCP3,
- Hose Size Wrench Skive DR1SN, DR2SN, ARC16SC, XCP3,
E:‘ Descriptive # Product # SAP # Size ID (A) Size Cut-Off (C) Length (L) Type SFS LR2SN DR16SC  ACP3 XCP4
(g in.  mm in. mm in. mm in. mm
(7]
B2JCM-1210  14450-1210 20293165 ﬂ 190 7/8-14 16 27 138 350 293 744 NS Y Y Y Y Y
B2JCM-1212  14450-1212 20242022 ﬂ 190 Whe12 1V 27 148 377 304 771 NS Y Y Y Y Y
B2JCM-1214  14450-1214 20242020 3/4 190 1¥e12 1% 32 162 410 317 805 NS Y Y Y Y Y
B2JCM-1216 144501216 20242018 3/4 190 15412  17% 36 166 422 321 816 NS Y Y Y Y Y
B2JCM-1616  14450-1616 20242002 1 254 1%%12  17% 36 167 424 345 875 NS Y Y Y Y
5" B2JCM-1620 144501620 20242016 1 254 1%12 76 46 184 468 362 919 NS Y Y Y Y
c
5 S4JCM2020 284502020 20241999 1% 318 1%12 1% 46 191 486 396 1005 NS Y Y Y
g S4JCM-2024 284502024 20241998 1% 318 17812 2 50 208 528 412 1047 NS Y Y Y
3
; S4JCM-2424 284502424 20242027 1% 381 17812 2 50 208 527 440 1118 NS Y Y
> S4JCM-3232  28450-3232 20242023 2 508 212 2%6 65 245 621 528 1341 NS Y Y
a
o
a .
8 Female | Swivel
=
=
»
S=Skive
NS=Non-Skive
DG=Dual-Grip™
g SR16SC,
o Thread Hex-1 Hex-2 SR1SN, SR2SN, XR16SC,  SCP3,
3 Hose Size Wrench Wrench Skive DR1SN, DR2SN, ARC16SC, XCP3,
g Descriptive # Product# SAP # SizeID (A Size Size Cut-Off (C) Length(L) Type SFS LR2SN DR16SC  ACP3 XCP4
(]
@ in. mm in. mm in. mm in. mm in
B2SFFX0606 147750606 20241706 3/8 95 5818 7/8 22 3/4 19 132 336 237 602 NS Y Y Y Y Y
B2-SFFX-0608 14775-0608 20293245 3/8 95  3/416 1 25 3/4 19 137 349 242 615 NS Y Y Y Y Y
B2-SFFX-0808 14775-0808 20662003 E 127 3/416 s Y Y Y Y Y
B2-SFFX-0810 14775-0810 20293246 1/2 127 7/814 1 27 7/8 22 160 406 285 723 NS Y Y Y Y Y
—_ B2-SFFX1212 147751212 20241707  3/4 190 114 1% 32 1 27 174 442 329 836 NS Y Y Y Y Y
@
4
=
) Female | 45° EIbow | Swivel
g
3
m -
=
-
3
T . o S=Skive
2 . NS=Non-Skive
3 DG=Dual-Grip™
(]
SR16SC,
Thread Hex-1 Hex-2 SR1SN, SR2SN, XR16SC, SCP3,
Hose Size Wrench  Wrench Skive DR1SN, DR2SN, ARC16SC, XCP3,
Descriptive # Product # SAP # SizeID (A) Size Size Cut-Off (C) Length(L) Type SFS LR2SN DR16SC  ACP3 XCP4
in. mm in. mm in. mm in. mm in. mm
>
b} B2-SFFX45-0606 14777-0606 20293247 3/8 95 5/818 7/8 22 047 120 181 460 286 726 NS Y Y Y Y Y
T
g B2-SFFX45-0808 14777-0808 20293248 1/2 127 3/416 1 25 059 150 205 520 329 837 NS Y Y Y Y Y
% B2-SFFX45-1212 147771212 20441271 3/4 190 114 14 32 083 210 264 670 419 1065 NS Y Y Y Y Y
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Fittings Section 1

60

Female 90° | EIbow | Swivel

S=Skive
NS=Non-Skive
DG=Dual-Grip™

SR16SC,
Thread Hex-1 SR1SN, SR2SN, XR16SC, SCP3,
Hose Size Wrench Skive DR1SN, DR2SN, ARC16SC, XCP3,
Descriptive # Product# SAP# Size ID (A) Size Drop (D) Cut-Off (C) Length(L) Type SFS LR2SN DR16SC  ACP3 XCP4
in. mm in. mm in. mm in mm in mm
B2-SFFX90-0606 14780-0606 20293249 3/8 95 5818 7/8 22 095 240 165 420 270 687 NS Y Y Y Y Y
B2-SFFX90L-0606 14781-0606 20293250 3/8 95 5/818 7/8 22 219 555 169 430 274 696 NS Y Y Y Y Y
B2-SFFX90S-0808 14783-0808 20293251 1/2 127 3/416 1 25 114 290 181 460 306 777 NS Y Y Y Y Y
B2-SFFX90-1212  14780-1212 20441304 3/4 190 1v4%-14 1% 32 185 470 169 430 294 747 NS Y Y Y Y Y
Male
S=Skive
NS=Non-Skive
DG=Dual-Grip™
SR16SC,
Thread Hex-1 SR1SN, SR2SN, XR16SC, SCP3,
HoseSize  Size Wrench Skive DR1SN, DR2SN, ARC16SC, XCP3,
Descriptive # Product# SAP # ID (A) Size Cut-Off(C) Length(L) Type SFS LR2SN  DR16SC  ACP3 XCP4
in. mm in. mm in. mm in mm
B2-SFM-0606  14785-0606 20293213 3/8 95 5/818 5/8 16 112285 217 552 NS Y Y Y Y Y
B2-SFM-0608 14785-0608 20293214 3/8 95  3/416 3/4 19 123 312 228 579 NS Y Y Y Y Y
B2-SFM-0808 14785-0808 20293215 1/2 127 3/416 3/4 19 127 321 251 638 NS Y Y Y Y Y
B2-SFM-1212  14785-1212 20293216  3/4 190 114 1V 27 162 411 317 806 NS Y Y Y Y Y
Male | Swivel
S=Skive
NS=Non-Skive
DG=Dual-Grip™
SR16SC,
Thread SR1SN, SR2SN, XR16SC,  SCP3,
Hose Size Hex-1 Skive DR1SN, DR2SN, ARC16SC, XCP3,
Descriptive # Product # SAP # Size ID (A WrenchSize  Cut-Off(C) Length(L)  Type SFS LR2SN  DR16SC ACP3  XCP4
in. mm in. mm in. mm in. mm
B2SIMX-0403  14800-0403 20293166 1/4 64  3/824 12 12 168 427 266 676 NS Y Y Y Y Y
B2SIMX-0404  14800-0404 20293167 1/4 64  7/1624 1/2 12 170 431 268 679 NS Y Y Y Y Y
B2-SIMX-0405  14800-0405 20293168 1/4 64  1/2-20 916 14 183 466 281 715 NS Y Y Y Y Y

Continued on next page
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Fittings Section 1 61

X
[}
»
o
7

Male | Swivel Continued

SR16SC,
Thread SR1SN, SR2SN, XR16SC, SCP3,
Hose Size Hex-1 Skive DR1SN, DR2SN, ARC16SC, XCP3,
— Descriptive # Product # SAP # SizeID (A) WrenchSize  Cut-Off(C) Length(L) Type  SFS LR2SN DR16SC  ACP3 XCP4
= in.  mm in mm in mm in mm
=
ﬁ B2-SIMX-0605  14800-0605 20293169 ﬁ 95 1/2-20 9/16 14 184 468 289 734 NS Y Y Y Y Y
B2-SIMX-0606  14800-0606 20293170 ﬁ 95 5/818 MM1e 17 189 480 294 747 NS Y Y Y Y Y
B2-SIMX-0607  14800-0607 20293171 3/8 95 11/16-18  3/4 19 192 487 2965 753 NS Y Y Y Y Y
B2SIMX-0808  14800-0808 20293172 1/2 127 3/418  3/4 19 200 508 3248 825 NS Y Y Y Y Y
B2-SIMX-0810  14800-0810 20293173 1/2 127 7/818 15/16 24 207 527 3321 844 NS Y Y Y Y Y
m
Q2
=
] Male 45° Elbow | Swivel
o
3
~
g -
>
0
o
o
A S=Skive
g, NS=Non-Skive
2 . DG=Dual-Grip™
SR16SC,
Thread Hex-1 SR1SN, SR2SN, XR16SC, SCP3,
Hose Size Wrench Skive DR1SN, DR2SN, ARC16SC, XCP3,
Descriptive # Product#  SAP# SizeID (A) Size Drop(D)  Cut-Off(C) Length(L) Type SFS LR2SN DR16SC  ACP3 XCP4
- in. mm in. mm in. mm in. mm in. mm
& B2-SIMX45-0403 14810-0403 20293174 1/4 64 3/824 1/2 12 124 315 268 681 366 930 NS Y Y Y Y Y
@ 7 bR Qfeen e 2 Ler 21D 2P0 PO1 200 ZOY .
3 B2-SIMX45-0404 14810-0404 20293175 1/4 64 7/1624 1/2 12 124 315 268 681 366 930 NS Y Y Y Y Y
o
g B2SIMX45-0604 14810-0604 20293382 3/8 95 7/1624 1/2 12 157 399 295 749 400 1016 NS Y Y Y Y Y
@ B2-SIMX45-0605 14810-0605 20293177 3/8 95 1/220 9/16 14 150 381 299 759 404 1026 NS Y Y Y Y Y
B2-SIMX45-0606 14810-0606 20293178 ﬁ & 5/818 11/16 17 150 381 299 759 404 1026 NS Y Y Y Y Y
B2-SIMX45-0607 14810-0607 20293179 3/8 95 11/1618 3/4 19 150 381 299 759 404 1026 NS Y Y Y Y Y
5 Male | 90° Elbow | Swivel
a
=
7] Tl
=
]
3 ]
4]
§ S=Skive
3 NS=Non-Skive
g : DG=Dual-Grip™
> i
3
I
o SR16SC,
Thread Hex-1 SR1SN, SR2SN, XR16SC, SCP3,
Hose Size Wrench Skive DR1SN, DR2SN, ARC16SC, XCP3,
Descriptive # Product#  SAP# SizeID (A) Size Drop(D)  Cut-Off(C) Length(L) Type SFS LR2SN DR16SC  ACP3 XCP4
in. mm in. mm in. mm in. mm in. mm
B2-SIMX90-0403 14815-0403 20293180 ﬂ 64  3/824 12 i 197 500 138 351 236 599 NS Y Y Y Y Y
B2-SIMX90-0404 14815-0404 20293181 ﬂ 6.4 711624 1/2 & 205 521 130 330 228 579 NS Y Y Y Y Y
B2-SIMX90-0405 14815-0405 20293182 1/4 64 1220 9/16 14 196 498 152 386 250 635 NS Y Y Y Y Y

Xipuaddy

Continued on next page
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Fittings Section 1 62

0
Q
0
[<}

I

Male | 90° Elbow | Swivel Continued

SR16SC,
Thread Hex-1 SR1SN, SR2SN, XR16SC, SCP3,
Hose Size Wrench Skive DR1SN, DR2SN, ARC16SC, XCP3,
Descriptive # Product#  SAP# SizeID (A) Size Drop(D)  Cut-Off(C) Length(L) Type SFS LR2SN DR16SC  ACP3 XCP4 o
(o))
in. mm in. mm in. mm in. mm in. mm £
=]
B2:SIMX90-0604 14815-0604 20293183 3/8 95 71624 12 12 244 620 134 340 239 607 NS Y Y Y Y Y E
B2-SIMX90-0605 14815-0605 20293184 3/8 95 1/220 9/16 14 244 620 138 351 243 617 NS Y Y Y Y Y
B2-SIMX90-0606 14815-0606 20293185 3/8 95 5818 11/16 17 244 620 138 351 243 617 NS Y Y Y Y Y
B2-SIMX90-0607 14815-0607 20293186 3/8 95 111618 3/4 19 244 620 138 351 243 617 NS Y Y Y Y Y
B2-SIMX90-0808 14815-0808 20293187 1/2 127 3/418 3/4 19 232 589 213 5471 338 858 NS Y Y Y Y Y
(7]
d)
‘=
@
Female @
%]
<
T di <
)
c
(7]
=
S=Skive 2
L. I ]
Aid NS=Non-Skive ch-
DG=Dual-Grip™
SR16SC,
Thread  Hex-1 SR1SN, SR2SN,  XR16SC,  SCP3,
Hose Size Wrench Skive DR1SN, DR2SN, ARC16SC, XCP3,
Descriptive # Product # SAP # SizeID (A) Size Cut-Off (C) Length(L) Type SFS LR2SN DR16SC ACP3 XCP4
in. mm in.  mm in. mm in. mm g
B2-NPF-0402 14600-0402 20293225 1/4 64  1/827 9/16 14 088 224 186 473 NS Y Y Y Y Y E
B2-NPF-0404  14600-0404 20242105 1/4 64  1/418 34 19 109 276 207 525 NS Y Y Y Y Y qE,
wn
B2-NPF-0604 14600-0604 20293226 3/8 95 1/418 3/4 19 109 278 214 544 NS Y Y Y Y Y é’t'
B2-NPF-0606 14600-0606 20242103 3/8 95 3/8-18 718 22 115 292 220 558 NS Y Y Y Y Y
B2-NPF-0608 14600-0608 20662001 3/8 95  1/2-14 138 350 243 617 Y Y Y Y Y
B2-NPF-0806 14600-0806 20662002 1/2 127 3/818 L o Y Y Y Y Y
B2-NPF-0808 14600-0808 20242106 1/2 127 1/2-14 1 25 14 356 265 672 NS Y Y Y Y Y
B2-NPF-1212 146001212 20242104 3/4 190 3/4-14 1 32 151 384 306 778 NS Y Y Y Y Y
(]
o
c
]
o
Female | Swivel £
‘©
: . =
<
- c
(=]
=
S=Skive o
NS=Non-Skive 2
DG=Dual-Grip™ £
SR16SC,
Thread  Hex-1 SR1SN, SR2SN, XR16SC, SCP3,
Hose Size Wrench Skive DR1SN, DR2SN, ARC16SC, XCP3,
Descriptive # Product # SAP # SizeID (A) Size Cut-Off (C) Length (L) Type SFS LR2SN DR16SC  ACP3 XCP4
in. mm in. mm in. mm in. mm x
B2-NPFX-0606 14605-0606 20293227 3/8 95 3/818 718 22 206 524 311 790 NS Y Y Y Y Y 'E
B2-NPFX-1616 146051616 20293228 1 254 1-11% 1% 38 283 718 46 1169 NS Y Y Y Y g_
Q
<

ContiTech



-
-
[=4
=]

(=]
[

S9110SSs922Yy § Jyuswdinb3j

eI ERS

9JUBUIIUIRIA B UONE|[RISU|

Xipuaddy

Fittings Section 1 63
Male
] T" S=Skive
s r NS=Non-Skive
DG=Dual-Grip™
SR16SC,
Thread Hex-1 SR1SN, SR2SN, XR16SC,  SCP3,
Hose Size Wrench Skive DR1SN, DR2SN, ARC16SC, XCP3,
Descriptive # Product # SAP # Size ID (A) Size Cut-Off(C) Length(L) Type SFS LR2SN  DR16SC ACP3  XCP4
in.  mm in. mm in mm in mm

UC-NPM-0302  36615-0302 20242703 3/16 438 /827 112 12 078 197 165 419 NS UCF6-03  UCF6-03
B2NPM-0402  14615-0402 20242110 1/4 64 1/827 9/16 14 084 212 182 461 NS Y Y Y Y Y
B2NPM-0404  14615-0404 20242111 1/4 64 1418 11/16 17 106 270 204 519 NS Y Y Y Y Y
B2-NPM-0404S 14615-04045 20286649 1/4 64  1/418 11/16 17 106 270 204 519 NS Y Y Y Y Y
B2-NPM-0406  14615-0406 20242109 ﬂ 64 3/8i 3/4_ 19 109 277 207 526 NS Y Y Y Y Y
B2-NPM-0408  14615-0408 20242115 1/4 64  1/214 78 22 127 322 225 571 NS Y Y \ \ Y
B2NPM-0604  14615-0604 20242067 3/8 95 1418 11/16 17 107 272 212 538 NS Y Y Y Y Y
B2-NPM-0606  14615-0606 20242069 3/i 95 3/8i 3/4_ 19 110 279 215 546 NS Y Y Y Y Y
B2-NPM-0606S 14615-0606S 20286830 ﬂ 95 B/Bi 3/4_ 19 110 279 215 546 NS Y Y Y Y Y
B2-NPM-0608  14615-0608 20242079 3/8 95 1214 7/8 22 127 324 232 590 NS Y Y Y Y Y
B2-NPM-0806  14615-0806 20242113 1/2 127 3/818 3/4 19 112 284 237 601 NS Y Y Y Y Y
B2-NPM-0806S 14615-0806S 20424922 1/2 127 3/818 3/4 112 284 237 601 Y Y Y Y Y
B2-NPM-0808  14615-0808 20242093 & 127 W/Zi 7/8_ 22 130 330 255 647 NS Y Y Y Y Y
B2-NPM-0808S 14615-08085 20286831 1/2 127 1/214 ' 7/8 22 130 330 255 647 NS Y Y Y Y Y
B2-NPM-0812  14615-0812 20242116 1/2 127 3/414 e 27 134 341 259 658 NS Y Y \ Y Y
B2-NPM-1008  14615-1008 20242071 & 159 W/Zi w 24 131 333 267 677 NS Y Y Y Y Y
B2-NPM-1008S  14615-1008S 20286832 & 159 Wi % 24 131 333 267 677 NS Y Y Y Y Y
B2-NPM-1012 146151012 20242066 5/8 159 3/414 1V 27 135 344 271 689 NS Y Y Y Y Y
B2NPM-1208 146151208 20242078 3/4 190 1/214 1% 27 132 335 28 730 NS Y Y Y Y Y
B2-NPM-1212  14615-1212 20242076 ﬂ ﬂ M & 2L E ﬁ & 741 & Y Y Y Y Y
B2-NPM-1212S  14615-1212S 20286833 ﬂ 190 Mi e 27 136 346 292 741 NS Y Y Y Y Y
B2-NPM-1216 146151216 20242077 3/4 190 111% 1% 36 172 437 327 831 NS Y \ Y Y Y
B2NPM-1612 146151612 20242107 1 254 3/414 1% 36 156 395 333 846 NS Y Y Y Y
B2NPM-1616 146151616 20242099 1 254 & m 36 173 439 351 890 NS Y Y Y Y
B2NPM-1616S = 1461516165 20286834 1 254 & 7% 36 173 439 351 890 NS Y Y Y Y
B2-NPM-1620  14615-1620 20242092 1 254 W11 1% 46 188 478 366 928 NS Y Y Y Y
S4-NPM-2020 286152020 20242094 1% 318 TA&I11% 1% 46 195 495 400 1015 NS Y Y Y
S4-NPM-2020S  286152020S 20424930 1% 318 1%11% 195 495 400 1015 Y Y Y
S4-NPM-2024 286152024 20242095 1% 318 1%11% 2 50 201 510 406 1030 NS Y Y Y
S4-NPM-2424 286152424 20242102 & & m 2_ i & & ﬂ & & Y Y
S4-NPM-2424S 2861524245 20424931 1%, 381 1% 201 510 434 11071 Y Y
S4-NPM-3232  28615-3232 20242108 2 508 211% 2% 65 214 545 498 1264 NS Y \

S: Stainless Steel
BH: Brass Hybrid
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Fittings Section 1 64

Hoses

Male | Swivel

Thown: 1H | S=Skive

O e NS=Non-Skive
DG=Dual-Grip™

()]
()]
c

=

=

'S

SR16SC,
Thread Hex-1 SR1SN, SR2SN, XR16SC, SCP3,
Hose Size Wrench Skive DR1SN, DR2SN, ARC16SC, XCP3,
Descriptive #  Product # SAP # Size ID (A Size Cut-Off (C) Length (L) Type SFS LR2SN DR16SC  ACP3  XCP4
in. mm in. mm in. mm in. mm 3
B2-NPMX-0402 14645-0402 20435592 ﬁ 6.4 1/827  5/8 E ﬂ ﬁ 249 631 NS Y Y Y Y Y g
B2-NPMX-0404 14645-0404 20242087 1/4 64 14418 1116 17 149 378 247 627 NS Y Y Y Y Y §
B2-NPMX-0406 14645-0406 20242086 1/4 64  3/818 7/8 22 157 399 255 648 NS Y Y Y Y Y b
<
B2-NPMX-0604  14645-0604 20242082 % 95 1418  11/16 l @ ﬂ 263 668 NS Y Y Y Y Y <
B2-NPMX-0606 14645-0606 20242081 3/_8 95 3/818  7/8 & ﬂ ﬁ 254 644 NS Y Y Y Y Y ;E;
B2-NPMX-0608 14645-0608 20242083 3/8 95 1214 1 25 171 435 276 702 NS Y Y Y Y Y E
B2-NPMX-0804 14645-0804 20293188 1/2 127 1/418 11/16 17 160 406 285 723 NS Y Y Y Y Y E
L e A o
B2-NPMX-0806 14645-0806 20242088 ﬁ 127 3/818 7/8 & ﬂ ﬁ 276 701 NS Y Y Y Y Y w
B2-NPMX-0808 14645-0808 20242074 1/2 127 1214 1 25 166 423 291 739 NS Y Y Y Y Y
B2-NPMX-1212 146451212 20242091 3/4 190 3/414 1 32 197 501 353 896 NS Y Y Y Y Y
B2-NPMX-1616 ~ 14645-1616 20242085 1 254 11%: 1% 41 230 584 407 1035 NS Y Y Y Y
0
9
Male | 90° Elbow (Block) | Swivel g
[}
0
- e 0
<
i
i
ITTETE
1| =T S=Skive
| NS=Non-Skive
TR DG=Dual-Grip™
[}
%)
c
SR165C, o
Thread Hex-1 SR1SN, SR2SN, XR16SC, SCP3, 3
Hose Size Wrench Skive DR1SN, DR2SN, ARC16SC, XCP3, £
Descriptive # Product#  SAP# SizeID (A) Size Drop(D)  Cut-Off(C) Length(L) Type SFS LR2SN DR16SC  ACP3 XCP4 g
in. mm in mm in. mm in. mm in. mm ‘g
B2-NPMX90B-0404 14650-0404 20293189 1/4 64 1/418 1116 17 169 429 071 181 169 430 NS Y Y Y Y Y _g
B2-NPMX90B-0604 14650-0604 20293190 3/8 95 1/418 11/16 17 163 415 092 233 197 500 NS Y Y Y Y Y ‘="
S el S UARIOHT SURESP S B SR il S ek DI e SN NS =
B2-NPMX90B-0606 14650-0606 20293191 3/8 95 3/818 7/8 22 162 412 092 233 197 500 NS Y Y Y Y Y >
[=
B2-NPMX90B-0806 14650-0806 20441228 1/2 127 3/818 7/8 22 200 507 116 294 241 611 NS Y Y Y Y Y -
B2-NPMX90B-0808 14650-0808 20293192 1/2 127 1/214 1 25 215 546 116 294 241 611 NS Y Y Y \ \
B2-NPMX90B-1212 14650-1212 20293193 3/4 190 3/414 14 32 258 656 124 315 280 710 NS Y Y Y Y Y

Appendix
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Fittings Section 1 65

S9SOH

Female | Swivel

S=Skive
e NS=Non-Skive
DG=Dual-Grip™

-
-
[=4
=]

(=]
[

SR16SC,
Thread Hex-1 Hex-2 SR1SN, SR2SN, XR16SC, SCP3,
Hose Size Wrench ~ Wrench Skive DR1SN, DR2SN, ARC16SC, XCP3,
Descriptive #  Product # SAP # Size ID (A) Size Size Cut-Off (C) Length(L) Type SFS LR2SN DR16SC  ACP3 XCP4
51 in. mm in. mm in. mm in. mm in. mm
_g. B2-NSFX-0404 14655-0404 20242064 1/4 64 1/418 3/4 19 1116 17 119 302 217 551 NS Y Y Y Y Y
3 B2-NSFX-0606 14655-0606 20242065 3/8 95 3/818 7/8 22 3/4 19 124 314 229 580 NS Y Y Y Y Y
[
E,, B2-NSFX-0808 14655-0808 20242063 1/2 127 1/214 1 27 7/8 22 135 343 260 660 NS Y Y Y Y Y
i B2-NSFX-0808S 14655-0808S 20424926 1/2 127 1/2-14 135 343 260 660 Y Y Y Y Y
3 B2-NSFX1212 146551212 20293252 3/4 190 3/414 1% 32 1% 30 146 370 301 764 NS Y Y Y Y Y
o
& B2-NSFX-1616  14655-1616 20293253 1 254 111% 14 38 1 36 176 447 354 898 NS Y Y Y Y
o
g. S4-NSFX-2020 286552020 20293263 14 318 1%11% 2 50 1% 41 204 517 408 1037 NS Y Y Y
« S: Stainless Steel
Female
>
(1)) = =5
7]
o
3 !
g | 1 S=Skive
e % NS=Non-Skive
DG=Dual-Grip™
SR16SC,
Thread Hex-1 SR1SN, SR2SN, XR16SC, SCP3,
Hose Size Wrench Skive DR1SN, DR2SN, ARC16SC, XCP3,
Descriptive # Product # SAP # SizeID (A) Size Cut-Off (C) Length (L) Type SFS LR2SN DR16SC  ACP3  XCP4
3 in.  mm inn. mm in. mm in.  mm
»n
3 B2-GTF-0404 14370-0404 20293254 1/4 6.4 51127 314 19 092 233 19 482 NS Y Y Y Y Y
o
=
]
3
4]
=
-
3
=
]
3
o
3
o
(]

Xipuaddy
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Fittings Section 1 66

Hoses

Male

()]
()]
c

=

=

'S

L . S=Skive
NS=Non-Skive
DG=Dual-Grip™

SR16SC,
Thread Hex-1 SR1SN, SR2SN, XR16SC, SCP3,
Hose Size Wrench Skive DR1SN, DR2SN, ARC16SC, XCP3,
Descriptive #  Product # SAP # SizeID (A) Size Cut-Off (C)  Length (L) Type SFS LR2SN DR16SC ACP3 XCP4 "
d)
in. mm in. mm in. mm in. mm g
B2-FTM-0404  14360-0404 20286101 1/4 64 7/1620 1/2 12088 222 186 471 NS Y Y Y Y Y a
o 2r by e 2 20 e o0 2 H
B2-FTM-0405  14360-0405 20294798 1/4 64 1/220 9/16 14 090 229 188 478 NS Y Y Y Y Y 8
B2-FTM-0605  14360-0605 20294799 3/_8 E 1/2-20 5/8 i 096 & 201 510 NS Y Y Y Y Y é
B2-FTM-0606  14360-0606 20286102 3/8 95 9/16-18 5/8 16 097 247 202 514 NS Y Y Y Y Y 'E
20 22 Z2e e 2 22 A srs 20 2 S
B2-FTM-0608  14360-0608 20661908 3/8 95 3/4-16 097 247 202 514 Y Y Y Y Y 1=
[=3
B2-FTM-0808  14360-0808 20286103 1/2 127 3/416  7/8 22 111 282 236 599 NS Y Y Y Y Y =]
(=2
B2-FTM-0810  14360-0810 20294860 1/2 127 7/8-14 15116 24 121 307 246 624 NS Y Y Y Y Y Ll
B2-FTM-1212 14360-1212 20294861 3/4 190 1v%-12 1% 30 130 331 285 725 NS Y Y Y Y Y
B2-FTM-1616  14360-1616 20294862 1 254 1%%-12 17 36 148 377 326 828 NS Y Y Y Y
*All Fittings come with Nut and Sleeve
")
9
)
£
[}
]
" o 7]
<
S=Skive
| M NS=Non-Skive
b DG=Dual-Grip™
SR16SC,
Tube SR1SN, SR2SN, XR16SC,  SCP3,
Hose oD Skive DR1SN, DR2SN, ARC16SC, XCP3, 8
Descriptive # Product # SAP # Size ID (A) Cut-Off (C) Length (L) Type SFS LR2SN DR16SC ACP3 XCP4 g
=
in. mm mm in. mm in. mm .3
[=
B2-SP-0406 14825-0406 20441305 1/4 6.4 6 111 283 209 532 NS Y Y Y Y Y ‘©
B2-SP-0408 14825-0408 20241714 1/4 6.4 8 119 303 217 55.2 NS Y Y Y Y Y E
B2-SP-0410 14825-0410 20241710 /4 6.4 10 127 323 225 572 NS Y Y Y Y Y g
B2-SP-0610 14825-0610 20241712  3/8 95 10 119 30.2 224 569 NS Y Y Y Y Y "g
B2-SP-0612 14825-0612 20241711 3/8 95 12 115 292 220 55.9 NS Y Y Y Y Y E
7]
B2-SP-0815 14825-0815 20241717 1/2 12.7 15 126 320 251 63.7 NS Y Y Y Y Y £
B2-SP-0816 14825-0816 20241716 1/2 127 16 146 371 271 688 NS Y Y Y Y Y
B2-SP-1018 14825-1018 20241715 5/8 159 18 1.35 342 271 68.7 NS Y Y Y Y Y
B2-SP-1020 14825-1020 20241720 5/8 159 20 173 440 3.09 785 NS Y Y Y Y Y
B2-SP-1222 148251222 20241713 3/4 19.0 22 144 366 299 76.0 NS Y Y Y Y Y
B2-SP-1628 14825-1628 20241718 1 254 28 159 404 337 855 NS Y Y Y Y

*All Fittings come with Nut and Sleeve
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T Fittings Section 1 67
7))
&
45° Elbow
s |
= ks S=Skive
=
8 NS=Non-Skive
) DG=Dual-Grip™

SR16SC,
SR1SN, SR2SN, XR16SC,  SCP3,
Hose Tube Skive DR1SN, DR2SN, ARC16SC, XCP3,
Descriptive #  Product # SAP # Size ID OD(A) Drop(D) Cut-Off(C)  Length(L) Type SFS LR2SN DR16SC ACP3 XCP4

m in. mm mm in. mm in. mm in. mm
'g B2-SP45-0408  14830-0408 20241719 14 64 8 169 429 267 678 NS Y NS Y Y Y Y Y
=
3
o
3
~
2 Female | Swivel
0
o
o
0
0
o
=
(]
»

S=Skive

NS=Non-Skive

DG=Dual-Grip™

SR16SC,

Thread Hex-1 Hex-2 SR1SN, SR2SN, XR16SC,  SCP3,
> Hose Size Wrench Wrench Skive DR1SN, DR2SN, ARC16SC, XCP3,
a Descriptive # Product # SAP # Size ID (A Size Size Cut-Off (C) Length(L) Type SFS LR2SN DR16SC ACP3  XCP4
o
g_ in. mm in. mm in. mm in. mm in. mm
% B2-OFFX-0404 14700-0404 20242188 1/4 64 91618 11/16 17 9/16 14 107 273 205 522 NS Y Y Y Y Y
e L A0 A L S ot s Mttt

B2-OFFX-0406 14700-0406 20242141 1/4 64 111616 7/8 22 1116 17 119 301 217 550 NS Y Y Y Y Y
B2-OFFX-0408 14700-0408 20242148 1/4 64  13/1616 15/16 24 7/8 22 139 354 237 603 NS Y Y Y Y Y
B2-OFFX-0604 14700-0604 20293218 ﬂ 95 911618  11/16 L 11/16 L 112 28_4 21 551 NS Y Y Y Y Y
B2-OFFX-0606 14700-0606 20242196 3/_8 95 111616 7/8 & 11/16 l 119 ﬂ ﬁ 569 NS Y Y Y Y Y
B2-OFFX-0608 14700-0608 20242198 3/8 95 13/16-16 15/16 24 7/8 22 140 356 245 622 NS Y Y Y Y Y
5 B2-OFFX-0806 14700-0806 20242143 1/2 127 11616 7/8 22 3/4 19 126 320 251 637 NS Y Y Y Y Y
3 e el d7P e sg 2 7 1eD ey 29 90
o B2-OFFX0808 147000808 20242149 1/2 127 13/16-16 1516 24 7/8 22 142 361 267 678 NS Y Y Y Y Y
g B2-OFFX-0810 14700-0810 20242144 E 127 114 1% & 15/16 & 156 @@ 712 NS Y Y Y Y Y
g. B2-OFFX-0812 14700-0812 20242136 1/2 127 1312 17% 36 1% 30 166 421 290 738 NS Y Y Y Y Y
oy B2-OFFX-1010 14700-1010 20242178 5/8 159 1-14 1% 30 15/16 24 156 396 292 741 NS Y Y Y Y Y
= 0L 27 T 7B 2y D gy 9D 200 294 I
) B2-OFFX-1012 14700-1012 20242199 5/8 159 13412 17 36 1% 30 166 421 301 766 NS Y Y Y Y Y
3
s' B2-OFFX-1210  14700-1210 20242201 %190 114 1% &11/16 i1.58 ﬂ£79.5 NS Y Y Y Y Y
3 B2-OFFX-1212  14700-1212 20242189 3/4 190 13412 17% 36 13% 30 167 423 322 818 NS Y Y Y Y Y
2 o Y rhle 7 2P 7 SV 1D T4 2es B0
8 B2-OFFX-1216  14700-1216 20242169 3/4 190 17412 1% 41 1% 36 192 486 347 881 NS Y Y Y Y
B2-OFFX-1612  14700-1612 20242159 1_25.4 134612 1% &1% &1.79 @ﬁ%,él NS Y Y Y Y
B2-OFFX-1616 14700-1616 20242142 1_25.4 612 1% i 176 & 195 @294.5 NS Y Y Y Y
B2-OFFX-1620 14700-1620 20242164 1 254 14612 2 50 1% 41 198 503 376 954 NS Y Y Y Y
S4-0OFFX-2020 287002020 20242137 1% 318 1M%-12 2 50 1% 41 208 529 4713 1049 NS Y Y Y
S4-OFFX-2424 287002424 20242138 1%, 381 212 2% 60 2 50 223 567 456 1158 NS Y Y
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Fittings Section 1 68

Hoses

Female | 45° Elbow | Swivel

S=Skive
L NS=Non-Skive
. DG=Dual-Grip™

()]
()]
c

=

=

'S

SR16SC,
Thread  Hex-1 SR1SN, SR2SN, XR16SC, SCP3,
Hose Size Wrench Skive DR1SN, DR2SN, ARC16SC, XCP3,
Descriptive # Product#  SAP# SizeID (A) Size Drop(D) Cut-Off(C) Length(l) Type SFS LR2SN DR16SC  ACP3 XCP4
")
in. mm in. mm in. mm in. mm in. mm -g
B2-OFFX45-0404 14710-0404 20242231 ﬂ6i 911618 11/16 L 043 @ 161 410 259 659 NS Y Y Y Y Y §
B2-OFFX45-0406 14710-0406 20242230 1/4 64 111616 7/8 22 043 109 181 460 279 709 NS Y Y Y Y Y g
B2-OFFX45-0606  14710-0606 20242204 ﬁ & 11/16-16  7/8 & 047 m 185 470 290 736 NS Y Y Y Y Y é
B2-OFFX45-0608 14710-0608 20242206 3/8 95 13/1616 15/16 24 059 150 201 510 306 776 NS Y Y Y Y Y =
B2-OFFX45-0808¢ 14710-0808 20242228 E ﬂ 13/16-16  15/16 & 063 @ 185 470 310 787 NS Y Y Y Y Y qé
B2-OFFX45-0810  14710-0810 20242225 1/2 127 114 1% 30 065 165 197 500 322 817 NS Y Y Y Y Y g‘
B2-OFFX45-1010  14710-1010 20242217 %@ 114 1346 & 067 m 228 580 364 925 NS Y Y Y Y Y .ﬂ'
B2-OFFX45-1012 147101012 20242207 5/8 159 1%%-12 17 36 083 211 248 630 384 975 NS Y Y Y Y Y
B2-OFFX45-1210  14710-1210 20293219 ﬁ @ 114 1346 & 0.79 ﬂ 209 531 364 925 NS Y Y Y Y Y
B2-OFFX45-1212 147101212 20242232 ﬂ @ 134612 1% & 0.83 @ 248 630 403 1024 NS Y Y Y Y Y
B2-OFFX45-1216 147101216 20242208 3/4 190 17612 1% 41 094 239 280 711 435 1106 NS Y Y Y Y Y
B2-OFFX45-1616 147101616 20242219 1 254 1712 1% 41 102 260 323 819 500 1271 NS Y Y Y Y
)
S4-OFFX45-2020  28710-2020 20242223 ﬁ ﬁ MAe-12 2 & 102 @ 382 970 587 1490 NS Y Y Y .g
S4-OFFX45-2024 287102024 20242224 1% 318 212 2% 60 110 279 398 1011 603 1531 NS Y Y Y 'g
S4-OFFX45-2424 287102424 20242222 1/, 381 212 2% 60 110 279 413 1049 646 1640 NS Y Y g
C: Crimp Nut (see "Fitting Identification” in Appendix for details) <
[]
[¥]
c
]
c
[
c
‘©
=
<
5
:g
=
k7
£
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Fittings Section 1

Elbow Type:
LT=Long Tube
ST=Short Tube

69

Female | 90° Elbow | Swivel

S=Skive
NS=Non-Skive
DG=Dual-Grip™

SR16SC,
Thread Hex-1 SR1SN, SR2SN, XR16SC, SCP3,
Hose Size Wrench Elbow Skive DR1SN, DR2SN, ARC16SC, XCP3,
Descriptive # Product# SAP# SizelID  (A) Size Type Drop(D) Cut-Off(C) Length(L) Type SFS LR2SN DR16SC ACP3 XCP4
.gl in. mm in mm in. mm in. mm in. mm
é‘ B2-OFFX90-0404  14715-0404 20242236 1/4 64 91618 1116 17 126 320 118 300 216 549 NS Y Y Y Y v
g B2-OFFX90L-0404 14720-0404 20242254 1/4 64 9/1618 1116 17 LT 181 460 130 330 228 579 NS Y Y Y Y vy
E B2OFFX9050404 147250404 20242152 1/4 64 9/1618 1116 17 ST 083 210 110 280 208 529 NS Y Y Y Y vy
> B2OFFX90-0406  14715-0406 20242243 1/4 64 111616 7/8 22 150 380 146 370 244 619 NS Y Y Y Y Yy
§ B2-OFFX90L-0406  14720-0406 20242250 1/4 64 111616 7/8 22 LT 213 540 138 350 236 599 NS Y Y Y Y v
§ B2-OFFX905-0406 14725-0406 20242151 1/4 €4 1116116 7/8 22 ST 091 230 126 320 224 569 NS Y Y Y Y Y
g' B2-OFFX9050604 147250604 20591895 3/8 95 9/1618 11/16 17 ST 083 210 110 280 215 546 NS Y Y Y Y v
¢ B2OFFX90-0606  14715-0606 20242239 3/8 95 111616 7/8 22 150 380 165 420 270 686 NS Y Y Y Y Y
B2-OFFX90L-0606  14720-0606 20241694 3/8 95 111616 7/8 22 LT 213 540 165 420 270 686 NS Y Y Y Y Y
B2-OFFX9050606 147250606 20242158 3/8 95 111616 7/8 22 ST 098 250 165 420 270 686 NS Y Y Y Y v
B2:OFFX90-0608  14715-0608 20242252 3/8 95 13/16-16 15/16 24 161 410 173 440 278 706 NS Y Y Y Y vy
B2OFFX90L-0608  14720-0608 20241705 3/8 95 13/16716 15/16 24 LT ~ 252 640 185 470 290 736 NS Y Y Y Y Y
> B2-OFFX905-0608 14725-0608 20242160 3/8 95 13/1616 15/16 24 ST 114 290 165 420 270 686 NS Y Y Y Y Y
ﬁ B2-OFFX9050806 147250806 20441217 1/2 127 111616 7/8 22 ST 098 250 165 420 290 737 NS Y Y Y Y vy
g. B2-OFFX90-0808¢ 14715-0808 20241704 1/2 127 13/16-16 15/16 24 165 420 138 350 263 667 NS Y Y Y Yy vy
) B2-OFFX90L-0808¢ 14720-0808 20242216 1/2 127 13/1616 15/16 24 LT 252 640 150 380 274 697 NS Y Y Y Y vy
’ B2-OFFX905-0808¢ 147250808 20242226 1/2 127 13/16-16 15/16 24 ST 114 290 158 400 282 717 NS Y Y Y Y v
B2-OFFX90-0810  14715-0810 20241703 1/2 127 114 ~ 1%e 30 185 470 189 480 314 797 NS Y Y Y Y v
B2-OFFX90L-0810  14720-0810 20242214 1/2 127 114 ~ 1%e 30 LT 276 701 181 460 306 776 NS Y Y Y Y vy
B2OFFX905-0810 14725-0810 20242249 1/2 127 114 1% 30 ST 128 325 181 460 306 776 NS Y Y Y Y oY
B2-OFFX905-0812  14725-0812 20293220 1/2 127 13412 176 36 ST 201 511 219 556 344 873 NS Y Y Y Y Y
5 B2:OFFX90-1010 147151010 20242242 58 159 114  13/16 30 173 440 217 550 352 895 NS Y Y Y Y vy
Ec- B2:OFFX90L-1010 147201010 2024169 58 159 114 1% 30 LT 277 702 217 550 352 895 NS Y Y Y Y vy
M B2OFFX90S1010 147251010 20242162 5/8 159 114 1% 30 ST 128 325 205 520 340 865 NS Y Y Y Y Y
g' B2-OFFX905-1012 147251012 20242161 5/8 159 13412 176 36 ST 193 490 217 551 353 896 NS Y Y Y Y Y
; B2-OFFX9051210 147251210 20242167 3/4 190 114 ~ 1%e 30 ST 154 391 175 445 330 839 NS Y Y Y Y vy
§ B2OFFX90-1212 147151212 20242237 3/4 190 1%e12 17 36 228 580 244 620 399 1014 NS Y Y Y Y vy
3 B2OFFX90L1212 147201212 20242255 3/4 190 1%612 1756 36 LT 378 960 244 620 399 1014 NS Y Y Y Y oy
g B2-OFFX9051212 147251212 20242153 3/4 190 1¥%%12 17 36 ST 201 510 240 610 396 1005 NS Y Y Y Y vy
g B2-OFFX905-1216 147251216 20242155 3/4 190 174612 1% 41 ST 280 711 260 660 415 1055 NS Y Y Y Y Y
® B2OFFX9051612 147251612 20441218 1 254 1¥%e12 17 36 ST 201 510 243 617 420 1068 NS Y Y Y v |
B2OFFX90-1616 147151616 20241698 1 254 1712 1% 41 260 660 327 830 504 1281 NS Y Y Y y
B2-OFFX90L-1616 147201616 20242202 1 254 1712 1% 41 LT 449 1140 327 830 504 1281 NS Y Y Y v |
B2OFFX9051616 147251616 20242244 1 254 1712 1% 41 ST 228 580 327 830 504 1281 NS Y Y Y v |
B2OFFX90-1620 147151620 20242253 1 254 1412 2 50 307 780 327 830 504 1281 NS Y Y Y v |
B2-OFFX90S-1620 147251620 20242235 1 254 14612 2 50 ST 252 640 327 830 504 1281 NS Y Y Y Y

C: Crimp Nut (see "Fitting Identification” in Appendix for details)
Continued on next page
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Fittings Section 1 70

0
Q
0
[<}

I

Female | 90° Elbow | Swivel Continued

)
SR16SC, c
Thread Hex-1 SR1SN, SR2SN, XR16SC, SCP3, =
Hose Size Wrench  Elbow Skive DR1SN, DR2SN, ARC16SC, XCP3, e
Descriptive # Product# SAP# SizelD  (A) Size Type Drop (D) Cut-Off (C) Length(L) Type SFS LR2SN DR16SC ACP3 XCP4
in. mm in. mm in. mm in. mm in. mm
S4-OFFX90-2020 28715-2020 20241702 1% 318 14612 2 50 307 780 382 970 587 1490 NS Y Y Y
S4-0FFX901-:2020 28720-2020 20242212 1% 31.8 1412 2 50 LT 508 1290 382 970 587 1490 NS VY Y Y
S4-OFFX90S-2020 28725-2020 20242247 1% 31.8 14612 2 50 ST 268 681 374 950 579 1470 NS VY Y Y "
MARNALE 2> 2 sPe e 2 g0y g e P o
S4-OFFX90L-2024 28720-2024 20242213 1% 318 212 2% 60 LT 555 1410 4.02 1021 607 1541 NS Y Y Y =
MARALCN 8 2 - 290 Y e el 2 9% P s
S4-OFFX90S-2024 28725-2024 20242248 1% 318 212 2% 60 ST 272 691 402 1021 607 1541 NS Y Y Y a
Q
S4-0FFX90-2424  28715-2424 20241701 1% 381 212 2% 60 343 871 4.25 1080 658 1671 NS Y Y 8
S4-OFFX90L-2424 28720-2424 20441321 1% 381 212 2% 60 LT 555 1410 437 1110 670 1701 NS VY Y é
S4-OFFX90S-2424 28725-2424 20242246 1% 381 2-12 2% 60 ST 307 780 402 1021 635 1612 NS Y Y c
(7]
=
2
3
]
Male
S=Skive
1 : NS=Non-Skive _g
DG=Dual-Grip™ )
£
[}
]
SR16SC, :t.
Thread  Hex-1 SR1SN, SR2SN, XR16SC,  SCP3,
Hose Size Wrench Skive DR1SN, DR2SN, ARC16SC, XCP3,
Descriptive # Product # SAP # SizeID (A Size Cut-Off(C)  Length(L) Type SFS LR2SN  DR16SC ACP3  XCP4
in. mm in. mm in. mm in. mm
B2-OFM-0404 14730-0404 20242187 1/4 64 91618 1116 17 100 254 198 503 NS Y Y Y Y Y
B2-OFM-0406 14730-0406 20441219 1/4 64 11/16-16  3/4 19 096 243 194 491 NS Y Y Y Y Y
B2-OFM-0606 14730-0606 20242181 3/8 95 11/16-16  3/4 19 105 267 210 534 NS Y Y Y Y Y §
B2-OFM-0608 14730-0608 20242183 3/8 95 13/16-16  7/8 22 105 266 210 532 NS Y Y Y Y Y g
[
B2-OFM-0808 14730-0808 20242174 1/2 127  13/16-16 7/8 22 119 303 244 620 NS Y Y Y Y Y =
B2-OFM-0810 14730-0810 20242173 1/2 127 114 We 27 121 307 246 624 NS Y Y Y Y Y g
B2-OFM-0812 14730-0812 20242172 1/2 127 1%e12  h 32 134 340 259 657 NS Y Y Y Y Y <
B2-OFM-1010  14730-1010 20242186 5/8 159 114 e 27 122 309 257 653 NS Y Y Y Y Y 5
B2-OFM-1012  14730-1012 20242185 5/8 159 134612 1% 32 134 341 270 686 NS Y Y Y Y Y E
B2-OFM-1212  14730-1212 20242177 3/4 190 1%e12 14 32 136 346 292 741 NS Y Y Y Y Y g
B2-OFM-1216  14730-1216 20242179 3/4 190 1712 1% 4 155 393 310 788 NS Y Y Y Y Y =
B2-OFM-1616  14730-1616 20242194 1 254 17%6-12 1% 38 147 374 325 825 NS Y Y Y Y
S4-0FM-2020  28730-2020 20242171 14 318 1412 1% 46 164 417 369 937 NS Y Y Y
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Fittings Section 1 71

Male

S=Skive
- NS=Non-Skive
DG=Dual-Grip™

-
-
[=4
=]

(=]
[

SR16SC,
Thread Hex-1 SR1SN, SR2SN, XR16SC, SCP3,
Hose Size Wrench Skive DR1SN, DR2SN, ARC16SC, XCP3,
Descriptive #  Product # SAP # Size ID (A) Size Cut-Off(C)  Length(L) Type SFS LR2SN  DR16SC ACP3  XCP4

m in. mm in. mm in. mm in. mm

Q2

= B2-OBM-0404  14670-0404 20242133 1/4 64 7/1620 9/16 14 088 223 186 472 NS Y Y Y Y Y

5 Jgr o pr Aey 2P 1n 200 Zes  1OP Tl D

3 B2-OBM-0405  14670-0405 20242132 1/4 64 1/220 5/8 16 088 223 186 472 NS Y Y Y Y \

3 gz oor Ueey 20 1D YO8 440 10D Fe D

3_ B2-OBM-0406  14670-0406 20242129 ﬂ 64 9/16-18 11/16 L @ 222 @ ﬂ NS Y Y Y Y Y

g B2-0BM-0408 14670-0408 20297678 1/4 64  3/4-16 7/8 22 098 249 196 498 NS Y Y Y Y Y

Q B2-OBM-0606  14670-0606 20242122 3/8 95 9/1618 3/4 19 094 237 198 504 NS Y Y Y Y Y

2 R L S N

a B2-OBM-0608  14670-0608 20242121 3/8 95 3/416 7/8 22 073 186 204 517 NS Y Y Y Y Y

g, B2-OBM-0610  14670-0670 20242117 3/8 95  7/814 e 27 108 274 213 541 NS Y Y Y Y Y

(]

@ B2-OBM-0808  14670-0808 20242134 E 127 3/416 7/8 & E 256 ﬁ ﬂ NS Y Y Y Y Y
B2-OBM-0808S 14670-0808S 20424923 1/2 127 3/416 101 256 226 573 NS Y Y Y Y \
B2-OBM-0810 ~ 14670-0810 20242131 1/2 127 7/814 1V 27 110 279 235 596 NS Y Y Y Y Y
B2-OBM-0812  14670-0812 20242128 1/2 127 1we12 1% 32 126 321 251 638 NS Y Y Y Y Y
B2-OBM-1008  14670-1008 20293194 5/_8 159 3/416 15/16 & ﬂ 264 & @ NS Y Y Y Y Y

> B2-OBM-1010  14670-1010 20293195 58 159 7/814 15/16 24 110 279 246 624 NS Y Y Y Y Y

n

g B2-OBM-1012  14670-1012 20242123 5/8 159 112 14 32 127 322 263 667 NS Y Y Y Y Y

g_ B2-OBM-1210  14670-1210 20242120 ﬂ 190 7/814 1% i E 286 @ @ NS Y Y Y Y Y

% B2-OBM-1212 14670-1212 20242126 3/4 190 1612 1 32 129 327 284 722 NS Y Y Y Y Y

e 2 2y Zerle 1A 24 L2 240 4207 fes D
B2-0BM-1216 14670-1216 20242118  3/4 190 1%46-12 1% 38 137 348 292 742 NS Y Y Y Y Y
B2-OBM-1616  14670-1616 20242127 1 254 1%6-12 1% 38 138 350 315 801 NS Y Y Y Y
S4-0BM-2020 286702020 20293258 & 318 15412 1% & E 393 ﬁ m NS Y Y Y
S4-0BM-2424  28670-2424 20307206 1% 381 17612 160 405 392 997 NS Y Y

5

»n

4

=

o

=

]

3

-]

=

-

3

-

]

3

[

3

I

(]
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Fittings Section 1 72

Hoses

Male | Swivel

S=Skive
NS=Non-Skive
DG=Dual-Grip™

()]
()]
c

=

=

'S

SR16SC,
Thread Hex-1 SR1SN, SR2SN, XR16SC, SCP3,
Hose Size Wrench Skive DR1SN, DR2SN, ARC16SC, XCP3,
Descriptive # Product # SAP # SizeID (A) Size Cut-Off(C) Length(L) Type SFS LR2SN DR16SC  ACP3 XCP4
")
in. mm in. mm in. mm in. mm .q:"
B2-OBMX-0404  14680-0404 20293196 ﬂ 6.4  7/1620 1116 17 @ 329 ﬁ 578 NS Y Y Y Y Y §
B2-OBMX-0406  14680-0406 20441229 1/4 64  9/16-18 7/8 22 169 430 267 679 NS Y Y Y Y Y 8
o
B2-OBMX-0606 14680-0606 20293197 3/8 95 9/16-18 7/8 22 161 409 266 675 NS Y Y Y Y Y ;
B2-OBMX-0608 14680-0608 20293198 3/8 95 3/416 1 25 173 440 278 706 NS Y Y Y Y Y =
B2-OBMX-0808  14680-0808 20293199 E 127 3/416 1 25 @ 427 E 744 NS Y Y Y Y Y qE)
B2-OBMX-0810  14680-0810 20293200 1/2 127 7/814 1 25 169 429 294 746 NS Y Y Y Y Y g'
B2-OBMX-1212  14680-1212 20293201 3/4 190 1V4e-12 1% 32 197 500 352 894 NS Y Y Y Y Y Ig
Male | 90° Elbow (Block) | Swivel
¢ 7))
9
& )
T ™ w
|
_HI S=Skive <
I™ J NS=Non-Skive
|l DG=Dual-Grip™
SR16SC,
Thread  Hex-1 SR1SN, SR2SN, XR16SC, SCP3,
Hose Size Wrench Cut-Off Skive DR1SN, DR2SN, ARC16SC, XCP3,
Descriptive # Product#  SAP# Size ID (A) Size Drop(D) (O) Length(L) Type SFS LR2SN DR16SC  ACP3 XCP4 8
c
in. mm in. mm in. mm in. mm in. mm 2
[
B2-OBMX90B-0405 14685-0405 20293202 ﬂ ﬂ 1/2-20 11/16 L 150 381 071 ﬂ 169 @ NS Y Y Y Y Y 'E
B2-OBMX90B-0406 14685-0406 20441270 1/4 64 9/1618 7/8 22 174 443 080 203 178 452 NS Y Y Y Y Y g
B2-OBMX90B-0606 14685-0606 20293203 3/8 95 9/1618 7/8 22 174 443 092 233 197 500 NS Y Y Y Y Y <
e B e N LA S e A et ] c
B2-OBMX90B-0608 14685-0608 20293204 3/8 95 3/4-16 1 25 217 55 113 288 218 554 NS Y Y Y Y Y o
L
B2-OBMX90B-0808 14685-0808 20293205 1/2 127 3/4-16 1 25 217 55 116 294 241 611 NS Y Y Y Y Y g
e el 2w L 22 s 2 P g et Dh R . =
B2-OBMX90B-0810 14685-0810 20293206 1/2 127 7/814 1 25 217 552 116 294 241 611 NS Y Y Y Y Y ko
[=
B2-OBMX90B-1012  14685-1012 20294829 5/8 159 1412 1 32 258 656 123 313 259 658 NS Y Y Y Y Y -
B2-OBMX90B-1212 146851212 20293207 3/4 190 Wse-12 1k 32 258 655 124 315 280 710 NS Y Y Y Y Y
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Fittings Section 1 73

S9SOH

S=Skive
NS=Non-Skive
DG=Dual-Grip™

-
-
[=4
=]

(=]
[

SR16SC,
Flange SR1SN, SR2SN, XR16SC, SCP3,
Hose Flange Diameter Skive DR1SN, DR2SN, ARC16SC, XCP3,
Descriptive # Product# SAP # SizeID Size (A) Cut-Off (C) Length (L) Type SFS LR2SN  DR16SC  ACP3  XCP4
51 in mm in mm in mm in mm
= B2-FL-0808  14320-0808 20242908 1/2 127 1/2 119 302 161 409 286 726 NS Y Y Y \ Y
S e es e 2 2Ye 00 TYI 200 fed D
3 B2-FL-0812 14320-0812 20242906 1/2 127 3/4 150 381 165 419 290 736 NS Y Y Y Y Y
o
3 B2-FL-1012 143201012 20242899 5/8 159 3/4 150 381 160 407 302 766 NS Y Y Y Y Y
i B2-FL-1212 14320-1212 20242901 3/4 190 3/4 150 381 167 424 322 819 NS Y Y Y Y Y
2 B2-FL-1216 143201216 20242903 3/4 190 1 175 445 199 505 354 900 NS Y Y Y Y Y
o
a B2-FL-1616 143201616 20242879 1 254 1 175 445 202 513 380 964 NS Y Y Y Y
b3 e L M A S S
= B2-FL-1620 14320-1620 20242902 1 254 1% 200 508 212 538 390 989 NS Y Y Y Y
(]
o S4-F1-:2020 28320-2020 20242909 1% 318 1% 200 508 219 556 424 1076 NS Y Y Y
S4-F1-:2024 28320-2024 20242910 1 318 1% 237 603 230 584 435 1104 NS Y Y Y
S4-F1-2424 28320-2424 20242886 1% 381 1% 237 603 231 587 464 1178 NS Y Y
S4-F1-2432 28320-2432 20242911 1% 381 2 281 714 276 701 509 1292 NS Y Y
S4-F1-3232 28320-3232 20242895 2 508 2 281 714 276 701 559 1421 NS Y Y
>
n
]
o
3 o
= 22.5° Elbow
(]
»
- . S=Skive
_ : NS=Non-Skive
7 DG=Dual-Grip™
4
=
) SR16SC,
g- Flange SR1SN, SR2SN, XR16SC, SCP3,
3 Hose Flange Diameter Skive DR1SN, DR2SN, ARC16SC, XCP3,
4] Descriptive # Product# SAP # SizeID Size (A) Drop (D) Cut-Off(C) Length(L) Type SFS LR2SN DR16SC ACP3 XCP4
=
Q in. mm in. mm in. mm in. mm in mm
3
I~y B2-FL22-1616 14330-1616 20242939 1 254 1 175 445 047 119 366 930 544 1380 NS Y Y Y Y
3
g 54-FL222020 283302020 20242928 1% 318 14 200 508 063 160 449 1140 654 1660 NS Y Y Y
8 S4-FL22-2024 28330-2024 20293266 1% 318 1% 237 603 081 206 453 1151 658 1670 NS Y Y Y
S4-FL22-2424 28330-2424 20242923 1% 381 14 237 603 065 165 516 1311 749 1902 NS Y Y
S4-FL22-3232 28330-3232 20293267 2 508 2 281 714 087 221 602 1529 885 2249 NS Y Y
>
b~
T
o
3
=
x
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Fittings Section 1 74

Hoses

30° Elbow

()]
()]
c

=

=

'S

Ry, b t S=Skive
o NS=Non-Skive
DG=Dual-Grip™

SR16SC,
Flange SR1SN, SR2SN, XR16SC, SCP3,
Hose Flange Diameter Skive DR1SN, DR2SN, ARC16SC, XCP3,
Descriptive # Product# SAP# Size ID Size (A) Drop (D) Cut-Off (C) Length(L) Type SFS LR2SN DR16SC  ACP3 XCP4
")
0
in. mm inn. mm in. mm in.. mm in. mm -
[]
B2-FL30-1616 14335-1616 20242927 1 254 1 175 445 083 211 354 899 532 1350 NS Y Y Y Y a
Q
S4-FL30-2020 283352020 20242922 1v4 318 1% 200 508 098 249 402 1021 6.07 1541 NS Y Y Y 8
S4-FL30-2024 28335-2024 20242913 1% 318 1% 237 603 106 269 441 1120 646 1640 NS Y Y Y ;
S4-FL30-2424 28335-2424 20242924 1%, 381 1% 237 603 091 231 535 1359 768 1950 NS Y Y c
B A et At A et N S
S4-FL30-2432 28335-2432 20293269 1% 381 2 281 714 144 366 591 1501 824 2092 NS Y Y £
[=3
S4-FL30-3232 28335-3232 20293270 2 508 2 281 714 118 300 587 1491 870 2211 NS Y Y ‘5
(=2
1]
45° Elbow
I i )
9
¥ r T E
£
. S=Skive §
a2 NS=Non-Skive <
£ DG=Dual-Grip™
SR16SC,
Flange SR1SN, SR2SN, XR16SC, SCP3,
Hose Flange Diameter Skive DR1SN, DR2SN, ARC16SC, XCP3,
Descriptive # Product # SAP # Size ID Size (A) Drop (D) Cut-Off(C) Length(L) Type SFS LR2SN DR16SC  ACP3 XCP4
in. mm in. mm in. mm in. mm in. mm 8
c
B2-FL45-0808 14340-0808 20242949 E 127 112 119 302 087 221 209 531 334 848 NS Y Y Y Y Y g
B2-FL45-0812 14340-0812 20242947 1/2 127 3/4 150 381 102 259 236 599 361 916 NS Y Y Y Y Y ]
c
B2-FL45-1212 14340-1212 20242942 3/4 190 3/4 150 381 126 320 291 739 446 1134 NS Y Y Y Y Y ‘©
B2-FL45-1216 14340-1216 20242944 3/4 190 1 175 445 114 290 307 780 462 1174 NS Y Y Y Y Y E
B2FL451616 143401616 20242919 1 254 1 175 445 132 335 327 831 505 1281 NS Y Y Y Y g
B2-FL45-1620 14340-1620 20242917 1 254 1V 200 508 142 361 323 820 501 1271 NS Y Y Y Y "3
S4-FL452020 28340-2020 20242934 1% 318 1% 200 508 148 376 374 950 579 1470 NS Y Y Y E
o2 2 ey ol e 2 2t Zer e ] ]
S4-FL45-2024 283402024 20242921 1 318 1% 237 603 157 399 409 1039 614 1559 NS Y Y Y £
S4-FLA5-2424 283402424 20242915 12 381 1% 237 603 189 480 461 1171 694 1762 NS Y Y
S4-FL45-2432 283402432 20242914 1% 381 2 281 714 219 556 535 1359 768 1951 NS Y Y
S4-FL45-3232 28340-3232 20242945 2 508 2 281 714 187 475 555 1410 838 2130 NS Y Y
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Fittings Section 1 75

S9SOH

60° Elbow

-
-
[=4
=]

(=]
[

S=Skive
NS=Non-Skive
DG=Dual-Grip™

SR16SC,
Flange SR1SN, SR2SN, XR16SC,  SCP3,
Hose Flange Diameter Skive DR1SN, DR2SN, ARC16SC, XCP3,
m Descriptive # Product#  SAP# Size ID Size (A Drop (D) Cut-Off(C) Length(L) Type SFS LR2SN DR16SC ACP3 XCP4
Q2
<. in. mm in. mm in. mm in. mm in. mm
]
3 B2-FL60-1212 14345-1212 20242938 3/4 190 3/4 150 381 146 371 339 861 494 1256 NS Y Y Y Y Y
a 2 2y 2 DY 260 A0 240 227 90 HI% 1490
3_ B2-FL60-1216 14345-1216 20242936 3/4 190 1 175 445 173 439 402 1021 566 1438 NS Y Y Y Y Y
i B2-FL60-1616 14345-1616 20293255 1 254 1 175 445 185 470 398 1011 576 146.2 NS Y Y Y Y
2 S4-FL60-2020 283452020 20242937 1% 318 1% 200 508 222 564 510 1295 715 1815 NS Y Y Y
a A 20 A ZYY QY0 L4f 0PR oY 1499 LD 1909
m S4-FL60-2024 283452024 20293271 1% 318 1% 237 603 222 565 598 1519 831 2110 NS Y Y Y
g, S4-FL60-2424 28345-2424 20293272 1% 381 1% 237 603 228 579 531 1349 736 186.8 NS Y Y
o 2 28l 12 g9l PY0 440 207 20 ond 19D 0P8
@ S4-FL60-2432 28345-2432 20293273 1/ 381 2 281 714 305 775 652 1656 885 2247 NS Y Y
S4-FL60-3232 28345-3232 20293274 2 508 2 281 714 362 919 681 1730 964 2450 NS Y Y
67° Elbow
>
n
] - -
m - -
3
g
=
HH !
S=Skive
1 v_J
r NS=Non-Skive
! DG=Dual-Grip™
SR16SC,
5 Flange SR1SN, SR2SN, XR16SC, SCP3,
o Hose Flange Diameter Skive DR1SN, DR2SN, ARC16SC, XCP3,
o Descriptive # Product#  SAP# Size ID Size (A) Drop (D) Cut-Off (C) Length(L) Type SFS LR2SN DR16SC ACP3 XCP4
o
g. in. mm in. mm in. mm in. mm in. mm
; B2-FL67-1616 143471616 20293256 1 254 1 175 445 195 495 368 935 546 1386 NS Y Y Y Y
=2 S4-FL67-2020 283472020 20293278 1% 318 14 200 50.8 246 625 472 1199 677 1719 NS Y Y Y
S 8 20 A fYY U0 470 Pe) il 1197 o 1T
5 S4-FLE67-2024 283472024 20293279 1% 318 1% 237 603 258 655 478 1215 683 1735 NS Y Y Y
-
g S4-FLE67-2424 283472424 20293280 1% ﬁ i ﬁ 60.3 @ 655 @ 1354 @ 1945 NS Y Y
g S4-FL67-2432 283472432 20293281 1% 381 2 281 714 346 879 555 1410 788 2001 NS Y Y
I
o S4-FL67-3232 283473232 20293282 2 50.8 2 281 714 376 955 705 1791 9.88 2511 NS Y Y
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Fittings Section 1 76

Hoses

90° Elbow

()]
()]
c

=

=

'S

S=Skive
NS=Non-Skive
DG=Dual-Grip™

SR16SC,
Flange SR1SN, SR2SN, XR16SC,  SCP3,
Hose Flange Diameter Skive DR1SN, DR2SN, ARC16SC, XCP3,
Descriptive # Product# SAP # SizeID Size (A) Drop (D) Cut-Off(C) Length(L) Type SFS LR2SN  DR16SC ACP3 XCP4 3
‘=
in. mm in. mm in. mm in. mm in. mm 8
7]
B2-F190-0808 14350-0808 20242888 1/2 127 1/2 119 302 165 419 181 460 306 776 NS Y Y Y Y Y 8
B2-FL90-0812 14350-0812 20242877 1/2 127 3/4 150 381 201 511 177 450 302 766 NS Y Y Y Y Y 2
B2-FL90-1212 14350-1212 20242881 3/4 190 3/4 150 381 236 599 228 579 383 974 NS Y Y Y Y Y 3
R S e e A s M s e M B S N =
B2-FL90-1216 14350-1216 20242883 3/4 190 1 175 445 254 645 260 660 415 1055 NS Y Y Y Y Y GE)
B2-FL90-1616 14350-1616 20242930 1 254 1 175 445 264 671 280 711 458 1162 NS VY Y Y Y 2
L o s S N N L L M e 5
B2-FL90-1620 14350-1620 20242893 1 254 1 200 508 280 711 291 739 469 1190 NS Y Y Y Y Iﬂ'
S4-FL90-2016 28350-2016 20242897 & 318 1 175 445 256 650 370 940 575 1459 NS Y Y Y
54-FL90-2020 283502020 20242931 T4 31.8 1% 200 508 331 841 346 879 551 1399 NS VY Y Y
S4-FL90-2024 28350-2024 20242889 1% 318 1% 237 603 344 874 358 909 563 1429 NS Y Y Y
S4-FL90-2424 28350-2424 20242891 & 381 1% 237 603 358 909 413 1049 646 1640 NS Y Y
S4-FL90-2432 28350-2432 20242890 1%~ 381 2 281 714 453 1151 413 1049 646 1640 NS Y Y
S4-FL90-3232 28350-3232 20242894 2 508 2 281 714 512 1300 508 1290 791 2010 NS VY Y $
re)
£
[}
wn
wn
<
S=Skive
i NS=Non-Skive
i DG=Dual-Grip™ g
| 2 B P c
]
=
SR165C, S
Flange SR1SN,  SR2SN, XR16SC, SCP3, %
Hose Flange Diameter Skive  DR1SN, DR2SN,  ARC16SC, XCP3, s
Descriptive # Product # SAP # Size ID Size (A) Cut-Off (C) Length(L) Type SFS LR2SN DR16SC ACP3 XCP4 <
c
in. mm in. mm in. mm in. mm o
L
B2-FH-1212 14300-1212 20241745 3/4 190 3/4 163 413 207 526 362 920 NS Y Y Y Y Y ‘=°
]
B2-FH-1616 14300-1616 20242954 1 254 1 187 476 222 564 400 1015 NS Y Y Y Y -
T LA s e 2
B2-FH-1620 14300-1620 20242951 1 254 1 213 540 248 629 425 1080 NS Y Y Y Y -
S4-FH-2016 28300-2016 20441292 % ﬁ 1 ﬁ ﬁ ﬁ 829 & 1349 NS Y Y Y
S4-FH-2020 283002020 20241752 1% 318 1% 213 540 327 831 532 1350 NS Y Y Y
S4-FH-2024 28300-2024 20241754 1% 318 1% 250 635 279 710 484 1229 NS Y Y Y
S4-FH-2424 28300-2424 20241751 % ﬁ 1% @ @ ﬁ 95.0 ﬂ 1541 NS Y Y
S4-FH-2432 28300-2432 20241757 14 381 2 313 794 299 759 532 1351 NS Y Y
S4-FH-3232 28300-3232 20241759 2 508 2 313 794 299 759 582 1479 NS Y Y

Appendix

ContiTech



Fittings Section 1 77

S9SOH

22.5° Elbow

S=Skive
a0 NS=Non-Skive
DG=Dual-Grip™

-
-
[=4
=]

(=]
[

SR16SC,
Flange SR1SN, SR2SN, XR16SC, SCP3,
Hose Flange Diameter Skive DR1SN, DR2SN, ARC16SC, XCP3,
Descriptive # Product # SAP # SizeID Size (A) Drop (D) Cut-Off(C) Length(L) Type SFS LR2SN DR16SC ACP3 XCP4
m
-g in. mm in. mm in. mm in. mm in. mm
'g. S4-FH22-2020 283032020 20293291 1% 318 1k 213 540 069 175 472 1199 677 171.8 NS Y Y Y
g S4-FH22-2024 283032024 20293292 1% 318 1% 250 635 081 206 504 1280 709 180.0 NS Y Y Y
~
g
>
0
o
o o
o 30° Elbow
]
=
(]
» =
1 nT
] . S=Skive
NS=Non-Skive
DG=Dual-Grip™
> i
n
7]
g SR16SC,
o Flange SR1SN, SR2SN, XR16SC, SCP3,
g Hose Flange Diameter Skive DR1SN, DR2SN, ARC16SC, XCP3,
] Descriptive # Product # SAP # SizeID Size (A Drop (D) Cut-Off(C) Length(L) Type SFS LR2SN DR16SC  ACP3 XCP4
in. mm in. mm in. mm in. mm in. mm
54-FH30-2020 283052020 20293295 1% 318 1% 213 540 096 244 461 1171 666 1690 NS Y Y Y
S4-FH30-2024 28305-2024 20293296 1% 318 1% 250 635 112 284 490 1245 695 1764 NS Y Y Y
S4-FH30-2424 28305-2424 20293297 1% 381 1% 250 635 108 274 522 1326 755 1917 NS Y Y
- S4-FH30-3232 28305-3232 20293298 2 508 2 313 794 144 366 665 1689 948 2409 NS Y Y
@
4
=
o
[=4
]
3
4]
=
-
3
-
]
3
[
3
I
(]
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Fittings Section 1 78

Hoses

45° Elbow

S=Skive
NS=Non-Skive
DG=Dual-Grip™

()]
()]
c

=

=

'S

SR16SC,
Flange SR1SN, SR2SN, XR16SC, SCP3, SCP3,
Hose Flange Diameter Skive DR1SN, DR2SN, ARC16SC, XCP3, XCP3,
Descriptive # Product# SAP # SizeID Size (A) Drop (D) Cut-Off(C) Length(L) Type SFS LR2SN  DR16SC ACP3 ACP3
(7]
in. mm in. mm in. mm in. mm in. mm .q:"
B2-FH45-1212 14310-1212 20241791 % 190 3/4 163 413 122 310 331 841 486 1235 NS Y Y Y Y Y g
B2-FH45-1616 14310-1616 20241775 1 254 1 187 476 142 361 382 970 560 1421 NS Y Y Y Y 8
R e N e e e et S o
B2-FH45-1620 14310-1620 20241772 1 254 1% 213 540 154 391 378 960 556 1411 NS Y Y Y Y g
S4-FH452020 283102020 20241764 1% 318 T4 213 540 157 399 429 1090 634 1609 NS Y Y Y ]
S4-FH45-2024 28310-2024 20241765 1% 318 1% 250 635 179 455 453 1151 658 1670 NS Y \ Y qé
S4-FH452424 283102424 20241769 172 381 1% 250 635 177 450 484 1229 717 1821 NS Y Y g'
S4-FH45-2432 28310-2432 20241776 1% 381 2 313 794 226 574 524 1331 757 1922 NS Y Y Iﬂ'
S4-FH45-3232 28310-3232 20241767 2 508 2 313 794 236 599 618 1570 901 2290 NS Y Y
60° Elbow
(7]
- - 2
)
£
f [}
wn
=il ]
I <
]
i - 'II.' S=Skive
0y NS=Non-Skive
DG=Dual-Grip™
SR16SC,
Flange SR1SN, SR2SN, XR16SC, SCP3, )
Hose Flange Diameter Skive DR1SN, DR2SN, ARC16SC, XCP3, g
Descriptive # Product # SAP # Size ID Size (A) Drop (D) Cut-Off (C) Length(L) Type SFS LR2SN  DR16SC ACP3 XCP4 g
[
in. mm in. mm in. mm in. mm in. mm k=
S4-FH60-2020 283122020 20293301 1% 318 1% 213 540 232 589 526 1336 731 1855 NS Y Y Y 'E"
S4-FH60-2024 283122024 20293302 1% 318 1% 250 635 248 630 549 1394 754 1914 NS Y Y Y <
c
(=]
=
8
©
el
wn
£
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Fittings Section 1 79

S9SOH

90° Elbow

-
-
[=4
=]

(=]
[

— S=Skive
NS=Non-Skive
DG=Dual-Grip™

SR16SC,
Flange SR1SN, SR2SN, XR16SC, SCP3,

m Hose Flange Diameter Skive DR1SN, DR2SN, ARC16SC, XCP3,
-g Descriptive # Product#  SAP# SizeID Size (A) Drop (D) Cut-Off(C) Length(L) Type SFS LR2SN DR16SC  ACP3 XCP4
g in. mm in. mm in. mm in. mm in. mm
g B2-FH90-0808 14315-0808 20241744 1/2 127 1/2 125 318 181 460 189 480 332 843 NS Y Y Y Y Y
~
[-2) B2-FH90-1212 14315-1212 20241732 3/4 190 3/4 163 413 240 610 248 630 403 1024 NS Y Y Y Y Y
2 B2-FH90-1616 14315-1616 20241788 1 254 1 187 476 295 749 291 739 469 1190 NS Y Y Y Y
a L o£2r L el 70 220 20 07 A R
8 B2-FH90-1620 14315-1620 20241785 1 254 213 540 307 780 307 780 485 1231 NS Y Y Y Y
7))
2 S4FH90-2016 283152016 20441315 1% 318 1 187 476 283 719 335 851 540 1370 NS Y Y Y
8 54-FH902020 283152020 20241780 1% 318 1% 213 540 350 889 370 940 575 1459 NS Y Y Y

S4-FH90-2024 28315-2024 20241781 1% 318 1% 250 635 370 940 386 980 591 1500 NS Y Y Y

S4-FH90-2424 28315-2424 20241771 14 381 1% 250 635 413 1049 394 1001 6.27 1592 NS Y Y

S4-FH90-2432 28315-2432 20241777 1% 381 2 313 794 484 1229 453 1151 686 1742 NS Y Y

S4-FH90-3232 28315-3232 20241740 2 508 2 313 794 520 1321 563 1430 846 2150 NS Y Y
>
(1))
]
o
3
g
=
m - —

[ S=Skive
. \ Il i NS=Non-Skive

I DG=Dual-Gr