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N Value Add Programs from Dixon®

Solutions on Site Vans by Dixon®

Dixon®

Dixon® Hose Coupling Workshops

®

please contact Dixon®

Be Safe.

Best Practices Safety Assessment
Dixon®

® personnel assist you in 

contact Dixon®
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NSafety

S.T.A.M.P.E.D.

Size

Temperature

Application

Media

Pressure

component in the system.

Ends

Dixon® ®

®

Be Safe

Be Safe

®

Beware

Eliminate ®

Secure

Always

Fittings

Educate ®’s 
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N Pressure Recommendations

Couplings

Dixon® Cam & Groove

Machined Short Shank

Holedall™ Internal Expansion

Boss™ Couplings

Cast Short Shank

Flow Chief / Sanitary

Air King™ Universal

Push-On

Holedall™ Internal Expansion Petroleum

King™ Machined Medium Shank

Reusable Brass

King™ Machined Long Shank

Holedall™ Swage / Crimp

1

4

7

10

13

11

8

5

2 3

6

9

12

King Crimp™ Couplings

14
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NPressure Recommendations

70°F (21°C)
® ®

®

70°F (21°C) contact the hose manufacturer or Dixon® at 

®

®

contact.
7.  Dixon®

Clamps and Ferrules

Boss™ Interlocking Clamps

Preformed Clamps

Internal Expansion

Air King™ Interlocking Clamps

Double Bolt Clamps

Internal Expansion Petroleum

Light Duty Ferrules

Swage / Crimp

Band & Buckle

A B C

D E F

G H I

King Crimp™ Sleeve King Crimp™ Ferrule

J K
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1.  This chart is intended as a guide only. It only applies to metal couplings as shown for ambient temperature 70°F (21°C) applications with true ID hose.  It 
assumes new Dixon® supplied couplings, new Dixon® ®

procedures and equipment.
  Temperature can affect the coupling retention. For questions relating to temperatures other than ambient 70°F (21°C) contact the hose manufacturer or 

Dixon® at 800.355.1991.
2.  This chart does not apply to non-Dixon® products, with used hose, in non-approved or unsupported applications or in non-standard assemblies.

Instructions continue at the top of the next page.

Mark hose assembly with pressure from this chart or hose working pressure, whichever is lower.

Hose (rubber covered) DPL sect. Group ID - 
Couplings Couplings Group ID - Clamps 

& Ferrules Clamps & Ferrules Assembly 
Procedure 1/4" 3/8" 1/2" 5/8" 3/4"

Air
textile reinforced 
rubber lined

E 3 Air King™ Universal E Preformed Band Clamp 2102 150 150 150
E 3 Air King™ Universal G Swage/Crimp 2306 150 150
E 3 Air King™ Universal C Light Duty Ferrules 2307 150 150
F 6 Machined - Short Shank C Light Duty Ferrules 2304 200 150 150 100 100
F 6 Machined - Short Shank E Preformed Band Clamp 2100-2101 150 100 100
G 9 Reusable - Brass N/A n/a 2305 250 250 250
F 4 King™ Machined - Medium Shank E Preformed Band Clamp 2100-2101 250 200 200
F 5 King™ Machined - Long Shank E Preformed Band Clamp 2100-2101 300 300 300
F 14 King™ Crimp ST - Ferrule K King Crimp™ Ferrule 4201

Air 
textile or wire reinforced 
rubber lined

E 3 Air King™ Universal B,A Air King™ or Boss™ Interlocking 
Clamp 2000 150 150 150

E 3 Air King™ Universal G Swage/Crimp 2306 150 150
E 3 Air King™ Universal C Light Duty Ferrules 2307 150 150
D 2 Boss™ Couplings A Boss™ Interlocking Clamp 2000-2004 600 600 600 600
K 10 Holedall™ Swage/Crimp G Swage/Crimp see Ram Manual 600 600 600 600
F 14 King Crimp™ ST - Ferrule K King Crimp™ Ferrule 4201

Asphalt & Hot Tar D 2 Boss™ Couplings A Boss™ Interlocking Clamp 2001-2002

Chemical 
plastic lined 
for liquid service

F 4 King™ Machined - Medium Shank E Preformed Band Clamp 2100-2101 125 125
F 4 King™ Machined - Medium Shank D Band & Buckle 2104
F 5 King™ Machined - Long Shank E Preformed Band Clamp 2100-2101 150 150
F 5 King™ Machined - Long Shank D Band & Buckle 2104
A 1 Boss-Lock™ Cam & Groove E Preformed Band Clamp 2100-2101 150 150
A 1 Boss-Lock™ Cam & Groove D Band & Buckle 2104
A 1 Boss-Lock™ Cam & Groove G Swage/Crimp see Ram Manual 250
K 10 Holedall™ Swage/Crimp G Swage/Crimp see Ram Manual 600 600
F 14 King Crimp™ ST - Ferrule K King Crimp™ Ferrule 4201
F 14 King Crimp™ ST - Sleeve J King Crimp™ Sleeve 4200
A 14 King Crimp™ Cam & Groove - Ferrule K King Crimp™ Ferrule 4201
A 14 King Crimp™ Cam & Groove - Sleeve J King Crimp™ Sleeve 4200

Chemical
rubber lined
for liquid service

F 4 King™ Machined - Medium Shank E Preformed Band Clamp 2100-2101 125 125
F 4 King™ Machined - Medium Shank D Band & Buckle 2104
F 5 King™ Machined - Long Shank E Preformed Band Clamp 2100-2101 150 150
F 5 King™ Machined - Long Shank D Band & Buckle 2104
A 1 Boss-Lock™ Cam & Groove E Preformed Band Clamp 2100-2101 150 150
A 1 Boss-Lock™ Cam & Groove D Band & Buckle 2104
A 1 Boss-Lock™ Cam & Groove G Swage/Crimp see Ram Manual 250
D 2 Boss™ Couplings A Boss™ Interlocking Clamp 2000-2004 600 600
K 11 Holedall™ Internal Expansion H Internal Expansion see Ram Manual
F 14 King Crimp™ ST - Ferrule K King Crimp™ Ferrule 4201
F 14 King Crimp™ ST - Sleeve J King Crimp™ Sleeve 4200
A 14 King Crimp™ Cam & Groove - Ferrule K King Crimp™ Ferrule 4201
A 14 King Crimp™ Cam & Groove - Sleeve J King Crimp™ Sleeve 4200
K 10 Holedall™ Swage/Crimp G Swage/Crimp see Ram Manual 600 600

Food Grade conforming to 3A K 12 Flow Chief Sanitary H Internal Expansion see Ram Manual

Food Grade 
rubber lined

F 4 King™ Machined - Medium Shank E Preformed Band Clamp 2100-2101 125 125
F 4 King™ Machined - Medium Shank D Band & Buckle 2104
A 1 Boss-Lock™ Cam & Groove E Preformed Band Clamp 2100-2101 150 150
A 1 Boss-Lock™ Cam & Groove D Band & Buckle 2104
A 1 Boss-Lock™ Cam & Groove G Swage/Crimp see Ram Manual 250
K 11 Holedall™ Internal Expansion H Internal Expansion see Ram Manual
K 10 Holedall™ Swage/Crimp G Swage/Crimp see Ram Manual 600 600
F 14 King Crimp™ ST - Ferrule K King Crimp™ Ferrule 4201
F 14 King Crimp™ ST - Sleeve J King Crimp™ Sleeve 4200
A 14 King Crimp™ Cam & Groove - Ferrule K King Crimp™ Ferrule 4201
A 14 King Crimp™ Cam & Groove - Sleeve J King Crimp™ Sleeve 4200

Pressure Recommendations
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being put into service.

5.  Our test experience indicates that coupling retention can vary with changes in hose design. For pressure ratings other than those listed and shown, or if 
questions arise, please call Dixon® at 800.355.1991 for assistance.

6.  All hose assembly components must be compatible with the materials and environments with which they are to come in contact.
7.  Dixon® recommends that all hose assemblies be marked with the assembly working pressure and media of the intended application. Under no circum-

stances should the assembly working pressure exceed the working pressure of the lowest rated component (coupling, clamp, ferrule or hose).
8.   For further safety information refer to page M-3.

Procedures can be found at dixonvalve.com or requested by calling 800.355.1991.

Hose (rubber covered) 1" 1¼" 1½" 2" 2½" 3" 4" 5" 6" Notes

Air
textile reinforced 
rubber lined

150 (2) bands on " or larger; Must use mating Dixon®

150 Coupling and ferrule are sold assembled. Must use mating Dixon®

150 (14) Coupling and ferrule are sold separately. Must use mating Dixon®

100
100

(2) bands on ½" to 1"
150
300
400 350 300 300 300 230 (13) crimp length would be full length

Air 
textile or wire reinforced 
rubber lined

150 Must use mating Dixon®

150 Coupling and ferrule are sold assembled. Must use mating Dixon®

150 (14) Coupling and ferrule are sold separately. Must use mating Dixon®

600 600 600 600 450 450 250 250
600 600 600 600 600 600 500 450 400
400 350 300 300 300 230 (13) crimp length would be full length

Asphalt & Hot Tar 200 200 200 200 200 200 200 Consult Dixon®

Chemical 
plastic lined 
for liquid service

125 125 125 75 75 50 50 (3) bands on 3" & 4"; (2) bands on 1½" to 2½"; (1) band on the rest
125 125 75 75 50 50 (3) bands on 3" & 4"; (2) bands on 1½" to 2½"; (1) band on the rest

150 150 150 125 100 75 75 (5) bands on 3" & 4"; (4) bands on 2" & 2½"; (3) bands on 1¼" & 1½"; (2) bands on the rest
150 150 125 100 75 75 (5) bands on 3" & 4"; (4) bands on 2" & 2½"; (3) bands on the rest

250 250 250 250 150 125 100
250 250 250 150 125 100

250 250 250 125 100 Requires properly matched stem and ferrule.
600 600 600 600 600 600 500
400 350 300 300 300 230 (13) crimp length would be full length
400 300 250 200 175 75 (13) crimp length would be full length
250 250 250 150 150 75 (13) crimp length would be full length
250 250 250 125 110 75 (13) crimp length would be full length

Chemical
rubber lined
for liquid service

125 125 125 75 75 50 50 (3) bands on 3" & 4"; (2) bands on 1½" to 2½"; (1) band on the rest
125 125 75 75 50 50 (3) bands on 3" & 4"; (2) bands on 1½" to 2½"; (1) band on the rest

150 150 150 125 100 75 75 (5) bands on 3" & 4"; (4) bands on 2" & 2½"; (3) bands on 1¼" & 1½"; (2) bands on the rest
150 150 125 100 75 75 (5) bands on 3" & 4"; (4) bands on 2" & 2½"; (3) bands on the rest

250 250 250 250 150 125 100
250 250 250 150 125 100

250 250 250 125 100 Requires properly matched stem and ferrule.
600 600 600 600 450 450 250

800 800 800 800 600 600 500 Consult factory for ratings on IXF48-3 to IXF48-5 & IXF64-2 to IXF64-5 ferrules. Internal Expansion is NOT 
recommended for XLPE, UHMWPE & Gum Rubber lined hoses.

400 350 300 300 300 230 (13) crimp length would be full length
400 300 250 200 175 75 (13) crimp length would be full length
250 250 250 150 150 75 (13) crimp length would be full length
250 250 250 125 110 75 (13) crimp length would be full length
600 600 600 600 600 600 500

Food Grade conforming to 3A 250 250 250 Use Stainless Steel Food Grade Ferrule ONLY.

Food Grade 
rubber lined

125 125 125 75 75 50 50 25 25 (4) bands on 6"; (3) bands on 3" to 5"; (2) bands on 1½" to 2½"; (1) band on the rest
125 125 75 75 50 50 25 25 (4) bands on 6"; (3) bands on 3" to 5"; (2) bands on 1½" to 2½"; (1) band on the rest

250 250 250 250 150 125 100 75 75 (3) bands on 6"; (2) bands on the rest
250 250 205 150 125 100 75 75 (3) bands on 6"; (2) bands on the rest

250 250 250 125 100 Requires properly matched stem and ferrule.
250 250 250 250 250 200
600 600 600 600 600 600 500 450 400
400 350 300 300 300 230 (13) crimp length would be full length
400 300 250 200 175 75 (13) crimp length would be full length
250 250 250 150 150 75 (13) crimp length would be full length
250 250 250 125 110 75 (13) crimp length would be full length

Pressure Recommendations
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Hose (rubber covered) DPL sect. Group ID - 

Couplings Couplings Group ID - Clamps 
& Ferrules Clamps & Ferrules Assembly 

Procedure 1/4" 3/8" 1/2" 5/8" 3/4"

Material Handling
rubber lined

F 7 Cast Short Shank E Preformed Band Clamp 2100-2101
F 7 Cast Short Shank D Band & Buckle 2104
F 4 King™ Machined - Medium Shank E Preformed Band Clamp 2100-2101
F 4 King™ Machined - Medium Shank D Band & Buckle 2104
F 5 King™ Machined - Long Shank E Preformed Band Clamp 2100-2101
F 5 King™ Machined - Long Shank D Band & Buckle 2104
A 1 Boss-Lock™ Cam & Groove E Preformed Band Clamp 2100-2101
A 1 Boss-Lock™ Cam & Groove D Band & Buckle 2104
A 1 Boss-Lock™ Cam & Groove G Swage/Crimp see Ram Manual
K 10 Holedall™ Swage/Crimp G Swage/Crimp see Ram Manual
K 11 Holedall™ Internal Expansion H Internal Expansion see Ram Manual
F 14 King Crimp™ ST - Ferrule K King Crimp™ Ferrule 4201
F 14 King Crimp™ ST - Sleeve J King Crimp™ Sleeve 4200
A 14 King Crimp™ Cam & Groove - Ferrule K King Crimp™ Ferrule 4201
A 14 King Crimp™ Cam & Groove - Sleeve J King Crimp™ Sleeve 4200

Material Handling 
no helical wire 
rubber lined

F 7 Cast Short Shank F Double Bolt Clamp 2201
F 4 King™ Machined - Medium Shank F Double Bolt Clamp 2201
F 5 King™ Machined - Long Shank F Double Bolt Clamp 2201
F 14 King™ Crimp ST - Ferrule K King Crimp™ Ferrule 4201
F 14 King™ Crimp ST - Sleeve J King Crimp™ Sleeve 4200
A 14 King™ Crimp Cam & Groove - Ferrule K King Crimp™ Ferrule 4201
A 14 King™ Crimp Cam & Groove - Sleeve J King Crimp™ Sleeve 4200

Material Handling 
cement 
rubber lined

D 2 Boss™ Couplings A Boss™ Interlocking Clamp 2000-2004
K 10 Holedall™ Swage/Crimp G Swage/Crimp see Ram Manual
K 11 Holedall™ Internal Expansion H Internal Expansion see Ram Manual

Petroleum Transfer

F 4 King™ Machined - Medium Shank E Preformed Band Clamp 2100-2101 125 125
F 4 King Machined - Medium Shank D Band & Buckle 2104
F 5 King Machined - Long Shank E Preformed Band Clamp 2100-2101 150 150
F 5 King™ Machined - Long Shank D Band & Buckle 2104
A 1 Boss-Lock™ Cam & Groove E Preformed Band Clamp 2100-2101 150 250
A 1 Boss-Lock™ Cam & Groove D Band & Buckle 2104
A 1 Boss-Lock™ Cam & Groove G Swage/Crimp see Ram Manual 250
K 11 Holedall™ Internal Expansion H Internal Expansion see Ram Manual
K 10 Holedall™ Swage/Crimp G Swage/Crimp see Ram Manual 600 600
F 14 King Crimp™ ST - Ferrule K King Crimp™ Ferrule 4201
F 14 King Crimp™ ST - Sleeve J King Crimp™ Sleeve 4200
A 14 King Crimp™ Cam & Groove - Ferrule K King Crimp™ Ferrule 4201
A 14 King Crimp™ Cam & Groove - Sleeve J King Crimp™ Sleeve 4200

Air Craft Refueling conforming to API 1529 K 13 Holedall™ Petroleum Internal 
Expansion I Internal Expansion (Petroleum) see Ram Manual

Push-On G 8 Push-On N/A n/a 2001-2002 350 350 350 350 350
Steam D 2 Boss™ Couplings A Boss™ Interlocking Clamp 2000-2004 250 250

Water

E 3 Air King™ Universal E Preformed Band 
Clamp 2100-2101 150 150 150

E 3 Air King™ Universal B,A Air King™ or Boss™ Interlocking 
Clamp 2000-2001 150 150 150

E 3 Air King™ Universal C Light Duty Ferrules 2307 150 150
F 6 Machined - Short Shank E Preformed Band Clamp 2100-2101 150 100 100
F 6 Machined - Short Shank C Light Duty Ferrules 2304 200 150 150 100 100
F 7 Cast Short Shank E Preformed Band Clamp 2100-2101 150 100 100
F 7 Cast Short Shank D Band & Buckle 2104
F 4 King™ Machined - Medium Shank E Preformed Band Clamp 2100-2101 250 200 200
F 5 King™ Machined - Long Shank E Preformed Band Clamp 2100-2101 300 300 300
A 1 Boss-Lock™ Cam & Groove E Preformed Band Clamp 2100-2101 150 250
A 1 Boss-Lock™ Cam & Groove D Band & Buckle 2104
A 1 Boss-Lock™ Cam & Groove G Swage/Crimp see Ram Manual 250
D 2 Boss™ Couplings A Boss™ Interlocking Clamp 2000-2002 600 600 600 600
K 10 Holedall™ Swage/Crimp G Swage/Crimp see Ram Manual 600 600 600 600
F 14 King Crimp™ ST - Ferrule K King Crimp™ Ferrule 4201
F 14 King Crimp™ ST - Sleeve J King Crimp™ Sleeve 4200
A 14 King Crimp™ Cam & Groove - Ferrule K King Crimp™ Ferrule 4201
A 14 King Crimp™ Cam & Groove - Sleeve J King Crimp™ Sleeve 4200

Water 
no helical wire

F 7 Cast Short Shank F Double Bolt Clamp 2201
F 4 King™ Machined - Medium Shank F Double Bolt Clamp 2201
F 5 King™ Machined - Long Shank F Double Bolt Clamp 2201
F 14 King™ Crimp ST - Ferrule K King Crimp™ Ferrule 4201
F 14 King™ Crimp ST - Sleeve J King Crimp™ Sleeve 4200
A 14 King™ Crimp Cam & Groove - Ferrule K King Crimp™ Ferrule 4201
A 14 King™ Crimp Cam & Groove - Sleeve J King Crimp™ Sleeve 4200

Pressure Recommendations
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Hose (rubber covered) 1" 1¼" 1½" 2" 2½" 3" 4" 5" 6" Notes

Material Handling
rubber lined

75 75 50 50 50 25 25 (4) bands on 6";  (3) bands on 3" to 5"; (2) bands on 1½" to 2½"
75 75 50 50 50 25 25 (4) bands on 6";  (3) bands on 3" to 5"; (2) bands on 1½" to 2½"
125 75 75 50 50 25 25 (4) bands on 6";  (3) bands on 3" to 5"; (2) bands on 1½" to 2½"
125 75 75 50 50 25 25 (4) bands on 6";  (3) bands on 3" to 5"; (2) bands on 1½" to 2½"
150 125 100 75 75 (5) bands on 3" & 4"; (4) bands on 2" & 2½"; (3) bands on the rest
150 125 100 75 75 (5) bands on 3" & 4"; (4) bands on 2" & 2½"; (3) bands on the rest
250 250 150 125 100 75 75 (3) bands on 6"; (2) bands on the rest
250 250 150 125 100 75 75 (3) bands on 6"; (2) bands on the rest
250 250 125 100 Requires properly matched stem and ferrule.
600 600 600 600 500 450 400

800 800 600 600 500 400 Consult factory for ratings on IXF48-3 to IXF48-5 & IXF64-2 to IXF64-5 ferrules. Internal Expansion is NOT 
recommended for XLPE, UHMWPE & Gum Rubber lined hoses.

400 350 300 300 300 230 (13) crimp length would be full length
400 300 250 200 175 75 (13) crimp length would be full length
250 250 250 150 150 75 (13) crimp length would be full length
250 250 250 125 110 75 (13) crimp length would be full length

Material Handling 
no helical wire 
rubber lined

75 75 50 50 50 25 25 (3) double bolt clamps on 5" & 6"; (2) double bolt clamps on 3" to 4"; (1) double bolt clamp on the rest
125 75 75 50 50 25 25 (3) double bolt clamps on 5" & 6"; (2) double bolt clamps on 3" to 4"; (1) double bolt clamp on the rest
150 125 100 75 75 (3) double bolt clamps on all sizes

400 350 300 300 300 230 (13) crimp length would be full length
400 300 250 200 175 75 (13) crimp length would be full length
250 250 250 150 150 75 (13) crimp length would be full length
250 250 250 125 110 75 (13) crimp length would be full length

Material Handling 
cement 
rubber lined

600 600 600 600 450 450 250 250 Cement will erode ID
600 600 600 600 600 600 500 450 400 Cement will erode ID
800 800 800 800 600 600 500 400 Cement will erode ID Consult Dixon® for ratings on IXF48-3 to IXF48-5 & IXF64-2 to IXF64-5 ferrules.

Petroleum Transfer

125 125 125 75 75 50 50 25 25 (4) bands on 6";  (3) bands on 3" to 5"; (2) bands on 1½" to 2½"; (1) band on the rest
125 125 75 75 50 50 25 25 (4) bands on 6";  (3) bands on 3" to 5"; (2) bands on 1½" to 2½"; (1) band on the rest

150 150 150 125 100 75 75 (5) bands on 3" & 4"; (4) bands on 2" & 2½"; (3) bands on 1¼" & 1½"; (2) bands on the rest
150 150 125 100 75 75 (5) bands on 3" & 4"; (4) bands on 2" & 2½"; (3) bands on the rest

250 250 250 250 150 125 100 75 75 (3) bands on 6"; (2) bands on the rest
250 250 250 150 125 100 75 75 (3) bands on 6"; (2) bands on the rest

250 250 250 125 100 Requires properly matched stem and ferrule.
800 800 800 800 600 600 500 400 Consult factory for ratings on IXF48-3 to IXF48-5 & IXF64-2 to IXF64-5 ferrules.
600 600 600 600 600 600 500 450 400
400 350 300 300 300 230 (13) crimp length would be full length
400 300 250 200 175 75 (13) crimp length would be full length
250 250 250 150 150 75 (13) crimp length would be full length
250 250 250 125 110 75 (13) crimp length would be full length

Air Craft Refueling conforming to API 1529 300 300 300 300 300 300 300
Push-On
Steam 250 250 250 250 250 250 250 250

Water

150 (2) bands on " or larger; Must use mating Dixon®

NOT recommended for 1½" and smaller.

150 Must use mating Dixon®

and smaller.
150 (14) Coupling and ferrule are sold separately. Must use mating Dixon®

100 (1) band; Band & Buckle is NOT recommended for 1½" and smaller.
100
100 75 75 75 50 50 50 25 25 (4) bands on 6"; (3) bands on 3" to 5"; (2) bands on 1½" to 2½"; (1) band on the rest

75 75 75 50 50 50 25 25 (4) bands on 6"; (3) bands on 3" to 5"; (2) bands on 1½" to 2½"; (1) band on the rest
150 150 125 75 75 50 50 25 25 (4) bands on 6"; (3) bands on 3" to 5"; (2) bands on 1½" to 2½"; (1) band on the rest
300 300 150 125 100 75 75 (5) bands on 3" & 4"; (4) bands on 2" & 2½"; (3) bands on 1¼" & 1½"; (2) bands on the rest
250 250 250 250 150 125 100 75 75 (3) bands on 6"; (2) bands on the rest

250 250 250 150 125 100 75 75 (3) bands on 6"; (2) bands on the rest
250 250 250 125 100 Requires properly matched stem and ferrule.
600 600 600 600 450 450 250 250
600 600 600 600 600 600 500 450 400
400 350 300 300 300 230 (13) crimp length would be full length
400 300 250 200 175 75 (13) crimp length would be full length
250 250 250 150 150 75 (13) crimp length would be full length
250 250 250 125 110 75 (13) crimp length would be full length

Water 
no helical wire

75 75 50 50 50 25 25 (3) double bolt clamps on 5" & 6"; (2) double bolt clamps on 3" to 4"; (1) double bolt clamp on the rest
125 75 75 50 50 25 25 (3) double bolt clamps on 5" & 6"; (2) double bolt clamps on 3" to 4"; (1) double bolt clamp on the rest
150 125 100 75 75 (3) double bolt clamps on all sizes

400 350 300 300 300 230 (13) crimp length would be full length
400 300 250 200 175 75 (13) crimp length would be full length
250 250 250 150 150 75 (13) crimp length would be full length
250 250 250 125 110 75 (13) crimp length would be full length

Pressure Recommendations
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Ratings

Metal

®

Non-Metal

®

Gasket/Seal Material

70°F (21°C)
temperatures other than 70°F (21°C) ®

Corrosion Resistance of Coupling Material
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NCorrosion Resistance of Coupling Material

70°F (21°C).
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X X 2 2 A X T
Acetate Solvents (Pure) X A X T

3 X X X X X TEVNB
2 X X X 2 2 X X TEVNB
2 X X X 2 2 X X TEVNB
2 X 2 X 2 X X TEVNB
2 X 2 2 2 2 2 X X TNB

Acetone 2 2 2 A X TE
Acetylene X X 2 2 2 X X TEVNB
Alcohols

Amyl Alcohol 2 2 2 2 2 2 2 A A TEVNB
2 2 2 2 2 X A TVB

Butyl Alcohol 2 2 2 A A TEVN
Diacetone Alcohol 2 2 2 2 X A TE
Ethyl Alcohol 2 2 2 2 2 2 X A TEVNB
Hexyl Alcohol - - - - - - - A - -

- - - - - - - - A - -
Isopropyl Alcohol 2 2 2 2 2 2 2 2 A A TEVNB
Methyl Alcohol (Methanol) 2 2 2 2 2 2 2 A A TENB
Octyl Alcohol - - - - - - - - A - -
Propyl Alcohol 2 2 2 2 2 X A TEVNB

Aluminum
X X X X X X X A A TEVNB
2 - - - X 2 X 2 X A TEVNB

Aluminum Nitrate (Sat.) 3 X - - X - 2 2 A A TEVNB
Aluminum Potassium Sulfate (Alum) 2 2 2 2 X 2 X 2 X A TEVNB
Aluminum Sulfate (Sat.) X X 2 2 X 2 - 2 A A TEVNB

Ammonia
X X 2 2 A X TENB

X X X X A X TENB
Ammonia Nitrate - - - - - - - - X - -

Ammonium
- X - 2 X 2 - - X A TEVB
2 X X 2 2 2 2 2 A A TEVNB

Ammonium Casenate - - - - - - - - A - -
X X 2 2 X 2 X X A A TEVNB
2 X X 2 X 2 2 A A TEVNB

Ammonium Nitrate 2 X X - X X - - A A TENB
X X X - X 2 2 A A TEVNB
X X 3 2 X 2 X 2 A A TEVNB

Aniline - X 2 2 X 2 X X TV
X X 2 2 X X 2 2 X A TEVNB

Asphalt - - - - 2 - - 2 X X TV
Barium

X 2 2 2 2 2 2 2 A A TEVNB
- 2 2 - 2 X - A A TEVNB
X 2 X 2 2 2 2 A A TEVNB

Barium Sulfate 2 2 2 - X 2 2 2 A A TEVNB
X X X - 2 X 2 2 A A TEVNB

Beer 2 2 2 A A TEVNB
2 2 2 2 X 2 2 2 X X TE

2 2 2 2 2 2 2 A X TV
- - - - - - - - A X -
2 2 2 - X 2 2 2 X X TVN
X X X X - 2 2 2 X A TEVNB
X - - X - - X X A TEVN

Borax X 2 2 2 X A TEVNB
X 2 X 2 - - X A TEVNB

- 2 2 - - - - X A TEVNB
X X X - - X - - X A TEVN
2 - - - - - X X X X TV
2 2 2 2 2 2 2 X X TVNB

Butane 2 2 2 2 2 2 X X TV
Butyl Acetate 2 2 2 2 2 2 2 A X T

2 2 X X 2 2 2 A A TV
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Calcium
Calcium Bisulfate X - X - X X X 2 X A T

- - - - - 2 - 2 A A TVB
X X 2 2 X X - 2 X A TVNB
X 2 2 - X 2 X X X T
X 2 2 2 2 2 2 A A TEVB
- 2 - 2 2 - - A A TEVNB
X 2 X - 2 2 2 2 A A TEVNB

Calcium Hypochlorite (Sat.) X X X - X X X 2 X A TEV

X 2 2 2 X 2 2 A X TV
2 2 2 2 A A TENB

X - 2 3 - 2 2 X A TENB
X 2 2 2 X 2 2 A X TV

2 A A TEVNB
X - 2 - A X TV

2 2 2 3 2 2 X A TEVNB
Castor Oil 2 2 2 2 2 2 X A TEVNB
Caustic Potash X - - X - - 2 A A TEVNB

Cellosolves 2 2 2 2 2 2 2 2 X A TE
- - - 2 2 - 3 X X TV

Chloroform - - - 2 X - - X X TV
- X X 2 2 X X X X T
X - - - X - - 2 X - TEVB
2 X X 2 X X 3 - X X TVNB
3 X X X 2 - - X A TEVNB
2 3 3 - 2 2 2 2 X X TEVN

Copper
X X X 2 X X X X A A TEVNB
X X X - X 2 2 X - TEVNB

Copper Sulfate X X X X X - 2 A A TEVNB
2 2 X - 2 3 2 2 X X TEV

Cyclohexane 2 2 2 2 2 2 2 A X TVB
Detergents 2 2 2 2 - 2 A A TEVNB
Dextrose 2 - - 2 - 2 - - A A TEVNB

2 2 - A X TVB
Diethylamine 2 - X - X 2 2 X A TN

- - - - - - A A TEV
Ethers 2 2 2 2 2 2 A X TB
Ethyl

Ethyl Acetate - - 2 2 2 2 2 2 A X T
- - 2 2 2 2 - A X TEVB

Ethylene
- - - - 2 2 - - A X TV
- 2 X 2 2 2 2 A X TV

2 2 2 2 2 2 A X TEVNB
X X X 3 2 2 2 X X T

3 3 X 2 - A A TVNB

X X 2 2 X X X X X A TEVNB
- - - - 2 A - TEVNB
X X X - X X 2 2 X A TEVNB
X X X - X 2 - - X A TEVNB

X X 2 2 - X X X X A TEVNB
2 2 2 2 X 2 2 - X A TEVNB
X - - 2 - - X A TEVNB
- 2 2 2 X 2 X A TEN

X 2 X 2 - - X A TEVN

2 2 2 - X 2 2 X X TVNB
2 2 2 X 2 2 2 X X TVNB
2 2 2 2 X 2 2 2 X X TN
2 2 3 X 2 2 A A TVNB
2 2 2 2 2 2 2 2 A X TVNB
2 2 2 2 2 2 2 2 A X TEN

Corrosion Resistance of Coupling Material
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2 2 2 2 2 2 2 2 A X TVNB
X 2 2 2 2 X 2 2 A X TVNB
2 2 2 - X 2 2 2 A A TEVNB
2 2 2 - 2 2 2 2 A A TEVNB
2 2 2 2 2 - 2 - A TEVNB

2 2 A A TEVNB
2 2 2 - 2 2 2 2 A A TEVNB
- - - - 2 - - - - A TEVNB

Heptane 2 2 2 2 2 2 2 A X TVNB
Hexane 2 2 2 2 2 A X TVNB

X X X 2 X X X X X A TEV
X X X X X X X X A TEV
X X X X 3 X X X A TEVNB
X X X X X X X X A TEVN
2 X X 2 2 2 2 2 X A TEVN
X 2 X 2 X 2 X 2 X - TEVNB

- X X 2 X 2 - - X A TEV
- - - 2 - 2 X 2 X A TE
X 2 - 2 - - X A TEVN

- X A TEVNB
X X X 2 X X X X X X TEV

X X - X X X X A TEV
Isopropyl Ether - 2 2 - - 2 2 A X T

2 2 2 2 2 2 X X TV
2 2 2 2 2 2 2 2 X X TVNB
2 2 2 2 2 2 2 A X T
3 2 2 X X - - A A TEVN
2 2 X 2 X - - - A A TEVN
2 - 2 3 2 2 2 A A TVB

X X X 2 X 2 2 2 X A TENB
X - - 2 - - 2 2 X - TVNB
X - - 2 X 2 2 2 X - TEVNB
X X X - X 2 2 2 X A TEVN
2 X 3 2 X 2 2 2 X A TVB
2 2 2 2 2 2 2 2 A A TVNB
2 - - 2 2 2 2 A X TVNB

Magnesium
2 - - - - 2 2 2 X A TEVNB
X X 2 - - - - X A TEVNB
2 2 2 2 2 X A TEVNB

Magnesium Nitrate 2 2 2 2 2 2 2 X A TEVNB
- - - - - - - - X - -

Magnesium Sulfate 2 - 2 - - 2 2 X A TEVNB
- 2 3 2 X - - 2 X A TEV

Mercuric
X X X - X X X - X A TEVB
X X X 2 X 2 2 2 X A TEVB

Mercury X X X 2 - A A TEVNB
Methane 2 2 A X TEVNB
Methanol 2 2 2 2 2 2 2 A A TENB
Methyl

X - - - 2 - 2 2 X X TV
2 2 2 2 2 2 2 2 A X TE
2 2 2 2 2 2 2 2 A X T

Methyl Methacrylate 2 - - - X - 2 2 X A T
- 2 2 X 2 - - - A X T

Milk X X 2 X A A TEVNB
Mineral Oil 2 - - 2 2 A A TVNB

X - - - X X X X A TV
Napthalene 2 2 2 2 2 2 A A TV
Naptha 2 2 2 2 2 2 2 2 A X TVB

Corrosion Resistance of Coupling Material
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Nickel
X X X - X 2 - - X A TEVNB

Nickel Sulfate X X - 2 - - 2 2 X A TEVNB
Nitric

X X 2 X X 2 - X X TV
X X X X X 2 - X X TV
X X X X X - X X TV

2 2 - 2 2 2 2 A A T
Oils

Castor Oil 2 2 2 2 2 2 A A TEVNB
Coconut Oil 2 - 2 - 3 2 2 2 A A TVB
Corn Oil 2 2 2 - 2 2 - 2 A A TVNB

2 2 2 - 2 2 2 A A TVNB
2 2 2 2 2 2 2 2 A X TVNB
2 2 2 2 2 2 2 2 A A TVNB

Mineral Oil 2 - - 2 2 A A TVNB
Silicon Oil 2 2 - 2 - 2 2 A A TEVB

2 2 2 2 A X TVNB
2 3 2 2 2 - A X TB

Oleum 2 X X - 2 X 2 2 X X TV
2 - 2 2 X 2 X X X A TEV

Oxygen 2 2 2 - 2 2 2 2 X X TEVNB
2 3 2 - 3 2 2 2 X A TVB
2 2 2 2 2 2 2 2 A A TVNB

Perchloroethylene 2 2 2 2 2 - - X X TV
Petrolatum 2 - 2 - 3 2 2 2 A - TVNB

X 2 - X X TV

X X 2 X X - - X A TEVN
X X X X 3 - - X A TEV

Photographic Solutions - - - - X X X TVNB
- 2 2 2 X X TEV

X X 2 X X 2 2 X - TEVNB
Plating Solutions

Brass Plating Solution - - - - - - 2 X A TEVNB
- - - - - - 2 X A TEVNB
X 2 2 X X 2 2 X A TEVN
- - - - - - - X A TEVNB
- - - - - - X A TEVNB

Iron Plating Solution - - - - - - - - X A TEVB
- - - - - - X A TEVNB

Nickel Plating Solution - - - - - X A TEVNB
Silver Plating Solution - - - - - X A TEVNB
Tin Plating Solution - - - - - - 3 X A TEVNB
Zinc Plating Solution - - - - - - - X A TEVNB

Potassium
Potassium Acetate X X X - 2 - - - A A TEVB

X 2 - 2 2 2 A A TEVNB
X 2 X 2 2 2 A A TEVNB
2 X X - 2 2 2 X A TEVNB
X X 2 - 2 - - A A TEVNB
2 2 2 2 - 2 2 2 X A TEVB
X X X 2 2 2 2 2 X A TEVNB

2 2 2 2 2 X A TEVB
X X X 2 - 2 X - X A TENB

2 2 2 2 2 2 2 X A TEVNB
2 2 2 2 2 2 2 X A TEVN

2 2 2 A A TEVNB
Propane 2 2 2 2 X X TVB

2 2 2 2 2 2 2 2 A A TVNB
- - - - - - X X TE
2 2 2 - 2 2 2 2 A X T
2 2 2 2 2 2 2 2 X X TVNB

Silver Nitrate X X X - X X 2 X A TEVNB
Soap Solutions 2 2 2 2 2 2 2 A A TEVNB

Corrosion Resistance of Coupling Material
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2 2 - X 2 2 2 A A TEN
2 2 2 3 A A TEVNB
X - 2 2 2 - - - A A TEVNB
X 2 X 2 X - - - A A TEVNB
2 2 2 2 3 2 2 2 A A TEVNB
2 X 2 2 2 2 2 2 X A TEVNB
X 2 - 2 2 - 2 A A TEVNB
2 2 2 X 2 2 X A TEVNB
X X X 2 2 X - - A A TEVNB
2 X X 2 - 2 2 X A TE
X X X 3 2 2 X A TENB
X X 3 3 - X A TENB
X 2 3 2 2 X A TENB
X 2 2 2 2 - - X A TEVNB
X X X - X X - - X A TEV
X X 2 - X 2 2 2 X X TEVNB

2 - - 2 2 A A TENB
2 X 2 2 2 2 2 2 X A TEVNB
2 X X 2 2 2 2 2 X A TEVNB

2 2 2 2 2 2 2 A A TEVNB
- 2 2 2 2 - - A A TEVNB
X X X 2 2 2 - 2 X A TEVNB
2 X X 2 X 2 2 2 A A TEVNB
X X X - X X X X X A TEVNB
X X X 2 X - X - X X TEVNB

Steam - - - - - - - - X - -
2 3 2 3 3 2 A A TVNB
2 2 2 2 2 2 2 X A TVB

2 - 2 2 2 2 A A TEVNB
2 - 2 A A TEVNB

2 X X 2 3 2 - 2 X A TVNB
X X - X X 2 2 X X TVNB
X - X 2 X X - - X X TV
2 2 2 2 2 - 2 X A TE
2 2 X 2 2 2 - 2 X X TEV
X 2 X X X X X X A TEVNB
X X X 2 X - - X X TV
2 2 X - X X X - X A TV
X - X - X 2 2 2 X A TEVNB

- 2 - - X A TVNB
- - 2 2 - - A A TVNB
X X X 2 2 2 - 2 X X TV

Toluene A X TVB
X - 2 - 2 A X T
2 - 3 2 3 2 2 2 X A TEVNB

Trichloroethylene - 2 2 - - - A X TV
Triethanolamine 2 X 2 2 2 2 2 2 A X TEVN
Triethylamine - - - - - 2 2 2 A X TVB

X 2 - 2 2 A A TVNB
Turpentine 2 X 2 2 2 X X TVB

2 - 2 - 2 2 2 2 A A TEVNB
Urine - - - - 2 - X A TEVNB
Vinegar X X 2 2 2 2 2 2 X A TEVN

X X X X - - - X A TEVNB
X 2 2 X X 2 2 A A TEVNB

Water (Sea) 2 2 2 X 2 2 2 A A TEVNB
Whiskey X 2 2 2 2 X A TEVNB

2 - X 2 X X 2 2 X A TEVNB
Wine X 2 2 X 2 X A TEVNB
Xylene 2 2 2 2 2 2 2 A X TV
Zinc

X X X 2 X - X 2 A A TEVNB
Zinc Nitrate - - - - - - 2 2 X A TEVNB

X 2 2 2 X 2 X A TEVNB

Corrosion Resistance of Coupling Material


