
WE Series 
Model 3885
SUBMERSIBLE EFFLUENT PUMPS

TECHNICAL BROCHURE
B3885 R2

FEATURES

Impeller: Cast iron, semi-open, non-clog with pump-out vanes for 
mechanical seal protection. Balanced for smooth operation. Silicon 
bronze impeller available as an option.

Casing: Cast iron volute t pe for ma imum ef cienc . 2   
discharge.

Mechanical Seal: Silicon Carbide vs. Silicon Carbide sealing faces. 
Stainless steel metal parts, B -  elastomers.

Shaft: Corrosion-resistant, stainless steel. hreaded design. 
Locknut on all models to guard against component damage on 
accidental reverse rotation.

Fasteners: 300 series stainless steel.

Capable of running dry without damage to components.

Designed for continuous operation when fully submerged.

EXTENDED WARRANTY AVAILABLE FOR RESIDENTIAL 
APPLICATIONS.
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Wastewater
Goulds Water Technology

APPLICATIONS

Speci cally designed for the following uses

• omes, arms, railer Courts, otels, Schools,  
ospitals, ndustry, f uent Systems

SPECIFICATIONS

Pump
• Solids handling capabilities  3

4  ma imum
• Discharge size  2  
• Capacities  up to 40 
• otal heads  up to 28 feet D
• emperature  

04  40 C  continuous, 40  0 C  intermittent.
• See order numbers on reverse side for speci c ,  

voltage, phase and R s available.

MOTORS

• Fully submerged in high-grade turbine oil for lubri-
cation and ef cient heat transfer.

• Class B insulation on 3    models.

• Class F insulation on 2  models.

Single phase (60 Hz): 

• Capacitor start motors for maximum starting torque.

• Built-in overload with automatic reset. 

• S  or S  severe duty oil and water resistant 
power cords.

• 3    models have  three prong grounding 
plugs. 

•   and larger units have bare lead cord ends.

Three phase (60 Hz): 

• Class 0 overload protection must be provided in 
separately ordered starter unit. 

• S  power cords all have bare lead cord ends.

• Designed for Continuous peration  ump ratings 
are within the motor manufacturer's recommended 
working limits, can be operated continuously with-
out damage when fully submerged.

• Bearings  pper and lower heavy duty ball bearing 
construction.

• ower Cable  Severe duty rated, oil and water resis-
tant. poxy seal on motor end provides secondary 
moisture barrier in case of outer jacket damage and 
to prevent oil wicking. Standard cord is 20'. ption-
al lengths are available.

• -ring  ssures positive sealing against contami-
nants and oil leakage.

AGENCY LISTINGS

C US

®
Tested to UL 778 and CSA 22.2 108 Standards
By Canadian Standards Association File #LR38549
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MODELS

Order 
Number HP Phase Volts RPM

Impeller 
Diameter 

(in.)

Maximum 
Amps

Locked 
Rotor 
Amps

KVA 
Code

Full Load  
E cienc  

Resistance Power 
Cable Size

Weight 
(lbs.)Start Line-Line

03 L

0.33

5

50 5.38

0. 30.0 54 . .

3 5

03 8L 208 .8 .5 K 5 . 4.2

03 2L 230 4. 4. L 53 4.5 8.0

03 5 0. 30.0 54 . .

03 8 208 .8 .5 K 5 . 4.2

03 2 230 4. 4. L 53 4.5 8.0

05

0.5

5

3450

3.5

4.5 4 .0 54 .5 .0 4 3

0

05 8 208 8. 3 .0 K 8 . 2.4
3

05 2 230 .3 34.5 53 . 4.0

0538

3

200 4. 22. R 8 3.8

4 4
0532 230 3.3 8.8 R 0 5.8

0534 4 0 . .4 R 0 23.2

053 5 5 .4 .5 R 2 35.3

05 5

3.88

4.5 4 .0 54 .5 .0 4 3

05 8 208 8. 3 .0 K 8 . 2.4
3

05 2 230 .3 34.5 53 . 4.0

0538

3

200 4. 22. R 8 3.8

4 4
0532 230 3. 8.8 R 0 5.8

0534 4 0 .8 .4 R 0 23.2

053 5 5 .5 .5 R 2 35.3

0 8

0. 5

208

4.0

.0 3 .0 K 8 . 2.4
4 3

0

0 2 230 0.0 2 .5 J 5 2.2 2.

0 38

3

200 .2 20. L 4 5.

4 4
0 32 230 5.4 5. K 8 8.

0 34 4 0 2. . K 8 34.2

0 3 5 5 2.2 . L 8 2 .5

0 8 208

4.44

4.0 5 .0 K 8 .3 .
4 3

0 2 230 2.5 3 .2 J 0.3 2.

038

3

200 8. 3 . 2.

4 4
032 230 .0 24. L 4.

034 4 0 3.5 2. L .2

03 5 5 2.8 . L 8 2 .5

5 8

.5

208

4.5

.5 5 .0 K 8 .3 .
4 3

80

5 2 230 5. 50.0 H 8 .3 .

538H

3

200 0. 40. K .

4 4
532H 230 .2 3 . K 8 2.

534H 4 0 4. 5. K 8 .4

53 H 5 5 3. 3. K 5 .

5 8HH 208

5.50

.5 5 .0 K 8 .3 .
4 3

5 2HH 230 5. 50.0 H 8 .3 .

538HH

3

200 0. 40. K .

4 4
532HH 230 .2 3 . K 8 2.

534HH 4 0 4. 5. K 8 .4

53 HH 5 5 3. 3. K 5 .

20 2H

2

230

5.38

8.0 4 . F 8 3.2 .2 4 3

83

2038H

3

200 2.0 42.4 K 8 .

4 4
2032H 230 . 42.4 K 8 .

2034H 4 0 5.8 2 .2 K 8 .

203 H 5 5 4. .3 L 8 0.5
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COMPONENTS

 Item No. Description
  mpeller
 2 Casing
 3 echanical Seal
 4 otor Shaft
 5 otor
  Ball Bearings
  ower Cable
 8 Casing -Ring

DIMENSIONS
ll dimensions are in inches. Do not use for construction purposes.

Order 
No.

WE-
03L

WE-
03M

WE-
05H

WE-
07H

WE-
10H

WE-
15H

WE-
05HH

WE-
15HH

WE-
20H
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HP 3 3 2
3

4 2 2 2 2

RPM 50 50 3500 3500 3500 3500 3500 3500 3500

5 8 – – – – – – – –

0 0 3 8 4 – – 58 5 –

5 52 52 0 0 03 28 53 3 38

20 2 35 0 83 8 23 4 0 3

25 5 5 48 4 45 8 33

30 – – 35 88 0 40 83 30

35 – – 22 5 82 03 35 80 2

40 – – – 45 4 5 30 2

45 – – – 35 4 8 25 4

50 – – – 25 53 – 0 0

55 – – – – 40 – 03

0 – – – – 30 5 – 3

5 – – – – 20 45 – 58 8

0 – – – – – 35 – 55 8

5 – – – – – 25 – 5 4

80 – – – – – – – 4

0 – – – – – – – 3 4

00 – – – – – – – 28 30

2  

3 4

8

2

R

8 2

K CK-B CK

53
4

oulds is a registered trademark of oulds umps, nc. and is used under license.
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