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A Full Range of Product Features
Una amplia gama de variadas características

High Head Water Boosting: The 
LB booster pump provides an eco-
nomical alternative for small booster 
sets ith o  re uirements up to  

 and heads up to  feet  p-
plications include R/O systems and 
potable ater boostin
Casing: Stainless steel construc-
tion with NPT threaded, centerline 
connections, easily accessible vent, 
prime and drain connections with 
stainless steel plu s
Engineered Thermoplastic 
Internal Components: Impellers, 
guidevanes and motor adapters 
are high strength and light weight 
engineered composite
Mechanical Seal: Standard John 
Crane type 6 seal with carbon 
ceramic faces, EPR elastomers and 
stainless steel metal parts
Motors: NE  standard  and 

6  open drip proof enclosures with 
optional single phase,three phase 
TE C con guration

The various versions of the LB are identi ed by a product code number on the 
pump label  This number is also the catalog number for the pump  The versions 
available are shown in the following chart

  Single Phase Three Phase Single Phase Three Phase  
   (115/230 V) (208-230/460 V) (115/230 V) (208-230/460 V)
  Monofásico Trifásico Monofásico Trifásico
  (115-230 V) (208-230/460 V) (115-230 V) (208-230/460 V)
  ODP  TEFC
  LB  LB  LB TE LB TE
  LB  LB  LB TE LB TE
  LB  LB  LB TE LB TE

Note: Three phase motors and single phase TE C are dual rated /6  cycle
Warning: This pump should not be used with li uids containing caustics/
detergents, hydrocarbons/petroleum, or acids  Consult your L distributor for 
alternative pump types
Nota:

Advertencia:

Refuerzo para agua de carga ele-
vada:

-

-

Carcasa: -

Componentes internos de 
compuestos termoplásticos de in-
geniería:

Sello mecánico:

-

Motores:

-
-

LB ec cat ons
speci caciones

Capacities to:   
 P  6 m /hr

Heads to:   
 feet  psi,  meters

Working Pressure to:  
 PSI  6 bars

Maximum Temperatures to:  
  6  C

Direction of Rotation:  
Clockwise when viewed from  
motor end

Capacidad máxima:Carga 
máxima:Presión máxima 
de operación:Temperatura 
máxima: Dirección de 
rotación: speci caciones 
del motor:Motores 
monofásicos:Motores 
trifásicos:Nota:

Motor Speci cation: 
NE   or 6  s uare ange 
frame,  RP ,    P Open 
drip proof enclosures, stainless steel 
shaft with ball bearings
Single Phase:   

/   Built-in overload with 
auto reset provided
Three Phase:   

- / 6   or    volt 
motor is three phase TE C
Note: For three phase motors, over-
load protection must be provided in 
starter unit  Starter and heaters must 
be ordered separately

Horsepower,
Potencia (HP)
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LB Performance Coverage (60 Hz)
Campo de operación de las bombas LB (60 Hz)
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MODEL: LB
SIZE:   1 x 11⁄4
RPM:   3500

LB Sectional Assembly
Vista transversal del montaje

ISC R E, 

SUCTION,
SUCCIÓN



LB Dimensions, Dimensiones
“C” Max. (In.), “C” Máx. (pulg)

  1 Phase ODP, 3 Phase ODP,
 HP Monofásico  Trifásico  
  ODP ODP
  6  
   6
   

PIPE PLUG,
ÓN

U

PIPE PLUG,
ÓN

U

 NPT SUCTION,
 NPT ISC RGE, SC

6
I

“C”

6

 Item No., Part Description, Material,
 Ítem No. Descripción Materiales
  Plug,   SS, 
  O-ring  plug,  EPR
  Socket  head screw,    SS, 
  Casing with plug,   SS, 
  O-ring  suction,  EPR
  Nozzle/venturi assembly,  Lexan® ,  
  
  O-ring  guide vane,  EPR
   Lexan®  G F ,   
   
   LB    I  
  Impeller,  LB    I  
   LB    I  

 Materiales de construcción de las bombas LB

  Guide vane, 

 Item No., Part Description, Material,
 Ítem No. Descripción Materiales
  echanical seal  Rotary,  Carbon,  
  S - C
  echancal seal  stationary,  Ceramic,  
  S - C
  O-ring  casing, -  EPR
  otor adapter with inserts,  model®  G F ,  
  ®

  Pipe plug,  S E , S
  ex cap screw,  Steel zinc plated ,   
  
 6 Base, Base Steel, e
  Grommet, e  BUN , BUN
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Noryl® GFN , 
N ® N

“C” Max. (In.), “C” Máx. (pulg)
  1 Phase TEFC, 3 Phase TEFC,
 HP Monofásico  Trifásico  
  TEFC TEFC
  55 
   
   

Goulds is a registered trademark of Goulds Pumps Inc. and is used under license. 
G&L is a trademark of Xylem Inc. or one of its subsidiaries.
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Xylem Inc.
2881 East Bayard Street Ext., Suite A
Seneca Falls, NY 13148
Phone: (800) 453-6777 
Fax: (888) 322-5877
www.gouldswatertechnology.com


