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Specifications

Replacement Parts & Accessories

Order Guide

Water 
Dirt 
Oil 

Oil Vapor 
Odor

For higher pressure applications, consult factory. Units equipped with 
differential pressure indicator have max. temperature and pressure of 
125°F and 150 PSIG, regardless of bowl material.

Description Part Number

A Replacement Element, 1st Stage 3P-020

B Replacement Element, 2nd Stage 3C-020

C Differential Pressure Indicator N32-W1-DPi

C Blanking Cap (Cover for Indicator) N32-95-020

D Bowl Assembly: Metal Bowl, Manual Petcock Drain, & O-ring N32-95-178

D Bowl Assembly: Metal Bowl, Auto Float Drain, & O-ring N32-95-950

E Bowl Assembly: Poly Bowl, Manual Petcock Drain, & O-ring* N32-15-159

E Bowl Assembly: Poly Bowl, Auto Float Drain, & O-ring* N32-15-160

F Manual Petcock Drain N32-95-182

G Automatic Plastic Float Drain (Metal Bowl) N32-95-973

H Bowl O-ring N32-95-009

Port 
Size

Model Number Dimensions (in.)

Metal Bowl Poly Bowl Height** Width Depth

Manual
Drain

¼" 3P-020-M02-DCP 3P-020-P02-DCP 6.8 6.5 2.7
⅜" 3P-020-M03-DCP 3P-020-P03-DCP 6.8 6.5 2.7

Auto
Drain

¼" 3P-020-M02-DC 3P-020-P02-DC 6.8 6.5 2.7
⅜" 3P-020-M03-DC 3P-020-P03-DC 6.8 6.5 2.7

*Poly bowls come with metal bowl guard
**To add an indicator, add “i” to end of model number (Indicator adds about 1" to height)

20 SCFM Eliminizer® Combo

Literature Sheet:  i006, i033, i078

PRESS
V

C

D, E

A, B

F, G

H

Port Sizes ¼”, ⅜”
Thread Styles NPT, BSPT, BSPP
Flow Capacity 20 SCFM @ 100 PSI
Filter Capacity 0.01 micron & larger
Differential Pressure < 5.0 PSID at rated flow
Max. Temp./Pressure
 (Aluminum Bowl) 175°F/200 PSIG
Max. Temp./Pressure
 (Polycarbonate Bowl) 125°F/150 PSIG
Approx. Weight (lb.) 4.0
ISO Class 1 Particulate/Oil

https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59c2c05fccc5c51b38bb31d4/1505935455209/ReadingTech_3P-020-M02-DCP_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59c2c0bdcd0f68f9071b0451/1505935550092/ReadingTech_3P-020-M03-DCP_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59c2c099b7411c8502266eae/1505935514304/ReadingTech_3P-020-M03-DC_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59c2c03dcf81e03964b75c31/1505935421894/ReadingTech_3P-020-M02-DC_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59c2c67cccc5c51b38bb9480/1505937020785/ReadingTech_3P-020-P02-DCP_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59c2c6c446c3c4d6548c1a4b/1505937092247/ReadingTech_3P-020-P03-DCP_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59c2c65903596efeceb758f0/1505936986176/ReadingTech_3P-020-P02-DC_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59c2c69fcf81e03964b7c187/1505937055625/ReadingTech_3P-020-P03-DC_dim+drawing.PDF
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Specifications

Replacement Parts & Accessories

Order Guide

Water 
Dirt 
Oil 

Oil Vapor 
Odor

For higher pressure applications, consult factory. Units equipped with 
differential pressure indicator have max. temperature and pressure of 
125°F and 150 PSIG, regardless of bowl material.

Description Part Number

A Replacement Element, 1st Stage 3P-060

B Replacement Element, 2nd Stage 3C-060

C Differential Pressure Indicator N32-W1-DPi

C Blanking Cap (Cover for Indicator) N32-95-020

D Bowl Assembly: Metal Bowl, Manual Petcock Drain, & O-ring N34-95-205

D Bowl Assembly: Metal Bowl, Auto Float Drain, & O-ring N34-95-201

E Bowl Assembly: Poly Bowl, Manual Petcock Drain, & O-ring* N32-15-163

E Bowl Assembly: Poly Bowl, Auto Float Drain, & O-ring* N32-15-164

F Manual Petcock Drain (Metal Bowl) PC-02

F Manual Petcock Drain (Poly Bowl) N32-95-182

G Automatic Plastic Float Drain (Metal Bowl) N32-95-979

G Automatic Brass Float Drain (Poly Bowl) N32-95-978

H Bowl O-ring N32-95-257

*Poly bowls come with metal bowl guard
**To add an indicator, add “i” to end of model number (Indicator adds about 1" to height)

60 SCFM Eliminizer® Combo

Literature Sheet: i003, i006, i011, i015, i078

A, B

C

H

F, G

D, E

Port Sizes ¼", ⅜", ½"
Thread Styles NPT, BSPT, BSPP
Flow Capacity 60 SCFM @ 100 PSI
Filter Capacity 0.01 micron & larger
Differential Pressure < 5.0 PSID at rated flow
Max. Temp./Pressure
 (Aluminum Bowl) 175°F/200 PSIG
Max. Temp./Pressure
 (Polycarbonate Bowl) 125°F/150 PSIG
Approx. Weight (lb.) 7.0
ISO Class 1 Particulate/Oil

Port 
Size

Model Number Dimensions (in.)
Height**

Width DepthMetal Bowl Poly Bowl Metal Poly

Manual 
Drain

¼" 3P-060-M02-DCP 3P-060-P02-DCP 10.0 10.0 8.0 3.9

⅜" 3P-060-M03-DCP 3P-060-P03-DCP 10.0 10.0 8.0 3.9

½" 3P-060-M04-DCP 3P-060-P04-DCP 10.0 10.0 8.0 3.9

Automatic  
Drain

¼" 3P-060-M02-DC 3P-060-P02-DC 10.0 10.5 8 .0 3.9

⅜" 3P-060-M03-DC 3P-060-P03-DC 10.0 10.5 8.0 3.9

½" 3P-060-M04-DC 3P-060-P04-DC 10.0 10.5 8.0 3.9

https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59c2c71ea8b2b05a708eda18/1505937182435/ReadingTech_3P-060-M02-DCP_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59c2c76f2994caf46800c311/1505937263737/ReadingTech_3P-060-M03-DCP_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59c2c7be49fc2b324036d5d1/1505937343029/ReadingTech_3P-060-M04-DCP_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59c2c6f91f318d39c87dd449/1505937145315/ReadingTech_3P-060-M02-DC_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59c2c74880bd5e9e19e2b776/1505937224869/ReadingTech_3P-060-M03-DC_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59c2c79ca9db09960d12dc4c/1505937308538/ReadingTech_3P-060-M04-DC_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59c2c816f14aa1380f50c7df/1505937430476/ReadingTech_3P-060-P02-DCP_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59c2c86351a58426f4075282/1505937507491/ReadingTech_3P-060-P03-DCP_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59c2c8b559cc68c0970a3a3f/1505937589553/ReadingTech_3P-060-P04-DCP_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59c2c7f5e5dd5bd418f4ee91/1505937397983/ReadingTech_3P-060-P02-DC_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59c2c8416f4ca3b9749f0a75/1505937473772/ReadingTech_3P-060-P03-DC_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59c2c8912aeba548c4855ec4/1505937553282/ReadingTech_3P-060-P04-DC_dim+drawing.PDF
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Specifications

Replacement Parts & Accessories

Order Guide

Water 
Dirt 
Oil 

Oil Vapor 
Odor

For higher pressure applications, consult factory. Units equipped with 
differential pressure indicator have max. temperature and pressure of 
125°F and 150 PSIG, regardless of bowl material.

Description Part Number

A Replacement Element, 1st Stage 3P-090/3P-150

B Replacement Element, 2nd Stage 3C-090/3C-150

C Differential Pressure Indicator N32-W1-DPi

C Blanking Cap (Cover for Indicator) N32-95-020

D Bowl Assembly: Metal Bowl, Manual Petcock Drain, & O-ring N34-15-180

D Bowl Assembly: Metal Bowl, Auto Float Drain, & O-ring N34-15-178

E Bowl Assembly: Poly Bowl, Manual Petcock Drain, & O-ring* N32-15-167

E Bowl Assembly: Poly Bowl, Auto Float Drain, & O-ring* N32-15-166

F Manual Petcock Drain (Metal Bowl) PC-03

F Manual Petcock Drain (Poly Bowl) N32-95-182

G Automatic Plastic Float Drain (Metal Bowl) N32-95-979

G Automatic Brass Float Drain (Poly Bowl) N32-95-978

H Bowl O-ring N32-95-256

Port 
Size

Model Number
Metal Bowl Poly Bowl

Low Flow Med Flow Low Flow Med Flow

Manual 
Drain

½" 3P-090-M04-DCP 3P-150-M04-DCP 3P-090-P04-DCP 3P-150-P04-DCP

¾" 3P-090-M06-DCP 3P-150-M06-DCP 3P-090-P06-DCP 3P-150-P06-DCP

1" 3P-090-M08-DCP 3P-150-M08-DCP 3P-090-P08-DCP 3P-150-P08-DCP

Auto 
Drain

½" 3P-090-M04-DC 3P-150-M04-DC 3P-090-P04-DC 3P-150-P04-DC

¾" 3P-090-M06-DC 3P-150-M06-DC 3P-090-P06-DC 3P-150-P06-DC

1" 3P-090-M08-DC 3P-150-M08-DC 3P-090-P08-DC 3P-150-P08-DC
*Poly bowls come with metal bowl guard
**To add an indicator, add “i” to end of model number (Indicator adds about 1" to height)

90/150 SCFM Eliminizer®  Combo

Literature Sheet:  i001, i006, i011, i019, i033

Dimensions (in.)

Height**

Width DepthMetal Poly
17.0 14.0 9.6 4.8

17.0 14.0 9.6 4.8

17.0 14.0 9.6 4.8

17.0 14.5 9.6 4.8

17.0 14.5 9.6 4.8

17.0 14.5 9.6 4.8

A, B

C

H

F, G

D, E

Port Sizes ½", ¾", 1"
Thread Styles NPT, BSPT, BSPP
Flow Capacity 90/150 SCFM @ 100 PSI
Filter Capacity 0.01 micron & larger
Differential Pressure < 5.0 PSID at rated flow
Max. Temp./Pressure
 (Aluminum Bowl) 175°F/200 PSIG
Max. Temp./Pressure
 (Polycarbonate Bowl) 125°F/150 PSIG
Approx. Weight (lb.) 12.0
ISO Class 1 Particulate/Oil

https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59c2c9199f7456fff84d4eb4/1505937690086/ReadingTech_3P-090-M04-DCP_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59c55dc990bade89e483ae89/1506106826324/ReadingTech_3P-090-M06-DCP_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59c55e6e6f4ca37726d02491/1506106991174/ReadingTech_3P-090-M08-DCP_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59c2c9058a02c751937121ec/1505937669151/ReadingTech_3P-090-M04-DC_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59c55e4dcf81e07ee700c9bd/1506106957528/ReadingTech_3P-090-M08-DC_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59c55ecba9db091e3c493751/1506107084056/ReadingTech_3P-090-P04-DCP_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59c55fd01f318d72c9152c93/1506107344770/ReadingTech_3P-090-P06-DCP_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59c56030f9a61e26abc51088/1506107440232/ReadingTech_3P-090-P08-DCP_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59c55e9fbebafb8a75ee8d53/1506107040313/ReadingTech_3P-090-P04-DC_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59c55f84cd0f68045f8fc414/1506107269196/ReadingTech_3P-090-P06-DC_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59c55ff718b27d060034570a/1506107383469/ReadingTech_3P-090-P08-DC_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59c56159edaed82788cdeddf/1506107737283/ReadingTech_3P-150-M04-DCP_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59c5621149fc2bfbd46b3c6e/1506107921760/ReadingTech_3P-150-M06-DCP_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59c56270ccc5c5b2bb5b67f5/1506108016696/ReadingTech_3P-150-M08-DCP_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59c5605e59cc68cdcc6c2499/1506107486366/ReadingTech_3P-150-M04-DC_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59c56197f09ca46f221cbac0/1506107799752/ReadingTech_3P-150-M06-DC_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59c5624cbce17698551ce5a4/1506107980771/ReadingTech_3P-150-M08-DC_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59c562bf017db283454b248c/1506108095501/ReadingTech_3P-150-P04-DCP_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59c5630b1f318d72c9155c4a/1506108171353/ReadingTech_3P-150-P06-DCP_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59c5635c51a5849ce806fe58/1506108252838/ReadingTech_3P-150-P08-DCP_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59c5629829f187ed71abe089/1506108057202/ReadingTech_3P-150-P04-DC_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59c562e6b1ffb66d86663ac4/1506108134727/ReadingTech_3P-150-P06-DC_dim+drawing.PDF

