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Specifications

Replacement Parts & Accessories

Order Guide

For higher pressure applications, consult factory. Units equipped with 
differential pressure indicator have max. temperature and pressure of 
125°F and 150 PSIG, regardless of bowl material.

*Poly bowls come with metal bowl guard
**To add an indicator, add “i” to end of model number (Indicator adds about 1" to height)

Port 
Size

Model Number Dimensions (in.)
 

Height** Width DepthMetal Bowl Poly Bowl

Manual 
Drain

¼" 3P-020-M02-P 3P-020-P02-P 6.8 3.0 2.7

⅜" 3P-020-M03-P 3P-020-P03-P 6.8 3.0 2.7

Auto 
Drain

¼" 3P-020-M02-F 3P-020-P02-F 6.8 3.0 2.7

⅜" 3P-020-M03-F 3P-020-P03-F 6.8 3.0 2.7

Description Part Number

A Replacement Element 3P-020

B Differential Pressure Indicator N32-W1-DPi

B Blanking Cap (Cover for Indicator) N32-95-020

C Bowl Assembly: Metal Bowl, Manual Petcock Drain, & O-ring N32-95-178

C Bowl Assembly: Metal Bowl, Auto Float Drain, & O-ring N32-95-950

D Bowl Assembly: Poly Bowl, Manual Petcock Drain, & O-ring* N32-15-159

D Bowl Assembly: Poly Bowl, Auto Float Drain, & O-ring* N32-15-160

E Manual Brass Petcock Drain N32-95-182

F Automatic Plastic Float Drain N32-95-973

G Bowl O-ring N32-95-009

Water 
Dirt 

Oil 
Oil Vapor 

Odor

PRESS
V

B

A

C, D

E, F

G

20 SCFM Eliminizer®

Literature Sheet: i007, i013, i016, i021, i070, i078

Port Sizes ¼", ⅜"
Thread Styles NPT, BSPT, BSPP
Flow Capacity 20 SCFM @ 100 PSI
Filter Capacity 1.0 micron & larger
Differential Pressure < 5.0 PSID at rated flow
Max. Temp./Pressure
 (Aluminum Bowl) 175°F/200 PSIG
Max. Temp./Pressure
 (Polycarbonate Bowl) 125°F/150 PSIG
Approx. Weight (lb.) 2.0
ISO Class 2 Particulate

https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59b81adaafa6b6ff4e4979f0/1505237722989/ReadingTech_3P-020-M02-P_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59b81b00197aea15ae0921ec/1505237760257/ReadingTech_3P-020-M03-P_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59b1ac9dcd0f685d6d15b5c2/1504816285349/ReadingTech_3P-020-M02-F_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59b1acca8dd04187fccaeebd/1504816330735/ReadingTech_3P-020-M03-F_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59b81b3b1f318d64c4605c60/1505237819453/ReadingTech_3P-020-P02-P_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59b81b599f8dce5316830b65/1505237849439/ReadingTech_3P-020-P03-P_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59b1ad5037c581fbf85c4c85/1504816464657/ReadingTech_3P-020-P02-F_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59b1ad72cf81e07dcba34b42/1504816499873/ReadingTech_3P-020-P03-F_dim+drawing.PDF
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Replacement Parts & Accessories

Order Guide

Water 
Dirt 

Oil 
Oil Vapor 

Odor

For higher pressure applications, consult factory. Units equipped with 
differential pressure indicator have max temperature and pressure of 
125°F and 150 PSIG, regardless of bowl material.

Description Part Number

A Replacement Element 3P-035/3P-060

B Differential Pressure Indicator N32-W1-DPi

B Blanking Cap (Cover for Indicator) N32-95-020

C Bowl Assembly: Metal Bowl, Manual Petcock Drain, & O-ring N34-95-205

C Bowl Assembly: Metal Bowl, Auto Float Drain, & O-ring N34-95-201

D Bowl Assembly: Poly Bowl, Manual Petcock Drain, & O-ring* N32-15-163

D Bowl Assembly: Poly Bowl, Auto Float Drain, & O-ring* N32-15-164

E Manual Petcock Drain (Metal Bowl) PC-02

E Manual Petcock Drain (Poly Bowl) N32-95-182

F Automatic Plastic Float Drain (Metal Bowl) N32-95-979

F Automatic Brass Float Drain (Poly Bowl) N32-95-978

G Bowl O-ring N32-95-257

Port 
Size

Model Number Dimensions (in.)
Metal Bowl Poly Bowl Height**

Width DepthLow Flow Med Flow Low Flow Med Flow Metal Poly

Manual 
Drain

¼" 3P-035-M02-P 3P-060-M02-P 3P-035-P02-P 3P-060-P02-P 10.0 10.0 3.9 3.9
⅜" 3P-035-M03-P 3P-060-M03-P 3P-035-P03-P 3P-060-P03-P 10.0 10.0 3.9 3.9
½" 3P-035-M04-P 3P-060-M04-P 3P-035-P04-P 3P-060-P04-P 10.0 10.0 3.9 3.9

Automatic 
Drain

¼" 3P-035-M02-F 3P-060-M02-F 3P-035-P02-F 3P-060-P02-F 10.0 10.5 3.9 3.9
⅜" 3P-035-M03-F 3P-060-M03-F 3P-035-P03-F 3P-060-P03-F 10.0 10.5 3.9 3.9
½" 3P-035-M04-F 3P-060-M04-F 3P-035-P04-F 3P-060-P04-F 10.0 10.5 3.9 3.9

*Poly bowls come with metal bowl guard
**To add an indicator, add “i” to end of model number (Indicator adds about 1" to height)

35/60 SCFM Eliminizer®

Literature Sheet:  i003, i007, i016, i020, i021, i033, i038, i070, i078

A

B

G

E, F

C, E

Port Sizes ¼", ⅜", ½"
Thread Styles NPT, BSPT, BSPP
Flow Capacity 35/60 SCFM @ 100 PSI
Filter Capacity 1.0 micron & larger
Differential Pressure < 5.0 PSID at rated flow
Max. Temp./Pressure
 (Aluminum Bowl) 175°F/200 PSIG
Max. Temp./Pressure
 (Polycarbonate Bowl) 125°F/150 PSIG
Approx. Weight (lb.) 3.5
ISO Class 2 Particulate

https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59b1adccc027d84adafc312e/1504816588936/ReadingTech_3P-035-M02-P_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59b1ae20c027d84adafc376b/1504816672707/ReadingTech_3P-035-M03-P_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59b1ae72d2b85729bb967d32/1504816754737/ReadingTech_3P-035-M04-P_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59b1ada8d7bdce0ff5ffac7a/1504816552233/ReadingTech_3P-035-M02-F_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59b1adf7a8b2b050d1bf40f7/1504816631200/ReadingTech_3P-035-M03-F_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59b1ae4c6f4ca36cb5dc3511/1504816718002/ReadingTech_3P-035-M04-F_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59b6da388419c20a25e7ea3c/1505155640642/ReadingTech_3P-035-P02-P_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59b6da5ee9bfdf95035c95f4/1505155678241/ReadingTech_3P-035-P03-P_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59b6da8703596ecddf0c3f95/1505155719239/ReadingTech_3P-035-P04-P_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59b1aea1bce17645d62a8d6d/1504816801343/ReadingTech_3P-035-P02-F_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59b1aee96f4ca36cb5dc3ec2/1504816875675/ReadingTech_3P-035-P03-F_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59b1af14f43b5595acc6316e/1504816916424/ReadingTech_3P-035-P04-F_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59b1afcbe5dd5b52641a49f9/1504817099420/ReadingTech_3P-060-M02-P_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59b2d2a51f318d45618da4fd/1504891558126/ReadingTech_3P-060-M03-P_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59b2d3279f7456da599d9940/1504891687928/ReadingTech_3P-060-M04-P_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59b1afa8ccc5c5736a11ac5d/1504817064456/ReadingTech_3P-060-M02-F_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59b1b00de5dd5b52641a4f38/1504817165664/ReadingTech_3P-060-M03-F_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59b2d2d8a803bb7536d912e8/1504891608182/ReadingTech_3P-060-M04-F_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59b6db4de45a7cdb51ac52b4/1505155919611/ReadingTech_3P-060-P02-P_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59b6db77a8b2b050d1f8b5ee/1505155964791/ReadingTech_3P-060-P03-P_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59b6dbc5e9bfdf95035cb130/1505156037865/ReadingTech_3P-060-P04-P_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59b2d358a8b2b050d1cd8434/1504891736993/ReadingTech_3P-060-P02-F_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59b2d37980bd5e49f8145374/1504891770124/ReadingTech_3P-060-P03-F_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59b2d39cf14aa14c97a070ee/1504891805117/ReadingTech_3P-060-P04-F_dim+drawing.PDF
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Water 
Dirt 

Oil 
Oil Vapor 

Odor

For higher pressure applications, consult factory. Units equipped with 
differential pressure indicator have max. temperature and pressure of 
125°F and 150 PSIG, regardless of bowl material.

Description Part Number

A Replacement Element 3P-090/3P-150 

B Differential Pressure Indicator N32-W1-DPi

B Blanking Cap (Cover for Indicator) N32-95-020

C Bowl Assembly: Metal Bowl, Manual Petcock Drain, & O-ring N34-15-180

C Bowl Assembly: Metal Bowl, Auto Float Drain, & O-ring N34-15-178

D Bowl Assembly: Poly Bowl, Manual Petcock Drain, & O-ring* N32-15-167

D Bowl Assembly: Poly Bowl, Auto Float Drain, & O-ring* N32-15-166

E Manual Petcock Drain (Metal Bowl) PC-03

E Manual Petcock Drain (Poly Bowl) N32-95-182

F Automatic Plastic Float Drain (Metal Bowl) N32-95-979

F Automatic Brass Float Drain (Poly Bowl) N32-95-978

G Bowl O-ring N32-95-256

Port 
Size

Model Number
Dimensions (in.)Metal Bowl Poly Bowl

Low Flow Med Flow Low Flow Med Flow Height**

Width Depth
Metal Poly

Manual 
Drain

½" 3P-090-M04-P 3P-150-M04-P 3P-090-P04-P 3P-150-P04-P 17.0 14.0 4.6 4.8
¾" 3P-090-M06-P 3P-150-M06-P 3P-090-P06-P 3P-150-P06-P 17.0 14.0 4.6 4.8
1" 3P-090-M08-P 3P-150-M08-P 3P-090-P08-P 3P-150-P08-P 17.0 14.0 4.6 4.8

Automatic 
Drain

½" 3P-090-M04-F 3P-150-M04-F 3P-090-P04-F 3P-150-P04-F 17.0 14.5 4.6 4.8
¾" 3P-090-M06-F 3P-150-M06-F 3P-090-P06-F 3P-150-P06-F 17.0 14.5 4.6 4.8
1" 3P-090-M08-F 3P-150-M08-F 3P-090-P08-F 3P-150-P08-F 17.0 14.5 4.6 4.8

*Poly bowls come with metal bowl guard
**To add an indicator, add “i” to end of model number (Indicator adds about 1" to height)

90/150 SCFM Eliminizer®

Literature Sheet: i003, i007, i020, i021, i038, i070

A

B

G

E, F

C, D

Port Sizes ½", ¾", 1"
Thread Styles NPT, BSPT, BSPP
Flow Capacity 90/150 SCFM @ 100 PSI
Filter Capacity 1.0 micron & larger
Differential Pressure < 5.0 PSID at rated flow
Max. Temp./Pressure
 (Aluminum Bowl) 175°F/200 PSIG
Max. Temp./Pressure
 (Polycarbonate Bowl) 125°F/150 PSIG
Approx. Weight (lb.) 6.0
ISO Class 2 Particulate

https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59b2d534c027d84ada0a88c2/1504892213196/ReadingTech_3P-090-M04-P_+dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59b2d58ccd39c304a12b4247/1504892300866/ReadingTech_3P-090-M06-P_+dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59b2d5d98419c20a25bd0b20/1504892377464/ReadingTech_3P-090-M08-P_+dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59b2d43949fc2b50d078c4e7/1504891961831/ReadingTech_3P-090-M04-F_+dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59b2d569f5e231475671b9c7/1504892265917/ReadingTech_3P-090-M06-F_+dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59b2d5b1f5e231475671be52/1504892337284/ReadingTech_3P-090-M08-F_+dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59b6ded4a9db0927a11c3164/1505156820415/ReadingTech_3P-150-M04-P_+dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59b6df7e46c3c498eb276f1d/1505156990424/ReadingTech_3P-150-M06-P_+dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59b6dfead7bdce0ff53817a9/1505157098993/ReadingTech_3P-150-M08-P_+dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59b6de4ef7e0abec5d3d4069/1505156687336/ReadingTech_3P-150-M04-F_+dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59b6df5859cc681cdd82a625/1505156952692/ReadingTech_3P-150-M06-F_+dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59b6dfc580bd5e49f83fb605/1505157061759/ReadingTech_3P-150-M08-F_+dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59b6f47d197aea5a36d42d12/1505162365603/ReadingTech_3P-090-P04-P_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59b6f4ad59cc680f6736215e/1505162414021/ReadingTech_3P-090-P06-P_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59b6f4d1197aea5a36d430e6/1505162449662/ReadingTech_3P-090-P08-P_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59b2d6038fd4d26747e5039f/1504892419388/ReadingTech_3P-090-P04-F_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59b2d63ce45a7cdb518267cd/1504892476727/ReadingTech_3P-090-P06-F_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59b2d6d4f9a61eed0e8e78c2/1504892628941/ReadingTech_3P-090-P08-F_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59b6f4faeaa5a4bb0ff7f1bb/1505162490450/ReadingTech_3P-150-P04-P_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59b6f51c166829864d260b9c/1505162524586/ReadingTech_3P-150-P06-P_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59b6f536935d819cd2c571e2/1505162550312/ReadingTech_3P-150-P08-P_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59ca9226197aea1543f9e627/1506447910428/ReadingTech_3P-150-P04-F_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59b6e064cf81e016622ab298/1505157220864/ReadingTech_3P-150-P06-F_dim+drawing.PDF
https://static1.squarespace.com/static/5141e2dee4b00c2dc63d1b79/t/59b6e08bd7bdce0ff5382160/1505157259472/ReadingTech_3P-150-P08-F_dim+drawing.PDF

